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[bookmark: _Toc5694163][bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc534900834][bookmark: _Toc535237692]
	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc20954837]Change Begins



[bookmark: _Toc45832550][bookmark: _Toc51763830][bookmark: _Toc64449000][bookmark: _Toc66289659][bookmark: _Toc14207674][bookmark: _Toc20954286][bookmark: _Toc29902290][bookmark: _Toc29906294][bookmark: _Toc36550284][bookmark: OLE_LINK555]9.3.1.142	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [21]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.3.1.143
	Periodicity as specified in TS 23.501 [21].

	Burst Arrival Time
	O
	
	9.3.1.144
	Burst Arrival Time as specified in TS 23.501 [21].

	Survival Time
	O
	
	9.3.1.aaa
	Survival Time as specified in TS 23.501 [21].



[bookmark: _Toc45652398][bookmark: _Toc45658830][bookmark: _Toc45720650][bookmark: _Toc45798530][bookmark: _Toc45897919][bookmark: _Toc51746123]9.3.1.aaa	Survival Time
This IE indicates the Survival Time of the TSC QoS flow as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..16, …)
	Survival Time expressed in units of periodicity.
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[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<Unchanged Text Omitted>
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-SurvivalTime,

<Unchanged Text Omitted>
SurvivalTime ::= INTEGER (0..256, ...) 


<Unchanged Text Omitted>
TSCAssistanceInformation ::= SEQUENCE {
	periodicity				Periodicity,
	burstArrivalTime		BurstArrivalTime													OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {TSCAssistanceInformation-ExtIEs} }	OPTIONAL,
	...
}

TSCAssistanceInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SurvivalTime						CRITICALITY ignore	EXTENSION SurvivalTime	PRESENCE optional},
	...
}


<Unchanged Text Omitted>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
<Unchanged Text Omitted>
id-TransmissionStopIndicator						ProtocolIE-ID ::= 430
id-SrsFrequency										ProtocolIE-ID ::= 431
id-SurvivalTime										ProtocolIE-ID ::= aaa
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