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1
Discussion and proposal
In stage 2, the following was captured for detection of Intra-system Too Early Handover and Intra-system Handover to Wrong Cell.
-
[Intra-system Too Early Handover]

There is a recent handover for the UE prior to the connection failure e.g. the UE reported timer is smaller than the configured threshold (e.g. Tstore_UE_cntxt), and the first re-establishment attempt cell/the cell UE attempts to re-connect is the cell that served the UE at the last handover initialisation.

-
[Intra-system Handover to Wrong Cell]

There is a recent handover for the UE prior to the connection failure e.g. the UE reported timer is smaller than the configured threshold (e.g. Tstore_UE_cntxt), and the first re-establishment attempt cell/the cell UE attempts to re-connect is neither the cell that served the UE at the last handover initialisation nor the cell that served the UE where the RLF happened or the cell that the handover was initialized toward.

In case of no RRC Reestalbishment, the RAN node use the cell where UE attempts to re-connect to detect the problem based on above description. However, RAN3 agreed that the UE should report the CGI of successful re-connected cell instead of the cell UE attempts to re-connect at RAN3#107bis-e meeting [1]. RAN2 also agreed stage 3 based on LS from RAN3 [2]. Therefore, stage 2 should be corrected to reflect the agreement in RAN3 and RAN2.
CGI of successful re-connected NR cell or E-UTRA cell: For inter-RAT and inter-system MRO, inclusion of successful re-connected cell CGI will help the network to detect the root cause of the failure. For E-UTRA cell, the TAC of the successful re-connected cell is also needed. RAN3 already agreed the inter-RAT MRO and inter-system MRO in Rel-16 BL CRs.  

Proposal: It’s proposed to replace “the cell UE attempts to re-connect” to “the successful re-connect cell” for detection of Intra-system Too Early Handover and Intra-system Handover to Wrong Cell in stage 2.
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