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Introduction

During the RAN#90-e meeting, a Work Item on enhanced non-public network support for NG-RAN was approved  in RP-202363 [1] with the following objectives:

Support SNPN along with subscription / credentials owned by an entity separate from the SNPN including:
The broadcasting of information to enable SNPN selection for UEs with subscription/credentials owned by an entity separate from the SNPN [RAN2]

The associated cell selection/reselection and connected mode mobility support [RAN2/RAN3]
The necessary modifications over network interfaces (e.g. NG, Xn, F1, E1 etc) [RAN3]

Support UE onboarding and provisioning for NPN including:
The UE onboarding relevant parameter broadcast from SIB [RAN2]

The associated cell selection/reselection, cell access control and the connected mode mobility support [RAN2/RAN3]
The necessary modifications over network interfaces (e.g. NG, Xn, F1, E1 etc) [RAN3]

Support of IMS voice and emergency services for SNPN [RAN2]

Broadcasting of relevant parameters [RAN2]

During the latest RAN3#111-e meeting, The WI scopes were discussed, and it was agreed that “To revisit whether to add the key issue2 related issues into the WI scopes and refine the scopes of the ePRN WID in RAN Plenary after the final approval of the WID by SA and completion of the SID by SA2.” In this document we further discuss the scopes of ePRN WI according to the progress of SA2.
Discussion
In the SA#91-e meeting, the WID on enhanced support of Non-Public Networks was approved in [2], the objectives of Key issue2  are included  as following :

-
NPN enhancements to enable support for Video, Imaging and Audio for Professional Applications (VIAPA) (KI#2)

-
To enable support for VIAPA as per conclusions in clause 8.2.

-
Informative guideline for how to use existing Rel-16 mechanisms and information to support VIAPA services

-
Informative guideline for mapping between standardized 5QI/ARP and DSCP marking to enable the PLMN and SNPN to use the same mapping values for UL and DL user plane traffic within SNPN and PLMN

For the key issue2, When UE have both subscriptions for SNPN and PLMN,  the simultaneous VIAPA service from PLMN and SNPN and service continuity shall be supported. How to improve the latency to resume a services provided by the overlay network, and to support UE to receive data services from one network (e.g. NPN), and paging as well as data services from another network (e.g. PLMN) simultaneously may have RAN impacts. 
We suggest to add the key issue2  into the RAN3 WI scopes as following :

 Support for Video, Imaging and Audio for Professional Applications (VIAPA) including:
Support for the simultaneous data service from PLMN and NPN and service continuity between two networks [RAN3, RAN2]

The necessary modifications over network interfaces (e.g. NG, Xn, F1, E1 etc) [RAN3]

Conclusion
Proposal 1:  It is proposed to  add the key issue2  into the RAN3 WI scopes as following :

 Support for Video, Imaging and Audio for Professional Applications (VIAPA) including:
Support for the simultaneous data service from PLMN and NPN and service continuity between two networks [RAN3, RAN2]

The necessary modifications over network interfaces (e.g. NG, Xn, F1, E1 etc) [RAN3]
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