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-------------------------------------------Change 1-------------------------------------------
8.3.1
UE Context Setup 

8.3.1.1
General

The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. 
<unrelated part is omitted>

If the Serving NID IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall combine the Serving NID IE with the Serving PLMN IE to identify the serving NPN, and may take it into account for UE context establishment.
If the SCG Activity Request IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall, if supported, decide whether or not accept this request, and provide response by including the SCG Activity Status IE in the UE CONTEXT SETUP RESPONSE message.
-------------------------------------------Next Change-------------------------------------------
8.3.4
UE Context Modification (gNB-CU initiated)

8.3.4.1
General

The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
<unrelated part is omitted>

If the Transmission Stop Indicator IE is included within the DRB to Be Modified Item IE in the UE CONTEXT MODIFICATION REQUEST message and set to “true”, the gNB-DU shall, if supported, stop the data transmission for the DRB. It is up to gNB-DU implementation when to stop the UE scheduling for that DRB.
If the SCG Activity Request IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, decide whether or not accept this request, and provide response by including the SCG Activity Status IE in the UE CONTEXT SETUP RESPONSE message.
-------------------------------------------Next Change-------------------------------------------
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	<unrelated part is omitted>

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Activity Request 
	O
	
	9.3.1.x1
	
	YES
	reject


9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information
	M
	
	9.3.1.26
	
	YES
	reject

	C-RNTI
	O
	
	9.3.1.32
	C-RNTI allocated at the gNB-DU
	YES
	ignore

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	<unrelated part is omitted>

	Requested Target Cell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell indicated in the UE CONTEXT SETUP REQUEST message.
	YES
	reject

	SCG Activity Status 
	O
	
	9.3.1.x2
	
	YES
	reject


-------------------------------------------Next Change-------------------------------------------
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	<unrelated part is omitted>

	>Candidate Cells To Be Cancelled List
	C-ifCHOcancel
	0 .. <maxnoofCellsinCHO>
	
	
	-
	-

	>>Target Cell ID
	M
	
	NR CGI

9.3.1.12
	
	-
	-

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Activity Request 
	O
	
	9.3.1.x1
	
	YES
	reject


9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-DU to confirm the modification of a UE context.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Resource Coordination Transfer Container
	O
	
	OCTET STRING
	Includes the SgNB Resource Coordination Information IE as defined in subclause 9.2.117 of TS 36.423 [9] for EN-DC case or MR-DC Resource Coordination Information IE as defined in TS 38.423 [28] for NGEN-DC and NE-DC cases.
	YES
	ignore

	<unrelated part is omitted>

	Requested Target Cell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell indicated in the UE CONTEXT MODIFICATION REQUEST message.
	YES
	reject

	SCG Activity Status 
	O
	
	9.3.1.x2
	
	YES
	reject


-------------------------------------------Next Change-------------------------------------------
9.3.1.x1 SCG Activity Request
This IE indicates the request for SCG (de-)activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Activation Indicator
	M
	
	ENUMERATED (Activation, Deactivation)
	


9.3.1.x2 SCG Activity Status
This IE indicates the status of the SCG.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Activation Status
	M
	
	ENUMERATED (Activation, Deactivation)
	

	Cause
	O
	
	9.3.1.2
	


-------------------------------------------Next Change-------------------------------------------
9.4.4
PDU Definitions

<unrelated part is omitted>

SystemFrameNumber,


SlotNumber,


AbortTransmission,


TRP-MeasurementRequestList,


MeasurementBeamInfoRequest,


E-CID-ReportCharacteristics,


Extended-GNB-CU-Name,


Extended-GNB-DU-Name,


F1CTransferPath,


SCGActivityRequest,

SCGActivityStatus
<unrelated part is omitted>

id-SRSConfiguration,


id-TRPList,


id-E-CID-MeasurementQuantities,

id-E-CID-MeasurementPeriodicity,


id-E-CID-MeasurementResult,


id-Cell-Portion-ID,

id-LMF-UE-MeasurementID,

id-RAN-UE-MeasurementID,


id-SFNInitialisationTime,


id-SystemFrameNumber,


id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-F1CTransferPath,


id-SCGActivityRequest,


id-SCGActivityStatus,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs
<unrelated part is omitted>
-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NRCGI











PRESENCE mandatory
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE mandatory}|

{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List






PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List







PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY ignore
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional
}|


{ ID id-ServingPLMN







CRITICALITY ignore
TYPE PLMN-Identity









PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE conditional }|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|


{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-new-gNB-CU-UE-F1AP-ID




CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional }|


{ ID id-RANUEID








CRITICALITY ignore
TYPE RANUEID










PRESENCE optional
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-BHChannels-ToBeSetup-List



CRITICALITY reject
TYPE BHChannels-ToBeSetup-List





PRESENCE optional
}|


{ ID id-ConfiguredBAPAddress




CRITICALITY reject
TYPE BAPAddress










PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetup-List




CRITICALITY reject
TYPE SLDRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-ConditionalInterDUMobilityInformation
CRITICALITY reject
TYPE ConditionalInterDUMobilityInformation

PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList



CRITICALITY ignore
TYPE 

MDTPLMNList








PRESENCE optional }|


{ ID id-ServingNID







CRITICALITY reject
TYPE NID











PRESENCE optional }|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|


{ ID id-SCGActivityRequest





CRITICALITY reject
TYPE SCGActivityRequest








PRESENCE optional },

...

} 

<unrelated part is omitted>
-- **************************************************************

--

-- UE CONTEXT SETUP RESPONSE

--

-- **************************************************************

UEContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupResponseIEs} },


...

}

UEContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE mandatory }|


{ ID id-C-RNTI








CRITICALITY ignore
TYPE C-RNTI










PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration







PRESENCE optional
}|


{ ID id-DRBs-Setup-List






CRITICALITY ignore
TYPE DRBs-Setup-List







PRESENCE optional
}|


{ ID id-SRBs-FailedToBeSetup-List



CRITICALITY ignore
TYPE SRBs-FailedToBeSetup-List




PRESENCE optional
}|


{ ID id-DRBs-FailedToBeSetup-List



CRITICALITY ignore
TYPE DRBs-FailedToBeSetup-List




PRESENCE optional
}|


{ ID id-SCell-FailedtoSetup-List



CRITICALITY ignore
TYPE SCell-FailedtoSetup-List




PRESENCE optional
}|


{ ID id-InactivityMonitoringResponse


CRITICALITY reject
TYPE InactivityMonitoringResponse



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
}|


{ ID id-SRBs-Setup-List






CRITICALITY ignore
TYPE SRBs-Setup-List







PRESENCE optional
}|


{ ID id-BHChannels-Setup-List




CRITICALITY ignore
TYPE BHChannels-Setup-List





PRESENCE optional
}|


{ ID id-BHChannels-FailedToBeSetup-List


CRITICALITY ignore
TYPE BHChannels-FailedToBeSetup-List


PRESENCE optional
}|


{ ID id-SLDRBs-Setup-List





CRITICALITY ignore
TYPE SLDRBs-Setup-List







PRESENCE optional
}|


{ ID id-SLDRBs-FailedToBeSetup-List



CRITICALITY ignore
TYPE SLDRBs-FailedToBeSetup-List



PRESENCE optional
}|


{ ID id-requestedTargetCellGlobalID



CRITICALITY reject
TYPE NRCGI










PRESENCE optional}|


{ ID id-SCGActivityStatus





CRITICALITY reject
TYPE SCGActivityStatus










PRESENCE optional},


...

}

<unrelated part is omitted>
-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-SpCell-ID







CRITICALITY ignore
TYPE NRCGI











PRESENCE optional
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE optional
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE optional
}|


{ ID id-TransmissionActionIndicator



CRITICALITY ignore
TYPE TransmissionActionIndicator




PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-RRCReconfigurationCompleteIndicator

CRITICALITY ignore
TYPE RRCReconfigurationCompleteIndicator


PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY reject
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-SCell-ToBeSetupMod-List




CRITICALITY ignore
TYPE SCell-ToBeSetupMod-List






PRESENCE optional
}|

{ ID id-SCell-ToBeRemoved-List




CRITICALITY ignore
TYPE SCell-ToBeRemoved-List 






PRESENCE optional }|

{ ID id-SRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE SRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE DRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeReleased-List




CRITICALITY reject
TYPE SRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeReleased-List




CRITICALITY reject
TYPE DRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-DRXConfigurationIndicator



CRITICALITY ignore
TYPE DRXConfigurationIndicator





PRESENCE optional
}|


{ ID id-RLCFailureIndication




CRITICALITY ignore
TYPE RLCFailureIndication







PRESENCE optional
}|


{ ID id-UplinkTxDirectCurrentListInformation
CRITICALITY ignore
TYPE UplinkTxDirectCurrentListInformation

PRESENCE optional
}|


{ ID id-GNB-DUConfigurationQuery



CRITICALITY reject
TYPE GNB-DUConfigurationQuery





PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE optional
}|


{ ID id-ExecuteDuplication





CRITICALITY ignore
TYPE ExecuteDuplication








PRESENCE optional}|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|

{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-NeedforGap







CRITICALITY ignore
TYPE NeedforGap










PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-LowerLayerPresenceStatusChange


CRITICALITY ignore
TYPE LowerLayerPresenceStatusChange



PRESENCE optional
}|


{ ID id-BHChannels-ToBeSetupMod-List


CRITICALITY reject
TYPE BHChannels-ToBeSetupMod-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeModified-List


CRITICALITY reject
TYPE BHChannels-ToBeModified-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeReleased-List


CRITICALITY reject
TYPE BHChannels-ToBeReleased-List




PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetupMod-List



CRITICALITY reject
TYPE SLDRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeModified-List



CRITICALITY reject
TYPE SLDRBs-ToBeModified-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeReleased-List



CRITICALITY reject
TYPE SLDRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-ConditionalIntraDUMobilityInformation
CRITICALITY reject
TYPE ConditionalIntraDUMobilityInformation

PRESENCE optional}|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|


{ ID id-SCGActivityRequest





CRITICALITY reject
TYPE SCGActivityRequest








PRESENCE optional },

...

} 

<unrelated part is omitted>
-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE optional}|


{ ID id-DRBs-SetupMod-List





CRITICALITY ignore
TYPE DRBs-SetupMod-List







PRESENCE optional}|


{ ID id-DRBs-Modified-List





CRITICALITY ignore
TYPE DRBs-Modified-List







PRESENCE optional}|


{ ID id-SRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-DRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE DRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-SCell-FailedtoSetupMod-List



CRITICALITY ignore
TYPE SCell-FailedtoSetupMod-List



PRESENCE optional
}|


{ ID id-DRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE DRBs-FailedToBeModified-List



PRESENCE optional
}|


{ ID id-InactivityMonitoringResponse


CRITICALITY reject
TYPE InactivityMonitoringResponse



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
}|


{ ID id-C-RNTI








CRITICALITY ignore
TYPE C-RNTI










PRESENCE optional
}|


{ ID id-Associated-SCell-List




CRITICALITY ignore  TYPE Associated-SCell-List





PRESENCE optional
}|


{ ID id-SRBs-SetupMod-List





CRITICALITY ignore
TYPE SRBs-SetupMod-List







PRESENCE optional
}|


{ ID id-SRBs-Modified-List





CRITICALITY ignore
TYPE SRBs-Modified-List







PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration







PRESENCE optional
}|


{ ID id-BHChannels-SetupMod-List



CRITICALITY ignore
TYPE BHChannels-SetupMod-List




PRESENCE optional}|


{ ID id-BHChannels-Modified-List



CRITICALITY ignore
TYPE BHChannels-Modified-List




PRESENCE optional}|


{ ID id-BHChannels-FailedToBeSetupMod-List

CRITICALITY ignore
TYPE BHChannels-FailedToBeSetupMod-List

PRESENCE optional
}|


{ ID id-BHChannels-FailedToBeModified-List

CRITICALITY ignore
TYPE BHChannels-FailedToBeModified-List

PRESENCE optional
}|


{ ID id-SLDRBs-SetupMod-List




CRITICALITY ignore
TYPE SLDRBs-SetupMod-List






PRESENCE optional
}|


{ ID id-SLDRBs-Modified-List




CRITICALITY ignore
TYPE SLDRBs-Modified-List






PRESENCE optional
}|


{ ID id-SLDRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SLDRBs-FailedToBeSetupMod-List


PRESENCE optional
}|


{ ID id-SLDRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE SLDRBs-FailedToBeModified-List


PRESENCE optional
}|


{ ID id-requestedTargetCellGlobalID



CRITICALITY reject
TYPE NRCGI










PRESENCE optional}|


{ ID id-SCGActivityStatus





CRITICALITY reject
TYPE SCGActivityStatus










PRESENCE optional},


...

}

<unrelated part is omitted>
9.4.5
Information Element Definitions

-- S

<unrelated part is omitted>
SCell-ToBeSetupMod-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-ServingCellMO

CRITICALITY ignore
EXTENSION ServingCellMO

PRESENCE optional
},

...

}

SCellIndex ::=INTEGER (1..31, ...) 
SCGActivityRequest ::=            SEQUENCE {

    
activationIndicator                     
ENUMERATED {Activation, Deactivation},


iE-Extensions





ProtocolExtensionContainer { { SCGActivityRequest-ExtIEs } } OPTIONAL

}

SCGActivityRequest-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
SCGActivityStatus ::=            SEQUENCE {

    
activationStatus                     
ENUMERATED {Activation, Deactivation },

cause







Cause





OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { SCGActivityStatus-ExtIEs } } OPTIONAL

}

SCGActivityResponse-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
SCS-SpecificCarrier ::=            SEQUENCE {

    offsetToCarrier                     INTEGER (0..2199,...),

    subcarrierSpacing                   ENUMERATED {kHz15, kHz30, kHz60, kHz120,...},

    carrierBandwidth                    INTEGER (1..275,...),


iE-Extensions





ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL

}

SCS-SpecificCarrier-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
<unrelated part is omitted>
9.4.7
Constant Definitions

<unrelated part is omitted>
id-TRP-MeasurementRequestList





ProtocolIE-ID ::= 422

id-MeasurementBeamInfoRequest





ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics





ProtocolIE-ID ::= 424
id-ConfiguredTACIndication






ProtocolIE-ID ::= 425
id-Extended-GNB-DU-Name







ProtocolIE-ID ::= 426

id-Extended-GNB-CU-Name







ProtocolIE-ID ::= 427

id-F1CTransferPath








ProtocolIE-ID ::= 428
id-SFN-Offset









ProtocolIE-ID ::= 429
id-TransmissionStopIndicator





ProtocolIE-ID ::= 430
id-SrsFrequency









ProtocolIE-ID ::= 431
id-SCGActivityRequest







ProtocolIE-ID ::= xxx
id-SCGActivityStatus







ProtocolIE-ID ::= xxx
