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	Reason for change:
	CEL based paging carrier selection feature is introduced for NB-IoT, and paging eNB can know the UE’s CEL, but the paging eNB cannot know whether the CEL is used for paging carrier selection feature. 

	
	

	Summary of change:
	Include Coverage Enhancement Level based paging carrier indication in Cell Identifier and Coverage Enhancement Level IE.
Impact Analysis

Impacted functionality:
This CR only has an impact on the CEL based paging carrier selection for NB-IoT UE.
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This IE provides Assistance Data for paging CE capable UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Global Cell ID
	M
	
	E-UTRA CGI 9.3.1.9
	

	Coverage Enhancement Level
	M
	
	OCTET STRING
	Includes either the UEPagingCoverageInformation message as defined in 10.2.2 of TS 36.331 [21], or the UEPagingCoverageInformation-NB message as defined in 10.6.2 of TS 36.331 [21].

	Coverage Enhancement Level based paging carrier selection
	O
	
	ENUMERATED (True, …)
	Indicates whether Coverage Enhancement Level based paging carrier selection for NB-IoT UE is used.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

//SKIP THE UNRELATED PART//
	id-Cause,
	id-CELBasedPagingCarrierSelection,
	id-CNPacketDelayBudgetDL,
	
//SKIP THE UNRELATED PART//
PagingAssisDataforCEcapabUE ::= SEQUENCE {
	eUTRA-CGI							EUTRA-CGI,
	coverageEnhancementLevel			CoverageEnhancementLevel, 
	iE-Extensions						ProtocolExtensionContainer { { PagingAssisDataforCEcapabUE-ExtIEs} } OPTIONAL,
	...
}

PagingAssisDataforCEcapabUE-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
{ ID id-CELBasedPagingCarrierSelection	CRITICALITY ignore	EXTENSION  CELBasedPagingCarrierSelection		PRESENCE optional},
	...
}


//SKIP THE UNRELATED PART//
CauseTransport ::= ENUMERATED {
	transport-resource-unavailable,
	unspecified,
	...
}

CELBasedPagingCarrierSelection ::= ENUMERATED {
	TRUE,
	...
}

Cell-CAGInformation ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	cellCAGList			CellCAGList,
	iE-Extensions		ProtocolExtensionContainer { {Cell-CAGInformation-ExtIEs} } OPTIONAL,
	...
}

//SKIP THE UNRELATED PART//
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//SKIP THE UNRELATED PART//
id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 280
id-CELBasedPagingCarrierSelection						ProtocolIE-ID ::= 32x


END
-- ASN1STOP

End of the change


