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	Reason for change:
	The NASC IE is optionally present in NGAP: HANDOVER REQUEST message.

However in RRCReconfiguration -> masterKeyUpdate -> nas-Container is mandatory for inter-system HO in TS38.331.
Quoted from 38.331:

RRCReconfiguration-v1530-IEs ::=            SEQUENCE {

    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig

    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO

    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange

    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N

    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N

    otherConfig                             OtherConfig                                                            OPTIONAL, -- Need M

    nonCriticalExtension                    RRCReconfiguration-v1540-IEs                                           OPTIONAL
}

...

MasterKeyUpdate ::=                 SEQUENCE {

    keySetChangeIndicator           BOOLEAN,

    nextHopChainingCount            NextHopChainingCount,

    nas-Container                   OCTET STRING                                                     OPTIONAL,    -- Cond securityNASC

    ...

}

...

securityNASC
This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N
Since the NASC is mandatory for the inter-system handover from EPS to 5GS, this should then be specified in order to avoid inter-operability problem.


	
	

	Summary of change:
	Clarify in the HANDOVER REQUEST message the NASC IE its Semantic Description that this IE shall be present for the EPS to 5GS handover. 
Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact because it only impacts on the inter-system handover from EPS to 5GS the including of NASC IE.


	
	

	Consequences if not approved:
	The optional presence may be interpreted that for any type of handover, it is allowed not to be present, then for inter-system handover from EPS to 5GS, if the NASC IE is not present, may lead to handover failure.
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9.2.3.4
HANDOVER REQUEST

This message is sent by the AMF to the target NG-RAN node to request the preparation of resources.

Direction: AMF ( NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.22
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	M
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	UE Security Capabilities 
	M
	
	9.3.1.86
	
	YES
	reject

	Security Context
	M
	
	9.3.1.88
	
	YES
	reject

	New Security Context Indicator
	O
	
	9.3.1.55
	
	YES
	reject

	NASC
	O
	
	NAS-PDU

9.3.3.4
	Refers to either the “Intra N1 mode NAS transparent container” or the “S1 mode to N1 mode NAS transparent container”, the details of the IE definition and the encoding arespecified in TS 24.501 [26]. This IE shall be present for the EPS to 5GS handover.
	YES
	reject

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID 
	M
	
	9.3.1.50
	
	-
	

	>>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>>Handover Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network.
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	9.3.1.20
	
	YES
	reject

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


