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[bookmark: _Toc20955493][bookmark: _Toc29460919][bookmark: _Toc29505651][bookmark: _Toc36556176][bookmark: _Toc45881615][bookmark: _Toc51852249][bookmark: _Toc56620200][bookmark: _Toc56620536]8.3.1	Bearer Context Setup
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The purpose of the Bearer Context Setup procedure is to allow the gNB-CU-CP to establish a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
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Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.
The gNB-CU-UP shall report to the gNB-CU-CP, in the BEARER CONTEXT SETUP RESPONSE message, the result for all the requested resources in the following way:
For E-UTRAN:
-	A list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	A list of DRBs which failed to be established shall be included in the DRB Failed List IE;
For NG-RAN:
-	A list of PDU Session Resources which are successfully established shall be included in the PDU Session Resource Setup List IE;
-	A list of PDU Session Resources which failed to be established shall be included in the PDU Session Resource Failed List IE;
-	For each established PDU Session Resource, a list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	For each established PDU Session Resource, a list of DRBs which failed to be established shall be included in the DRB Failed List IE;
-	For each established DRB, a list of QoS Flows which are successfully established shall be included in the Flow Setup List IE;
-	For each established DRB, a list of QoS Flows which failed to be established shall be included in the Flow Failed List IE;
When the gNB-CU-UP reports the unsuccessful establishment of a PDU Session Resource, DRB or QoS Flow the cause value should be precise enough to enable the gNB-CU-CP to know the reason for the unsuccessful establishment.
The gNB-CU-CP shall include the maxCID-EHC-DL IE within the BEARER CONTEXT SETUP REQUEST message to indicate the maximum number of DL EHC contexts the UE can establish in the corresponding CU-UP.

If the Existing Allocated NG DL UP Transport Layer Information IE is contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP may re-use the indicated resources already allocated for this bearer context. If the gNB-CU-UP decides to re-use the indicated resources, it shall include the NG DL UP Unchanged IE in the BEARER CONTEXT SETUP RESPONSE message.
If the PDU Session Resource DL Aggregate Maximum Bit Rate IE is contained in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall store and use the information for the down link traffic policing for the Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [20].

<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955498][bookmark: _Toc29460924][bookmark: _Toc29505656][bookmark: _Toc36556181][bookmark: _Toc45881620][bookmark: _Toc51852254][bookmark: _Toc56620205][bookmark: _Toc56620541]8.3.2	Bearer Context Modification (gNB-CU-CP initiated) 
[bookmark: _Toc20955499][bookmark: _Toc29460925][bookmark: _Toc29505657][bookmark: _Toc36556182][bookmark: _Toc45881621][bookmark: _Toc51852255][bookmark: _Toc56620206][bookmark: _Toc56620542]8.3.2.1	General
The purpose of the Bearer Context Modification procedure is to allow the gNB-CU-CP to modify a bearer context in the gNB-CU-UP. The procedure uses UE-associated signalling.
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Figure 8.3.2.2-1: Bearer Context Modification procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT MODIFICATION REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to modify the bearer context, it replies to the gNB-CU-CP with the BEARER CONTEXT MODIFICATION RESPONSE message.
The gNB-CU-UP shall report to the gNB-CU-CP, in the BEARER CONTEXT MODIFICATION RESPONSE message, the result for all the requested resources in the following way:
For E-UTRAN:
-	A list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	A list of DRBs which failed to be established shall be included in the DRB Failed List IE;
-	A list of DRBs which are successfully modified shall be included in the DRB Modified List IE;
-	A list of DRBs which failed to be modified shall be included in the DRB Failed To Modify List IE;
For NG-RAN:
[bookmark: _Hlk513630551]-	A list of PDU Session Resources which are successfully established shall be included in the PDU Session Resource Setup List IE;
-	A list of PDU Session Resources which failed to be established shall be included in the PDU Session Resource Failed List IE;
-	A list of PDU Session Resources which are successfully modified shall be included in the PDU Session Resource Modified List IE;
-	A list of PDU Session Resources which failed to be modified shall be included in the PDU Session Resource Failed To Modify List IE;
[bookmark: _Hlk527454371]-	For each successfully established or modified PDU Session Resource, a list of DRBs which are successfully established shall be included in the DRB Setup List IE;
-	For each successfully established or modified PDU Session Resource, a list of DRBs which failed to be established shall be included in the DRB Failed List IE;
-	For each successfully modified PDU Session Resource, a list of DRBs which are successfully modified shall be included in the DRB Modified List IE;
-	For each successfully modified PDU Session Resource, a list of DRBs which failed to be modified shall be included in the DRB Failed To Modify List IE;
-	For each successfully established or modified DRB, a list of QoS Flows which are successfully established shall be included in the Flow Setup List IE;
-	For each successfully established or modified DRB, a list of QoS Flows which failed to be established shall be included in the Flow Failed List IE;
When the gNB-CU-UP reports the unsuccessful establishment of a PDU Session Resource, DRB or QoS Flow the cause value should be precise enough to enable the gNB-CU-CP to know the reason for the unsuccessful establishment.
If the Security Information IE is contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall update the corresponding information. 
The gNB-CU-CP shall include the maxCID-EHC-DL IE within the BEARER CONTEXT MODIFICATION REQUEST message to indicate the maximum number of DL EHC contexts the UE can establish in the corresponding CU-UP.

If the UE DL Aggregate Maximum Bit Rate IE is contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall update the corresponding information.
If the UE DL Maximum Integrity Protected Data Rate IE is contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall update the corresponding information.
If the Bearer Context Status Change IE is contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall consider the UE RRC state and act as specified in TS 38.401 [2]. 

<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955563][bookmark: _Toc29460998][bookmark: _Toc29505730][bookmark: _Toc36556255][bookmark: _Toc45881713][bookmark: _Toc51852351][bookmark: _Toc56620302][bookmark: _Toc64447942]9.2.2.1	BEARER CONTEXT SETUP REQUEST
This message is sent by the gNB-CU-CP to request the gNB-CU-UP to setup a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	[bookmark: _Hlk512875610]Security Information
	M
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Serving PLMN
	M
	
	PLMN Identity 
9.3.1.7
	
	YES
	ignore

	Activity Notification Level
	M
	
	9.3.1.67
	
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE. 
	-
	-

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	CHOICE System
	M
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	M
	
	DRB To Setup List E-UTRAN 
9.3.3.1
	
	YES
	reject

	>>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.3.1.69
	
	YES
	ignore

	>>Additional RRM Policy Index
	O
	
	9.3.1.70
	
	YES
	Ignore

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	M
	
	9.3.3.2
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE(8))
	
	YES
	ignore

	gNB-DU ID
	O
	
	9.3.1.65
	Included whenever it is known by the gNB-CU-CP 
	YES
	ignore

	Trace Activation
	O
	
	9.3.1.68
	
	YES
	ignore

	NPN Context Information
	O
	
	9.3.1.84
	
	YES
	reject

	Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.89
	
	YES
	ignore

	CHO Initiation
	O
	
	ENUMERATED (True, …)
	
	YES
	reject

	Additional Handover Information
	O
	
	ENUMERATED(Discard PDCP SN, …)
	If set to “Discard PDCP SN”, indicates that the forwarded PDCP SNs have to be removed
	YES
	ignore

	[bookmark: _Hlk75525569]maxCID-EHC-DL
	O
	
	INTEGER(1..32767, …)
	
	YES
	Ignore



<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
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This message is sent by the gNB-CU-CP to request the gNB-CU-UP to modify a bearer context. 
Direction: gNB-CU-CP  gNB-CU-UP

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Security Information
	O
	
	9.3.1.10
	
	YES
	reject

	UE DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate 9.3.1.20
	
	YES
	reject

	UE DL Maximum Integrity Protected Data Rate
	O
	
	Bit Rate 9.3.1.20
	The Bit Rate is a portion of the UE’s Maximum Integrity Protected Data Rate, and is enforced by the gNB-CU-UP node.
	YES
	reject

	Bearer Context Status Change
	O
	
	ENUMERATED (Suspend, Resume, …)
	Indicates the status of the Bearer Context
	YES
	reject

	New UL TNL Information Required
	O
	
	ENUMERATED (required, …)
	Indicates that new UL TNL information has been requested to be provided.
	YES
	reject

	UE Inactivity Timer
	O
	
	Inactivity Timer 
9.3.1.54
	Included if the Activity Notification Level is set to UE.
	-
	-

	Data Discard Required
	O
	
	ENUMERATED (required, …)
	[bookmark: _Hlk2341054]Indicate to discard the DL user data in case of RAN paging failure.
	YES
	ignore

	CHOICE System
	O
	
	
	
	YES
	reject

	>E-UTRAN
	
	
	
	
	
	

	>>DRB To Setup List
	O
	
	DRB To Setup Modification List E-UTRAN 
9.3.3.7
	
	YES
	reject

	>>DRB To Modify List
	O
	
	DRB To Modify List E-UTRAN
9.3.3.8
	
	YES
	reject

	>>DRB To Remove List
	O
	
	DRB To Remove List E-UTRAN 
9.3.3.9
	
	YES
	reject

	>>Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.3.1.69
	
	YES
	ignore

	>>Additional RRM Policy Index
	O
	
	9.3.1.70
	
	YES
	ignore

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource To Setup List
	O
	
	PDU Session Resource To Setup Modification List
9.3.3.10
	
	YES
	reject

	>>PDU Session Resource To Modify List
	O
	
	9.3.3.11
	
	YES
	reject

	>>PDU Session Resource To Remove List
	O
	
	9.3.3.12
	
	YES
	reject

	RAN UE ID
	O
	
	OCTET STRING (SIZE(8))
	
	YES
	ignore

	gNB-DU ID
	O
	
	9.3.1.65
	
	YES
	ignore

	Activity Notification Level
	O
	
	9.3.1.67
	
	YES
	ignore

	maxCID-EHC-DL
	O
	
	INTEGER(1..32767, …)
	
	YES
	Ignore



<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-UE-E1AP-ID,
	GNB-CU-UP-UE-E1AP-ID,
	UE-associatedLogicalE1-ConnectionItem,
	GNB-CU-UP-ID,
	GNB-CU-UP-Name,
	Extended-GNB-CU-UP-Name,
	GNB-CU-CP-Name,
	Extended-GNB-CU-CP-Name,
	CNSupport,
	PLMN-Identity,
	Slice-Support-List,
	NR-CGI-Support-List,
	QoS-Parameters-Support-List,
	SecurityInformation,
	BitRate,
	BearerContextStatusChange,
	DRB-To-Setup-List-EUTRAN,
	DRB-Setup-List-EUTRAN,
	DRB-Failed-List-EUTRAN,
	DRB-To-Modify-List-EUTRAN,
	DRB-Measurement-Results-Information-List,
	DRB-Modified-List-EUTRAN,
	DRB-Failed-To-Modify-List-EUTRAN,
	DRB-To-Remove-List-EUTRAN,
	DRB-Required-To-Remove-List-EUTRAN,
	DRB-Required-To-Modify-List-EUTRAN,
	DRB-Confirm-Modified-List-EUTRAN,
	DRB-To-Setup-Mod-List-EUTRAN,
	DRB-Setup-Mod-List-EUTRAN,
	DRB-Failed-Mod-List-EUTRAN,
	ExtendedSliceSupportList,
	PDU-Session-Resource-To-Setup-List,
	PDU-Session-Resource-Setup-List,
	PDU-Session-Resource-Failed-List,
	PDU-Session-Resource-To-Modify-List,
	PDU-Session-Resource-Modified-List,
	PDU-Session-Resource-Failed-To-Modify-List,
	PDU-Session-Resource-To-Remove-List,
	PDU-Session-Resource-Required-To-Modify-List,
	PDU-Session-Resource-Confirm-Modified-List,
	PDU-Session-Resource-To-Setup-Mod-List,
	PDU-Session-Resource-Setup-Mod-List,
	PDU-Session-Resource-Failed-Mod-List,
	PDU-Session-To-Notify-List,
	DRB-Status-Item,
	DRB-Activity-Item,
	Data-Usage-Report-List,
	TimeToWait,
	ActivityNotificationLevel,
	ActivityInformation,
	New-UL-TNL-Information-Required,
	GNB-CU-CP-TNLA-Setup-Item,
	GNB-CU-CP-TNLA-Failed-To-Setup-Item,
	GNB-CU-CP-TNLA-To-Add-Item,
	GNB-CU-CP-TNLA-To-Remove-Item,
	GNB-CU-CP-TNLA-To-Update-Item,
	GNB-CU-UP-TNLA-To-Remove-Item,
	TransactionID,
	Inactivity-Timer,
	DRBs-Subject-To-Counter-Check-List-EUTRAN,
	DRBs-Subject-To-Counter-Check-List-NG-RAN,
	PPI,
	GNB-CU-UP-Capacity,
	GNB-CU-UP-OverloadInformation,
	DataDiscardRequired,
	PDU-Session-Resource-Data-Usage-List,
	RANUEID,
	GNB-DU-ID,
	TraceID,
	TraceActivation,
	SubscriberProfileIDforRFP,
	AdditionalRRMPriorityIndex,
	RetainabilityMeasurementsInfo,
	Transport-Layer-Address-Info,
	HW-CapacityIndicator,
	RegistrationRequest,
	ReportCharacteristics,
	ReportingPeriodicity,
	TNL-AvailableCapacityIndicator,
	DLUPTNLAddressToUpdateItem,
	ULUPTNLAddressToUpdateItem,
	NPNContextInfo,
	NPNSupportInfo,
	MDTPLMNList,
	PrivacyIndicator,
	URIaddress,
	DRBs-Subject-To-Early-Forwarding-List,
	CHOInitiation,
	ExtendedSliceSupportList,
	TransportLayerAddress,
	AdditionalHandoverInfo,
	Extended-NR-CGI-Support-List,
     MaxCIDEHCDL
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FROM E1AP-Containers
	
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 
	id-gNB-CU-UP-UE-E1AP-ID,
	id-ResetType,
	id-UE-associatedLogicalE1-ConnectionItem,
	id-UE-associatedLogicalE1-ConnectionListResAck,
	id-gNB-CU-UP-ID,
	id-gNB-CU-UP-Name,
	id-Extended-GNB-CU-UP-Name,
	id-gNB-CU-CP-Name,
	id-Extended-GNB-CU-CP-Name,
	id-CNSupport,
	id-SupportedPLMNs,
	id-NPNSupportInfo,
	id-NPNContextInfo,
	id-SecurityInformation,
	id-UEDLAggregateMaximumBitRate,
	id-BearerContextStatusChange,
	id-System-BearerContextSetupRequest,
	id-System-BearerContextSetupResponse,
	id-System-BearerContextModificationRequest,
	id-System-BearerContextModificationResponse,
	id-System-BearerContextModificationConfirm,
	id-System-BearerContextModificationRequired,
	id-DRB-Status-List,
	id-Data-Usage-Report-List,	
	id-TimeToWait,
	id-ActivityNotificationLevel,
	id-ActivityInformation,
	id-New-UL-TNL-Information-Required,
	id-GNB-CU-CP-TNLA-Setup-List,
	id-GNB-CU-CP-TNLA-Failed-To-Setup-List,
	id-GNB-CU-CP-TNLA-To-Add-List,
	id-GNB-CU-CP-TNLA-To-Remove-List,
	id-GNB-CU-CP-TNLA-To-Update-List,
	id-GNB-CU-UP-TNLA-To-Remove-List,
	id-DRB-To-Setup-List-EUTRAN,
	id-DRB-To-Modify-List-EUTRAN,
	id-DRB-To-Remove-List-EUTRAN,
	id-DRB-Required-To-Modify-List-EUTRAN,
	id-DRB-Required-To-Remove-List-EUTRAN,
	id-DRB-Setup-List-EUTRAN,
	id-DRB-Failed-List-EUTRAN,
	id-DRB-Measurement-Results-Information-List,
	id-DRB-Modified-List-EUTRAN,
	id-DRB-Failed-To-Modify-List-EUTRAN,
	id-DRB-Confirm-Modified-List-EUTRAN,
	id-DRB-To-Setup-Mod-List-EUTRAN,
	id-DRB-Setup-Mod-List-EUTRAN,
	id-DRB-Failed-Mod-List-EUTRAN,
	id-PDU-Session-Resource-To-Setup-List,
	id-PDU-Session-Resource-To-Modify-List,
	id-PDU-Session-Resource-To-Remove-List,
	id-PDU-Session-Resource-Required-To-Modify-List,
	id-PDU-Session-Resource-Setup-List,
	id-PDU-Session-Resource-Failed-List,
	id-PDU-Session-Resource-Modified-List,
	id-PDU-Session-Resource-Failed-To-Modify-List,
	id-PDU-Session-Resource-Confirm-Modified-List,
	id-PDU-Session-Resource-Setup-Mod-List,
	id-PDU-Session-Resource-Failed-Mod-List,
	id-PDU-Session-Resource-To-Setup-Mod-List,
	id-PDU-Session-To-Notify-List,
	id-TransactionID,
	id-Serving-PLMN,
	id-UE-Inactivity-Timer,
	id-System-GNB-CU-UP-CounterCheckRequest,
	id-DRBs-Subject-To-Counter-Check-List-EUTRAN,
	id-DRBs-Subject-To-Counter-Check-List-NG-RAN,
	id-PPI,
	id-gNB-CU-UP-Capacity,
	id-GNB-CU-UP-OverloadInformation,
	id-UEDLMaximumIntegrityProtectedDataRate,
	id-DataDiscardRequired,
	id-PDU-Session-Resource-Data-Usage-List,
	id-RANUEID,
	id-GNB-DU-ID,
	id-TraceID,
	id-TraceActivation,
	id-SubscriberProfileIDforRFP,
	id-AdditionalRRMPriorityIndex, 
	id-RetainabilityMeasurementsInfo,
	id-Transport-Layer-Address-Info,
	id-gNB-CU-CP-Measurement-ID,
	id-gNB-CU-UP-Measurement-ID,
	id-RegistrationRequest,
	id-ReportCharacteristics,
	id-ReportingPeriodicity,
	id-TNL-AvailableCapacityIndicator,
	id-HW-CapacityIndicator,
	id-DLUPTNLAddressToUpdateList,
	id-ULUPTNLAddressToUpdateList,
	id-ManagementBasedMDTPLMNList,
	id-TraceCollectionEntityIPAddress,
	id-PrivacyIndicator,
	id-URIaddress,
	id-DRBs-Subject-To-Early-Forwarding-List,
	id-CHOInitiation,
	id-ExtendedSliceSupportList,
	id-AdditionalHandoverInfo,
	id-Extended-NR-CGI-Support-List,
     id-MaxCIDEHCDL,
	

	maxnoofErrors,
	maxnoofSPLMNs,
	maxnoofDRBs,
	maxnoofTNLAssociations,
	maxnoofIndividualE1ConnectionsToReset,
	maxnoofTNLAddresses

[bookmark: OLE_LINK36][bookmark: OLE_LINK37]<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
[bookmark: OLE_LINK27][bookmark: OLE_LINK28]BearerContextSetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID				CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID							PRESENCE mandatory }|
	{ ID id-SecurityInformation					CRITICALITY reject	TYPE SecurityInformation							PRESENCE mandatory }|
	{ ID id-UEDLAggregateMaximumBitRate			CRITICALITY reject	TYPE BitRate										PRESENCE mandatory }|
	{ ID id-UEDLMaximumIntegrityProtectedDataRate	CRITICALITY reject		TYPE BitRate								PRESENCE optional	 }|
	{ ID id-Serving-PLMN						CRITICALITY ignore	TYPE PLMN-Identity									PRESENCE mandatory }|
	{ ID id-ActivityNotificationLevel			CRITICALITY reject	TYPE ActivityNotificationLevel					PRESENCE mandatory }|
	{ ID id-UE-Inactivity-Timer					CRITICALITY reject	TYPE Inactivity-Timer								PRESENCE optional  }|
	{ ID id-BearerContextStatusChange			CRITICALITY reject	TYPE BearerContextStatusChange					PRESENCE optional  }|
	{ ID id-System-BearerContextSetupRequest	CRITICALITY reject	TYPE System-BearerContextSetupRequest				PRESENCE mandatory }|
	{ ID id-RANUEID								CRITICALITY ignore	TYPE RANUEID										PRESENCE optional }|
	{ ID id-GNB-DU-ID							CRITICALITY ignore	TYPE GNB-DU-ID										PRESENCE optional }|
	{ ID id-TraceActivation						CRITICALITY ignore	TYPE TraceActivation								PRESENCE optional }|
	{ ID id-NPNContextInfo						CRITICALITY reject	TYPE NPNContextInfo									PRESENCE optional}|
	{ ID id-ManagementBasedMDTPLMNList			CRITICALITY	ignore	TYPE MDTPLMNList									PRESENCE optional}|
	{ ID id-CHOInitiation						CRITICALITY reject	TYPE CHOInitiation									PRESENCE optional }|
	{ ID id-AdditionalHandoverInfo				CRITICALITY ignore	TYPE AdditionalHandoverInfo							PRESENCE optional }|,
{ ID id-MaxCIDEHCDL						CRITICALITY ignore	TYPE MaxCIDEHCDL									PRESENCE optional },
	...
} 

<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
BearerContextModificationRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID					CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID									PRESENCE mandatory }|
	{ ID id-gNB-CU-UP-UE-E1AP-ID					CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID									PRESENCE mandatory }|
	{ ID id-SecurityInformation						CRITICALITY reject	TYPE SecurityInformation									PRESENCE optional  }|
	{ ID id-UEDLAggregateMaximumBitRate				CRITICALITY reject	TYPE BitRate												PRESENCE optional  }|
	{ ID id-UEDLMaximumIntegrityProtectedDataRate		CRITICALITY reject	TYPE BitRate											PRESENCE optional	 }|
	{ ID id-BearerContextStatusChange				CRITICALITY reject	TYPE BearerContextStatusChange							PRESENCE optional  }|
	{ ID id-New-UL-TNL-Information-Required			CRITICALITY reject	TYPE New-UL-TNL-Information-Required					PRESENCE optional  }|
	{ ID id-UE-Inactivity-Timer						CRITICALITY reject	TYPE Inactivity-Timer										PRESENCE optional  }|
	{ ID id-DataDiscardRequired					CRITICALITY ignore	TYPE DataDiscardRequired											PRESENCE optional  }|
	{ ID id-System-BearerContextModificationRequest	CRITICALITY reject	TYPE System-BearerContextModificationRequest		PRESENCE optional  }|
	{ ID id-RANUEID										CRITICALITY ignore	TYPE RANUEID												PRESENCE optional }|
	{ ID id-GNB-DU-ID									CRITICALITY ignore	TYPE GNB-DU-ID												PRESENCE optional }|
	{ ID id-ActivityNotificationLevel					CRITICALITY ignore	TYPE ActivityNotificationLevel							PRESENCE optional }|,
{ ID id-MaxCIDEHCDL						CRITICALITY ignore	TYPE MaxCIDEHCDL									PRESENCE optional },
	...
}
<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
-- M

MaxCIDEHCDL	::=	INTEGER (1..32767, ...)

MaxDataBurstVolume  ::= INTEGER (0..4095, ..., 4096.. 2000000) 

MaximumIPdatarate ::= SEQUENCE {
	maxIPrate			MaxIPrate,
	iE-Extensions		ProtocolExtensionContainer { {MaximumIPdatarate-ExtIEs} }	OPTIONAL,
	...
}

MaximumIPdatarate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MaxIPrate ::= ENUMERATED {
	bitrate64kbs,
	max-UErate,
	...
}

MaxPacketLossRate ::= INTEGER (0..1000, ...)

MRDC-Data-Usage-Report-Item ::= SEQUENCE {
	startTimeStamp				OCTET STRING (SIZE(4)),
	endTimeStamp				OCTET STRING (SIZE(4)),
	usageCountUL				INTEGER (0..18446744073709551615),
	usageCountDL				INTEGER (0..18446744073709551615),
	iE-Extensions				ProtocolExtensionContainer { { MRDC-Data-Usage-Report-Item-ExtIEs} } OPTIONAL,
...
}

<<<<<<<<<<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>>>>>>>
id-TraceCollectionEntityURI										ProtocolIE-ID ::= 116
id-URIaddress													ProtocolIE-ID ::= 117
id-EHC-Parameters												ProtocolIE-ID ::= 118
id-DRBs-Subject-To-Early-Forwarding-List						ProtocolIE-ID ::= 119
id-DAPSRequestInfo												ProtocolIE-ID ::= 120
id-CHOInitiation												ProtocolIE-ID ::= 121
id-EarlyForwardingCOUNTReq										ProtocolIE-ID ::= 122
id-EarlyForwardingCOUNTInfo										ProtocolIE-ID ::= 123
id-AlternativeQoSParaSetList									ProtocolIE-ID ::= 124
	id-ExtendedSliceSupportList									ProtocolIE-ID ::= 125
id-MCG-OfferedGBRQoSFlowInfo									ProtocolIE-ID ::= 126
id-Number-of-tunnels											ProtocolIE-ID ::= 127
[bookmark: OLE_LINK21]id-DRB-Measurement-Results-Information-List						ProtocolIE-ID ::= 128
id-Extended-GNB-CU-CP-Name										ProtocolIE-ID ::= 129
id-Extended-GNB-CU-UP-Name										ProtocolIE-ID ::= 130
id-DataForwardingtoE-UTRANInformationList						ProtocolIE-ID ::= 131
id-QosMonitoringReportingFrequency								ProtocolIE-ID ::= 132
[bookmark: OLE_LINK106]id-QoSMonitoringDisabled										ProtocolIE-ID ::= 133
id-AdditionalHandoverInfo										ProtocolIE-ID ::= 134
id-Extended-NR-CGI-Support-List									ProtocolIE-ID ::= 135
id-MaxCIDEHCDL                                                            ProtocolIE-ID ::= XXX

<<<<<<<<<<<<<<<<<<<<<<<<<<<<< End of Changes>>>>>>>>>>>>>>>>>>>>>>>>>>
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