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	Reason for change:
	Text description for Slice Available Capacity is not aligned with IE content.

	
	

	Summary of change:
	Text description for Slice Available Capacity IE aligned to the content of the IE. Same type of description alignment in the semantic descriptions for Slice Available Capacity Downlink and Slice Available Capacity Uplink. 
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[bookmark: _Toc74154764]9.3.1.134	Slice Available Capacity
The Slice Available Capacity IE indicates the amount of resources per network slice that are available per cell relative to the total gNB-DU resources per cell. The Slice Available Capacity Value Downlink IE and the Slice Available Capacity Value Uplink IE can be weighted according to the ratio of the corresponding cell capacity class values contained in the Composite Available Capacity Group IE, if available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Slice Available Capacity List
	
	1
	
	

	Slice Available Capacity Item
	
	1..< maxnoofBPLMNsNR >
	
	

	>PLMN Identity
	M
	
	9.3.1.14
	Broadcast PLMN

	>S-NSSAI Available Capacity List
	
	1
	
	

	>>S-NSSAI Available Capacity Item
	M
	1 .. < maxnoofSliceItems>
	
	

	>>>S-NSSAI
	
	
	9.3.1.38
	

	>>>Slice Available Capacity Value Downlink
	O
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity . Slice Available Capacity Value Downlink should be measured on a linear scale.

	>>>Slice Available Capacity Value Uplink
	O
	
	INTEGER (0..100)
	Value 0 shall indicate no available capacity, and 100 shall indicate maximum available capacity . Slice Available Capacity Value Uplink should be measured on a linear scale.



	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024. 

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in a cell. Value is 12.
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