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--------------------------Start of the Change-----------------------
[bookmark: _Toc45651976][bookmark: _Toc45658408][bookmark: _Toc45720228][bookmark: _Toc45798108][bookmark: _Toc45897497][bookmark: _Toc51745701][bookmark: _Toc64445965][bookmark: _Toc73981835]8.5	Paging Procedures
[bookmark: _Toc20954909][bookmark: _Toc29503346][bookmark: _Toc29503930][bookmark: _Toc29504514][bookmark: _Toc36552960][bookmark: _Toc36554687][bookmark: _Toc45651977][bookmark: _Toc45658409][bookmark: _Toc45720229][bookmark: _Toc45798109][bookmark: _Toc45897498][bookmark: _Toc51745702][bookmark: _Toc64445966][bookmark: _Toc73981836]8.5.1	Paging
[bookmark: _Toc20954910][bookmark: _Toc29503347][bookmark: _Toc29503931][bookmark: _Toc29504515][bookmark: _Toc36552961][bookmark: _Toc36554688][bookmark: _Toc45651978][bookmark: _Toc45658410][bookmark: _Toc45720230][bookmark: _Toc45798110][bookmark: _Toc45897499][bookmark: _Toc51745703][bookmark: _Toc64445967][bookmark: _Toc73981837]8.5.1.1	General
The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
[bookmark: _Toc20954911][bookmark: _Toc29503348][bookmark: _Toc29503932][bookmark: _Toc29504516][bookmark: _Toc36552962][bookmark: _Toc36554689][bookmark: _Toc45651979][bookmark: _Toc45658411][bookmark: _Toc45720231][bookmark: _Toc45798111][bookmark: _Toc45897500][bookmark: _Toc51745704][bookmark: _Toc64445968][bookmark: _Toc73981838]8.5.1.2	Successful Operation


Figure 8.5.1.2-1: Paging 
[bookmark: _Hlk510775353]The AMF initiates the Paging procedure by sending the PAGING message to the NG-RAN node.
//skip the unchanged part
[bookmark: _Toc20954912][bookmark: _Toc29503349][bookmark: _Toc29503933][bookmark: _Toc29504517][bookmark: _Toc36552963][bookmark: _Toc36554690]If the NB-IoT Paging DRX IE is included in the PAGING message, the NG-RAN node shall use it according to TS 36.304 [29].
If the Enhanced Coverage Restriction IE is included in the PAGING message, the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].
If the Paging Assistance Data for CE Capable UE IE is included in the Assistance Data for Paging IE in the PAGING message, it may be used for paging the indicated CE capable UE, according to TS 23.502 [10] and TS 36.304 [29].
If the WUS Assistance Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it to determine the WUS group for the UE, as specified in TS 36.304 [29].
If the Paging eDRX Information IE is included in the PAGING message, the NG-RAN node shall, if supported, use it according to TS 36.304 [29]. If the Paging Time Window IE is included in the Paging eDRX Information IE, the NG-RAN node shall take this information into account to determine the UE’s paging occasion according to TS 36.304 [29]. The NG-RAN node should take into account the reception time of the PAGING message on the NGAP interface to determine when to page the UE.
If the CE-mode-B Restricted IE is included in the PAGING message and the Enhanced Coverage Restriction IE is not set to "restricted", the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].
--------------------------End of the Change-----------------------
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