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	Change Begins


9.2.4.1
WRITE-REPLACE WARNING REQUEST

This message is sent by the gNB-CU to request the start or overwrite of the broadcast of a warning message.

Direction: gNB-CU ( gNB-DU 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS System Information
	M
	
	9.3.1.58
	This IE includes the system information for public warning, as defined in TS 38.331 [8].
	YES
	reject

	Repetition Period
	M
	
	9.3.1.59
	
	YES
	reject

	Number of Broadcasts Requested
	M
	
	9.3.1.60
	
	YES
	reject

	Cell To Be Broadcast List
	
	0..1
	
	
	YES
	reject

	>Cell to Be Broadcast Item IEs
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.4.2
WRITE-REPLACE WARNING RESPONSE

This message is sent by the gNB-DU to acknowledge the gNB-CU on the start or overwrite request of a warning message.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cell Broadcast Completed List
	
	0..1
	
	
	YES
	reject

	>Cell Broadcast Completed Item IEs
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Dedicated SI Delivery Needed UE List
	
	0..1
	
	List of UEs unable to receive system information from broadcast
	YES
	ignore

	>Dedicated SI Delivery Needed UE Item
	
	1 .. <maxnoofUEIDs>
	
	
	EACH
	ignore

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	-
	

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.

	maxnoofUEIDs
	Maximum no. of UEs that can be served by a gNB-DU. Value is 65536.


9.2.4.3
PWS CANCEL REQUEST

This message is forwarded by the gNB-CU to gNB-DU to cancel an already ongoing broadcast of a warning message

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Number of Broadcasts Requested
	M
	
	9.3.1.60
	This IE is not used in this version of the specification
	YES
	reject

	Cell Broadcast To Be Cancelled List
	
	0..1
	
	
	YES
	reject

	>Cell Broadcast to Be Cancelled Item IEs
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject

	Cancel-all Warning Messages Indicator
	O
	
	
	ENUMERATED (true, ...)
	YES
	reject

	Notification Information
	O
	
	
	This IE is ignored If the Cancel-all Warning Messages Indicator IE is included.
	YES
	reject

	>Message Identifier
	M
	
	9.3.1.81
	
	
	

	>Serial Number
	M
	
	9.3.1.82
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.


9.2.4.4
PWS CANCEL RESPONSE

This message is sent by the gNB-DU to indicate the list of warning areas where cancellation of the broadcast of the identified message was successful and unsuccessful.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cell Broadcast Cancelled List
	
	0..1
	
	
	YES
	reject

	>Cell Broadcast Cancelled Item IEs
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Number of Broadcasts
	M
	
	INTEGER (0..65535)
	This IE is set to ‘0’ if valid results are not known or not available. It is set to 65535 if the counter results have overflowed.
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. of cells that can be served by a gNB-DU. Value is 512.


9.2.4.5
PWS RESTART INDICATION

This message is sent by the gNB-DU to inform the gNB-CU that PWS information for some or all cells of the gNB-DU are available if needed.

Direction: gNB-DU (gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	NR CGI List for Restart List
	
	1
	
	
	YES
	reject

	>NR CGI List for Restart Item IEs
	
	1..<maxCellingNBDU>
	
	
	EACH 
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>NID
	O
	
	9.3.1.155
	
	YES
	reject


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. of cells that can be served by a gNB-DU. Value is 512.


9.2.4.6
PWS FAILURE INDICATION

This message is sent by the gNB-DU to inform the gNB-CU that ongoing PWS operation for one or more cells of the gNB-DU has failed.

Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS failed NR CGI List
	
	0..1
	
	
	YES
	reject

	>PWS failed NR CGI Item IEs
	
	1..<maxCellingNBDU>
	
	
	EACH 
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Number of Broadcasts
	M
	
	INTEGER (0..65535)
	This IE is not used in the specification and is ignored.
	-
	

	>>NID
	O
	
	9.3.1.155
	
	
	


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. of cells that can be served by a gNB-DU. Value is 512.


<Unchanged Text Omitted>
9.4.5
Information Element Definitions

<Unchanged Text Omitted>
-- C

Cells-To-Be-Broadcast-Item ::= SEQUENCE {


nRCGI



NRCGI,


iE-Extensions

ProtocolExtensionContainer { { Cells-To-Be-Broadcast-ItemExtIEs } }
OPTIONAL,


...

}

Cells-To-Be-Broadcast-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

Cells-Broadcast-Completed-Item ::= SEQUENCE {


nRCGI



NRCGI,


iE-Extensions

ProtocolExtensionContainer { { Cells-Broadcast-Completed-ItemExtIEs } }
OPTIONAL,


...

}

Cells-Broadcast-Completed-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

Broadcast-To-Be-Cancelled-Item ::= SEQUENCE {


nRCGI



NRCGI,


iE-Extensions

ProtocolExtensionContainer { { Broadcast-To-Be-Cancelled-ItemExtIEs } }
OPTIONAL,


...

}

Broadcast-To-Be-Cancelled-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

Cells-Broadcast-Cancelled-Item ::= SEQUENCE {


nRCGI



NRCGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { { Cells-Broadcast-Cancelled-ItemExtIEs } }
OPTIONAL,


...

}

Cells-Broadcast-Cancelled-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

<Unchanged Text Omitted>
-- D

DCBasedDuplicationConfigured::= ENUMERATED{true,..., false}

Dedicated-SIDelivery-NeededUE-Item ::= SEQUENCE {


gNB-CU-UE-F1AP-ID





GNB-CU-UE-F1AP-ID,

nRCGI








NRCGI,

iE-Extensions






ProtocolExtensionContainer { { DedicatedSIDeliveryNeededUE-Item-ExtIEs} } OPTIONAL,


...

}

DedicatedSIDeliveryNeededUE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION::={

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },
...

}

<Unchanged Text Omitted>
-- N

<Unchanged Text Omitted>
NR-CGI-List-For-Restart-Item ::= SEQUENCE {


nRCGI



NRCGI,


iE-Extensions

ProtocolExtensionContainer { { NR-CGI-List-For-Restart-ItemExtIEs } }
OPTIONAL,


...

}

NR-CGI-List-For-Restart-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

<Unchanged Text Omitted>
-- P

<Unchanged Text Omitted>
PWS-Failed-NR-CGI-Item ::= SEQUENCE {


nRCGI



NRCGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { { PWS-Failed-NR-CGI-ItemExtIEs } }
OPTIONAL,


...

}

PWS-Failed-NR-CGI-ItemExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {

{ ID id-NID
CRITICALITY reject
EXTENSION NID
PRESENCE optional },

...

}

	Change Ends


