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	Reason for change:
	Assuming one UE has been served in a NR node . The UE has two type of traffic, one is voice and the other one is packet service. In the 1st Handover, the UE moves from the NR node to the 4G node eNB1. During the 2nd Handover, the UE moves from 4G eNB1 to 4G eNB2. The eNB2 does not switch off PS HO. Then the UE moves out of 4G coverage and handover to 3G. Because one E-RAB comes from 5G and does not has TI (Transaction Identifier), the SRVCC of voice traffic may failed..

	
	

	Summary of change:
	Add the “Bearer Attribute Indication” IE in  Source eNB to Target eNB Transparent Container IE.
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[bookmark: _Toc64445921][bookmark: _Toc20954876][bookmark: _Toc45651936][bookmark: _Toc36554654][bookmark: _Toc45897457][bookmark: _Toc45720188][bookmark: _Toc73981791][bookmark: _Toc45798068][bookmark: _Toc29504481][bookmark: _Toc51745657][bookmark: _Toc36552927][bookmark: _Toc45658368][bookmark: _Toc29503897][bookmark: _Toc29503313]-----------------------------------------------------------Start Change ----------------------------------------
[bookmark: _Toc29389953][bookmark: _Toc20953424]8.4.2	Handover Resource Allocation
[bookmark: _Toc29389954][bookmark: _Toc20953425]8.4.2.1	General
The purpose of the Handover Resource Allocation procedure is to reserve resources at the target eNB for the handover of a UE.
[bookmark: _Toc20953426][bookmark: _Toc29389955]8.4.2.2	Successful Operation


Figure 8.4.2.2-1: Handover resource allocation: successful operation
[bookmark: OLE_LINK2][bookmark: OLE_LINK1]The MME initiates the procedure by sending the HANDOVER REQUEST message to the target eNB. The HANDOVER REQUEST message may contain the Handover Restriction List IE, which contains roaming or access restrictions.
--Skip unchanged part. 
If the Bearer Attribute Indication IE is included for an E-RABs To Be Setup List IE in Source eNB to Target eNB Transparent Container IE within the HANDOVER REQUEST message, the target eNB shall store this information for the E-RAB in the UE context. The target eNB, if supported, shall not handing PS handover of the bearer to GERAN/UTRAN.
-----------------------------------------------------------Next Change ----------------------------------------
[bookmark: _Toc51762801][bookmark: _Toc20953712][bookmark: _Toc36551626][bookmark: _Toc73964371][bookmark: _Toc45831848][bookmark: _Toc64381853][bookmark: _Toc29390889]9.2.1.7	Source eNB to Target eNB Transparent Container
The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB.
This IE is transparent to the EPC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	E-RABs Information List
	
	0..1
	
	
	-
	

	>E-RABs Information Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	

	>>DAPS Request Information
	O
	
	9.2.1.155
	
	YES
	ignore

	>>Bearer Attribute Indication
	O
	
	9.2.1.xyz
	
	YES
	ignore

	Target Cell ID
	M
	
	E-UTRAN CGI
9.2.1.38
	
	-
	

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	

	UE History Information
	M
	
	9.2.1.42
	
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [16])
	YES
	ignore

	IMS voice EPS fallback from 5G
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.1.39a
	
	YES
	ignore

	UE Context Reference at Source
	O
	
	9.2.1.144
	
	YES
	ignore

	Inter-system measurement Configuration
	O
	
	9.2.1.151
	
	YES
	ignore

	Source Node ID
	O
	
	9.2.1.152
	
	YES
	ignore

	Emergency Indicator
	O
	
	ENUMERATED (true, …)
	Indicates an emergency EPS voice fallback
	YES
	ignore



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.



[bookmark: _Toc29390166][bookmark: _Toc51762720][bookmark: _Toc29390814][bookmark: _Toc56521535][bookmark: _Toc20953637][bookmark: _Toc36551551][bookmark: _Toc45831767]-----------------------------------------------------------Next Change ----------------------------------------
9.2.1.xyz	Bearer Attribute Indication 
This IE is used to indicate the E-RAB inter-system handover attribution.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bearer Attribute Indication
	O
	
	ENUMERATED
(From 5G, …)
	


	
-----------------------------------------------------------End of Change ----------------------------------------
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