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	Reason for change:
	
The Paging DRX IE is defined, and referred to the TS 38.304 and TS 36.304. But the time unit is missing in the semantics descriptions. Even in TS 38.304 and TS 36.304, the time unit is not described wherein. 

When further checking the TS 38.331/TS 36.331, the time unit is in terms of radio frames, e.g., the default paging cycle is defined as follows. 
· Value rf32 corresponds to 32 radio frames, value rf64 corresponds to 64 radio frames and so on

Also in section 9.3.1.40 of TS 38.473, it is already specified that the paging DRX is in unit of radio frame. 




	
	

	Summary of change:
	· Add the time unit (in terms of radio frames) in the semantics descriptions for the Paging DRX IE. 
 
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the paging DRX.



	
	

	Consequences if not approved:
	Not clear about the time unit of the Paging DRX IE, thus there is a risk of the misalignment for the paging cycle. 
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This IE indicates the Paging DRX as defined in TS 38.304 [12] and TS 36.304 [29].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging DRX
	M
	
	ENUMERATED (32, 64, 128, 256, …)
	Unit in radio frame.





	


