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1	Introduction
RAN3 has received an LS from RAN2 on QoE configuration and reporting related issues, in which some of the questions require RAN3 to answer.
This contribution discusses these questions and provides a draft reply LS.
2	Discussion
RAN2 has sent an LS to RAN3 on QoE configuration and reporting related issues, and the first two questions require RAN3 to answer, which are quoted as follows,
‘RAN2 is discussing QoE configuration and reporting related issues and identifying some issues to be confirmed by SA4/SA5/RAN3.
Issue 1: Modify the QoE measurement configuration to UE
RAN2 is discussing QoE configuration signalling support, and RAN2 agreed QoE configuration are encapsulated in a transparent container in the RRC messages. RAN2 does not see the scenario that a QoE measurement configuration already configured in the UE will be modified for e.g., a certain service type or a QoE Reference, and assumes modification is not supported in RRC signalling. RAN2 would like SA5/RAN3 to confirm this assumption.
Issue 2: Provide multiple QoE measurement configurations for one certain service type
RAN2 is discussing QoE configuration and reporting signalling support, and some companies mention it is possible that multiple QoE measurement configurations can be provided to UE for one certain service type, e.g. different QoE measurement configurations for different slices may be applied to one service type, or different QoE measurement configurations may be applied for different application providers. RAN2 would like to check with SA5/RAN3 whether it is possible to provide multiple QoE measurement configurations for one certain service type?
’
For the first issue, based on the discussion during last RAN3 meeting, RAN3 also had similar question, and has sent LS to SA4 in R3-212953 to ask if the configuration change of ongoing QMC session is also applicable for NR QMC. We notice that the LS sent by RAN2 is to SA5 and RAN3; while the LS sent by RAN3 is to SA4. Since we haven’t got any response from either SA4 or SA5, from RAN3 perspective, it is still not possible to give a confirmation on whether the configuration modification is supported or not for NR QoE; on the other hand, we also notice that in the LS sent by SA4, RAN3 has indicated that,
‘RAN3 is also aware that QMC support for NR is not yet defined in SA4 via the LS R3-210041 (S4-201576): "Currently SA4 has only specified QMC functionality (for QoE configuration and reporting) for UMTS and LTE. When the RAN3 NR QoE work has concluded, SA4 will also expand the specified QMC support to include 5G NR accordingly."’
Since SA4 may still wait for RAN3 to conclude the WI and then to include NR QMC accordingly, there’s a risk that we get into a deadlock and none of the WG is able to confirm just now, we could also indicate the preference from RAN3 perspective (our understanding is that most of the companies in RAN3 prefers to adopt a way of configuration without modification) to help promote the discussions in SA4 and SA5.
Proposal 1: RAN3 is not able to confirm issue 1, but could indicate the preference on a way of configuration without modification.
For the second issue, firstly we need to clarify what it means by QoE measurement configuration from RAN3 perspective. A straight-forward interpretation is that each QoE measurement configuration is associated with a unique QoE Reference ID. 
When looking into the examples provided in issue 2, 
Example 1: ‘different QoE measurement configurations for different slices may be applied to one service type’
As analyzed by our companion contribution, the condition that only one QoE measurement configuration for different slices applied to one certain service type only occurs when QoE measurement is configured per service type, and all slices with the same service type are provided with the same QMC configuration container. From RAN3 perspective, what we can confirm is that QoE measurement could be configured per service type; however, since we do not know the detailed content of the configuration container, we are unable to confirm that all slices with the same service type will be provided with the same container, and we may need SA WGs to confirm about this.
Example 2: ‘different QoE measurement configurations may be applied for different application providers’
According to discussions last meeting, each QoE measurement configuration is associated with a unique QoE Ref and only one QMC CE address. But we cannot guarantee that different slices for the same service type are configured with the same QMC CE address. So in this case, multiple QoE measurement configurations may be provided for a certain service type.
As a result, we can give a straightforward feedback on this issue, indicating that it is possible to provide multiple QoE measurement configurations for one certain service type.
Proposal 2: RAN3 confirms that it is possible to provide multiple QoE measurement configurations for one certain service type.
3	Conclusion
This contribution discusses NR QoE management, and provides following proposals,
Proposal 1: RAN3 is not able to confirm issue 1, but could indicate the preference on a way of configuration without modification.
Proposal 2: RAN3 confirms that it is possible to provide multiple QoE measurement configurations for one certain service type.
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