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8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
Not modified
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE or in the Additional UL NG-U UP TNL Information at UPF List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].

Not modified
9.2.1.32
Additional UL NG-U UP TNL Information at UPF List
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Additional UL NG-U UP TNL Information at UPF Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	
	-
	

	> Additional UL NG-U UP TNL Information at UPF
	M
	
	UP Transport Layer Information

9.2.3.30
	
	-
	

	>Common Network Instance
	O
	
	9.2.3.92
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofMultiConnectivityMinusOne
	Maximum no. of MultiConnectivity minus one. Value is 3


//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

9.3.5
Information Element Definitions

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

<SKIP unchanged part>

-- A

Additional-UL-NG-U-TNLatUPF-Item ::= SEQUENCE {


additional-UL-NG-U-TNLatUPF



UPTransportLayerInformation,


iE-Extensions

ProtocolExtensionContainer { { Additional-UL-NG-U-TNLatUPF-Item-ExtIEs} }
OPTIONAL,


...

}

Additional-UL-NG-U-TNLatUPF-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-PDUSessionCommonNetworkInstance

CRITICALITY ignore
EXTENSION PDUSessionCommonNetworkInstance

PRESENCE optional},


...

}

Additional-UL-NG-U-TNLatUPF-List ::= SEQUENCE (SIZE(1..maxnoofMultiConnectivityMinusOne)) OF Additional-UL-NG-U-TNLatUPF-Item

<SKIP unchanged part>


