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1	Overall description
As specified in TS 33.501, 
Additionally, to support a flexible plug and play of IAB-node and IAB-donor without a pre-configuration of the PSK(s), dynamic PSK computation for IKEv2 PSK authentication may also be supported. When dynamic PSK is used, the IAB-node and the IAB-donor shall calculate the PSK (KIAB) as specified in the Annex A.23 of this document.
The IAB-donor-CU contains IAB-donor-CU-CP and IAB-donor-CU-UP that use different IP address. However, KgNB is not transferred from IAB-donor-CU-CP to IAB-donor-CU-UP.
RAN3 is now discussing whether IAB-donor-CU-CP should provide the PSK (Pre-shared key, i.e. KIAB) to IAB-donor-CU-UP, in order to support the IPsec protection for F1-U interface.
RAN3 thus would like to ask SA3 to clarify whether the derivation of Pre-shared key for IAB-donor-CU-UP is purely up to implementation, or whether IAB-donor-CU-CP needs to provide information (for example, KIAB, or other parameters) to IAB-donor-CU-UP via E1 interface.
2	Actions
To SA3 
ACTION: RAN3 respectfully asks SA3 to provide the feedback to the question raised above.
3	Dates of next RAN3 meetings
3GPP TSG RAN3#114e		11/2021	E-Meeting
3GPP TSG RAN3#115e		02/2022	E-Meeting
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