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Start of the first change

[bookmark: _Toc58484142]9.1.1.14	EARLY STATUS TRANSFER
This message is sent by the source NG-RAN node to the target NG-RAN node to transfer the COUNT value related to the forwarded downlink SDUs during DAPS Handover or Conditional Handover.
For MR-DC with 5GC, the message is also used, during a Conditional Handover, to transfer from the source S-NG-RAN node to the source M-NG-RAN node, the COUNT value related to the forwarded downlink SDUs.
Direction:	source NG-RAN node  target NG-RAN node (DAPS Handover or Conditional Handover).
Direction: 	source S-NG-RAN node  source M-NG-RAN node (Conditional Handover)

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node.
	YES
	reject

	CHOICE Procedure Stage
	M
	
	
	
	YES
	reject

	>First DL COUNT
	
	
	
	
	
	

	>>DRBs Subject To Early Status Transfer List
	M
	1
	
	
	–
	

	>>>DRBs Subject To Early Status Transfer Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>CHOICE First DL COUNT
	M
	
	
	
	–
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>> FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node/source S-NG-RAN node forwards to the target NG-RAN node/source M-NG-RAN node in case of 12 bit long PDCP-SN
	–
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>> FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node/source S-NG-RAN node forwards to the target NG-RAN node/source M-NG-RAN node in case of 18 bit long PDCP-SN
	–
	

	>DL Discarding
	
	
	
	
	
	

	>>DRBs Subject To DL Discarding List
	M
	1
	
	
	–
	

	>>>DRBs Subject To DL Discarding Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>CHOICE DL Discarding
	M
	
	
	
	–
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>> DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper frame number for which the target NG-RAN node/source M-NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 12 bit long PDCP-SN
	–
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>> DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper frame number for which the target NG-RAN node/source M-NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 18 bit long PDCP-SN
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 
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