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9.3.1.24
S-NSSAI

This IE indicates the S-NSSAI as defined in TS 23.003 [23] and TS 29.571 [35].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SST
	M
	
	OCTET STRING (SIZE(1))
	
	
	

	SD
	O
	
	OCTET STRING (SIZE(3))
	
	
	

	Widcard SD
	O
	
	ENUMERATED (true,…)
	If present the SD IE shall be ignored.
	
	


Not modified

9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
Not modified

id-UsedRSNInformation,

id-UserLocationInformationTNGF,


id-UserLocationInformationTWIF,


id-UserLocationInformationW-AGF,

id-WildcardSD,

maxnoofAllowedAreas,

maxnoofAllowedCAGsperPLMN,

maxnoofAllowedS-NSSAIs,


maxnoofBluetoothName,

Not modified
S-NSSAI ::= SEQUENCE {


sST




SST,


sD




SD












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }
OPTIONAL,


...

}

S-NSSAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ ID id-WildcardSD
CRITICALITY reject
EXTENSION WildcardSD 
PRESENCE optional},

...

}

Not modified
WarningMessageContents ::= OCTET STRING (SIZE(1..9600))

WarningSecurityInfo ::= OCTET STRING (SIZE(50))

WarningType ::= OCTET STRING (SIZE(2))
WildcardSD ::= OCTET STRING (SIZE(3))

WLANMeasurementConfiguration ::= SEQUENCE {


wlanMeasConfig             
WLANMeasConfig,


wlanMeasConfigNameList

WLANMeasConfigNameList            







OPTIONAL,


wlan-rssi                  
ENUMERATED {true, ...}            







OPTIONAL,


wlan-rtt                   
ENUMERATED {true, ...}            







OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } 
OPTIONAL,


...

}

WLANMeasurementConfiguration-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified

id-QosFlowParametersList








ProtocolIE-ID ::= 277

id-QosFlowFeedbackList








ProtocolIE-ID ::= 278


id-BurstArrivalTimeDownlink







ProtocolIE-ID ::= 279


id-ExtendedUEIdentityIndexValue






ProtocolIE-ID ::= 280

id-PduSessionExpectedUEActivityBehaviour




ProtocolIE-ID ::= 281

id-MicoAllPLMN










ProtocolIE-ID ::= 282


id-QosFlowFailedToSetupList







ProtocolIE-ID ::= 283

id-WildcardSD










ProtocolIE-ID ::= xxx
END

-- ASN1STOP


