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Introduction

As discussed in R3-215123, it is proposed to update BLCR for TS 38.413 to solve remaining issue for new QoS related parameter over NG interface.

In the following text proposals, the maximum value of periodicity and survival time is modified. And the granularity of the survival time is 1us.  
2 
TP for TS38.413
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.3.1.131
TSC Assistance Information

This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Periodicity
	M
	
	9.3.1.132
	
	-
	

	Burst Arrival Time
	O
	
	9.3.1.133
	
	-
	

	Survival Time
	O
	
	9.3.1.x
	
	YES
	ignore


9.3.1.132
Periodicity

This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..640000, 60000000,…)
	Periodicity expressed in units of 1 us.



9.3.1.x
Survival Time

This IE indicates the Survival Time of the TSC QoS flow as defined in TS 23.501 [9]. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..180000000, …)
	Survival time expressed in units of 1 us.
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