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This information element indicates how the location information should be reported.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Event
	M
	
	ENUMERATED (Change of serving cell, …)
	
	–
	

	Report Area
	M
	
	ENUMERATED (ECGI, …)
	
	–
	

	Additional Location Information
	O
	
	ENUMERATED (Include PSCell, ...)
	
	YES
	ignore
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9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-E-RAB-Item,
	id-Number-of-Antennaports,
	id-MBSFN-Subframe-Info,
	id-PRACH-Configuration,
	id-CSG-Id,
	id-MDTConfiguration,
	id-SignallingBasedMDTPLMNList,
	id-MultibandInfoList,
	id-FreqBandIndicatorPriority,
	id-NeighbourTAC,
	id-Time-UE-StayedInCell-EnhancedGranularity,
	id-MBMS-Service-Area-List,
	id-HO-cause,
	id-eARFCNExtension,
	id-DL-EARFCNExtension,
	id-UL-EARFCNExtension,
	id-M3Configuration,
	id-M4Configuration,
	id-M5Configuration,
	id-MDT-Location-Info,
	id-NRrestrictioninEPSasSecondaryRAT,
	id-NRrestrictionin5GS,
	id-AdditionalSpecialSubframe-Info,
	id-UEID,
	id-enhancedRNTP,
	id-ProSeUEtoNetworkRelaying,
	id-M6Configuration,
	id-M7Configuration,
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-AdditionalSpecialSubframeExtension-Info,
	id-BandwidthReducedSI,
	id-extended-e-RAB-MaximumBitrateDL,
	id-extended-e-RAB-MaximumBitrateUL,
	id-extended-e-RAB-GuaranteedBitrateDL,
	id-extended-e-RAB-GuaranteedBitrateUL,
	id-extended-uEaggregateMaximumBitRateDownlink,
	id-extended-uEaggregateMaximumBitRateUplink,
	id-E-RABUsageReport-Item,
	id-SecondaryRATUsageReport-Item,
	id-UEAppLayerMeasConfig,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-DownlinkPacketLossRate,
	id-UplinkPacketLossRate,
	id-serviceType,
	id-ProtectedEUTRAResourceIndication,
	id-NRS-NSSS-PowerOffset,
	id-NSSS-NumOccasionDifferentPrecoder,
[bookmark: _Hlk517289389]	id-CNTypeRestrictions,
	id-BluetoothMeasurementConfiguration,
	id-WLANMeasurementConfiguration,
	id-ECGI,
	id-NRCGI,
	id-MeNBCoordinationAssistanceInformation,
	id-SgNBCoordinationAssistanceInformation,
	id-NRNeighbourInfoToAdd,
	id-LastNG-RANPLMNIdentity,
	id-BPLMN-ID-Info-EUTRA,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-UnlicensedSpectrumRestriction,
	id-CarrierList,
	id-FrequencyShift7p5khz,
	id-NPRACHConfiguration,
	id-MDTConfigurationNR,
	id-CSI-RSTransmissionIndication,
	id-QoS-Mapping-Information,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-TraceCollectionEntityURI,
	id-SFN-Offset,
[bookmark: _Hlk84840031]	id-AdditionLocationInformation,

	maxnoofBearers,
	maxCellineNB,
	maxEARFCN,
	maxEARFCNPlusOne,
	newmaxEARFCN,
	maxInterfaces,
	
	maxnoofBands,
	maxnoofBPLMNs,
	maxnoofAdditionalPLMNs,
	maxnoofCells,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofForbLACs,
	maxnoofForbTACs,
	maxnoofNeighbours,
	maxnoofPRBs,
	maxNrOfErrors,
	maxPools,
	maxnoofMBSFN,
	maxnoofTAforMDT,
	maxnoofCellIDforMDT,
	maxnoofMBMSServiceAreaIdentities,
	maxnoofMDTPLMNs,
	maxnoofCoMPHypothesisSet,
	maxnoofCoMPCells,
	maxUEReport,
	maxCellReport,
	maxnoofPA,
	maxCSIProcess,
	maxCSIReport,
	maxSubband,
	maxnooftimeperiods,
	maxnoofCellIDforQMC,
	maxnoofTAforQMC,
	maxnoofPLMNforQMC,
	maxUEsinengNBDU,
	maxnoofProtectedResourcePatterns,
	maxnoNRcellsSpectrumSharingWithE-UTRA,
	maxnoofNrCellBands,
	maxnoofBluetoothName,
	maxnoofWLANName,
	maxofNRNeighbours,
	maxnoofextBPLMNs,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofTNLAssociations,
	maxnoofCellsinCHO,	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofNRPhysicalResourceBlocks,
	maxnoofNonAnchorCarrierFreqConfig


FROM X2AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM X2AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	X2AP-PROTOCOL-EXTENSION,
	X2AP-PROTOCOL-IES
FROM X2AP-Containers;

-- A

ABSInformation ::= CHOICE {
	fdd					ABSInformationFDD,
	tdd					ABSInformationTDD,
	abs-inactive		NULL,
	...
}

ABSInformationFDD ::= SEQUENCE {
	abs-pattern-info					BIT STRING (SIZE(40)),
	numberOfCellSpecificAntennaPorts	ENUMERATED {one, two, four, ...},
	measurement-subset					BIT STRING (SIZE(40)),
	iE-Extensions						ProtocolExtensionContainer { {ABSInformationFDD-ExtIEs} } OPTIONAL,
	...
}

ABSInformationFDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ABSInformationTDD ::= SEQUENCE {
	abs-pattern-info					BIT STRING (SIZE(1..70, ...)),
	numberOfCellSpecificAntennaPorts	ENUMERATED {one, two, four, ...},
	measurement-subset					BIT STRING (SIZE(1..70, ...)),
	iE-Extensions						ProtocolExtensionContainer { {ABSInformationTDD-ExtIEs} } OPTIONAL,
	...
}

ABSInformationTDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ABS-Status ::= SEQUENCE {
	dL-ABS-status								DL-ABS-status,
	usableABSInformation						UsableABSInformation,
	iE-Extensions								ProtocolExtensionContainer { {ABS-Status-ExtIEs} } OPTIONAL,
	...
}

ABS-Status-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ActivationID ::= INTEGER (0..255)

[bookmark: _Hlk84840045]AdditionLocationInformation ::= ENUMERATED { 
	includePSCell,
	...
}

AdditionalRRMPriorityIndex ::= BIT STRING (SIZE(32))

AdditionalSpecialSubframe-Info ::=		SEQUENCE {
	additionalspecialSubframePatterns		AdditionalSpecialSubframePatterns,
	cyclicPrefixDL							CyclicPrefixDL,
	cyclicPrefixUL							CyclicPrefixUL,
	iE-Extensions							ProtocolExtensionContainer { {AdditionalSpecialSubframe-Info-ExtIEs} } OPTIONAL,
	...
}

AdditionalSpecialSubframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalSpecialSubframePatterns ::= ENUMERATED {
	ssp0,
	ssp1,
	ssp2,
	ssp3,
	ssp4,
	ssp5,
	ssp6,
	ssp7,
	ssp8,
	ssp9,
	...
}

AdditionalSpecialSubframeExtension-Info ::=		SEQUENCE {
	additionalspecialSubframePatternsExtension	AdditionalSpecialSubframePatternsExtension,
	cyclicPrefixDL								CyclicPrefixDL,
	cyclicPrefixUL								CyclicPrefixUL,
	iE-Extensions								ProtocolExtensionContainer { {AdditionalSpecialSubframeExtension-Info-ExtIEs} } OPTIONAL,
	...
}

AdditionalSpecialSubframeExtension-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalSpecialSubframePatternsExtension ::= ENUMERATED {
	ssp10,
	...
}

AvailableFastMCGRecoveryViaSRB3 ::= ENUMERATED {true,...}

AerialUEsubscriptionInformation ::= ENUMERATED { 
	allowed,
	not-allowed,
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AreaScopeOfMDT ::= CHOICE {	
	cellBased					CellBasedMDT,
	tABased						TABasedMDT,
	pLMNWide					NULL,
	...,
	tAIBased					TAIBasedMDT
}

AreaScopeOfQMC ::= CHOICE {	
	cellBased					CellBasedQMC,
	tABased						TABasedQMC,
	tAIBased					TAIBasedQMC,
	pLMNAreaBased				PLMNAreaBasedQMC,
	...
}

AS-SecurityInformation ::= SEQUENCE {
	key-eNodeB-star		Key-eNodeB-Star,
	nextHopChainingCount			NextHopChainingCount,
	iE-Extensions						ProtocolExtensionContainer { {AS-SecurityInformation-ExtIEs} } OPTIONAL,
	...
}

AS-SecurityInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofAdditionalPLMNs)) OF PLMN-Identity


-- B
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
-- L

LAC					::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= CHOICE {
	e-UTRAN-Cell					LastVisitedEUTRANCellInformation,
	uTRAN-Cell						LastVisitedUTRANCellInformation,
	gERAN-Cell						LastVisitedGERANCellInformation,
	...,
	nG-RAN-Cell						LastVisitedNGRANCellInformation
}

LastVisitedEUTRANCellInformation ::= SEQUENCE {
	global-Cell-ID					ECGI,
	cellType						CellType,
	time-UE-StayedInCell			Time-UE-StayedInCell,
	iE-Extensions					ProtocolExtensionContainer { {LastVisitedEUTRANCellInformation-ExtIEs} } OPTIONAL,
	...
}

LastVisitedEUTRANCellInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
-- Extension for Rel-11 to support enhanced granularity for time UE stayed in cell --
	{ ID id-Time-UE-StayedInCell-EnhancedGranularity	CRITICALITY ignore	EXTENSION Time-UE-StayedInCell-EnhancedGranularity	PRESENCE optional}|
	{ ID id-HO-cause									CRITICALITY ignore	EXTENSION Cause													PRESENCE optional},
	...
}

LastVisitedGERANCellInformation ::= CHOICE {
	undefined						NULL,
	...
}

LastVisitedNGRANCellInformation	::= OCTET STRING

LastVisitedUTRANCellInformation	::= OCTET STRING

LCID ::= INTEGER(1..32, ...)

LHN-ID ::= OCTET STRING(SIZE (32..256))

Links-to-log ::= ENUMERATED {uplink, downlink, both-uplink-and-downlink, ...}

LoadIndicator ::= ENUMERATED {
	lowLoad,
	mediumLoad, 
	highLoad,
	overLoad,
	...
}

LocationInformationSgNB ::= SEQUENCE {
	pSCell-id			NRCGI,
	iE-Extensions		ProtocolExtensionContainer { {LocationInformationSgNB-ExtIEs} } OPTIONAL,
	...
}

LocationInformationSgNB-ExtIEs X2AP-PROTOCOL-EXTENSION ::={
	...
}

LocationInformationSgNBReporting ::= ENUMERATED {
	pSCell,
	...
}

LocationReportingInformation ::= SEQUENCE {
	eventType		EventType,
	reportArea		ReportArea,
	iE-Extensions		ProtocolExtensionContainer { {LocationReportingInformation-ExtIEs} } OPTIONAL,
	...
}

LocationReportingInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::={
[bookmark: _Hlk84840138]	{ ID id-AdditionLocationInformation	CRITICALITY ignore	EXTENSION AdditionLocationInformation	PRESENCE optional},
	...
}

LowerLayerPresenceStatusChange ::= ENUMERATED {
	release-lower-layers,
	re-establish-lower-layers,
	suspend-lower-layers,
	resume-lower-layers,
	...
}

-- M
<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
id-UEContextReferenceatSourceNGRAN											ProtocolIE-ID ::= 359
id-EPCHandoverRestrictionListContainer										ProtocolIE-ID ::= 360
id-CHOinformation-REQ													ProtocolIE-ID ::= 361
id-CHOinformation-ACK													ProtocolIE-ID ::= 362
id-DAPSRequestInfo															ProtocolIE-ID ::= 363
id-RequestedTargetCellID													ProtocolIE-ID ::= 364
id-CandidateCellsToBeCancelledList											ProtocolIE-ID ::= 365
id-DAPSResponseInfo															ProtocolIE-ID ::= 366
id-ProcedureStage															ProtocolIE-ID ::= 367
id-CHO-DC-Indicator															ProtocolIE-ID ::= 368
id-Ethernet-Type															ProtocolIE-ID ::= 369
id-NRV2XServicesAuthorized												ProtocolIE-ID ::= 370
id-NRUESidelinkAggregateMaximumBitRate										ProtocolIE-ID ::= 371
id-PC5QoSParameters															ProtocolIE-ID ::= 372
id-NPRACHConfiguration														ProtocolIE-ID ::= 373
id-NBIoT-RLF-Report-Container												ProtocolIE-ID ::= 374
id-MDTConfigurationNR														ProtocolIE-ID ::= 375
[bookmark: OLE_LINK56]id-PrivacyIndicator															ProtocolIE-ID ::= 376
[bookmark: OLE_LINK54]id-TraceCollectionEntityIPAddress											ProtocolIE-ID ::= 377
id-UERadioCapabilityID														ProtocolIE-ID ::= 378
id-SNtriggered																ProtocolIE-ID ::= 379
id-CSI-RSTransmissionIndication												ProtocolIE-ID ::= 380
id-DLCarrierList															ProtocolIE-ID ::= 381
id-TargetCellInNGRAN														ProtocolIE-ID ::= 382
id-E-UTRAN-Node1-Measurement-ID												ProtocolIE-ID ::= 383
id-E-UTRAN-Node2-Measurement-ID												ProtocolIE-ID ::= 384
id-TDDULDLConfigurationCommonNR												ProtocolIE-ID ::= 385
id-CarrierList																ProtocolIE-ID ::= 386
id-ULCarrierList															ProtocolIE-ID ::= 387
id-FrequencyShift7p5khz														ProtocolIE-ID ::= 388
id-SSB-PositionsInBurst														ProtocolIE-ID ::= 389
id-NRCellPRACHConfig														ProtocolIE-ID ::= 390
id-CellToReport-NR-ENDC														ProtocolIE-ID ::= 391
id-CellToReport-NR-ENDC-Item												ProtocolIE-ID ::= 392
id-CellMeasurementResult-NR-ENDC											ProtocolIE-ID ::= 393
id-CellMeasurementResult-NR-ENDC-Item										ProtocolIE-ID ::= 394
id-IABNodeIndication														ProtocolIE-ID ::= 395
id-QoS-Mapping-Information													ProtocolIE-ID ::= 396
id-F1CTrafficContainer														ProtocolIE-ID ::= 397
id-IntendedTDD-DL-ULConfiguration-NR										ProtocolIE-ID ::= 399
id-UERadioCapability														ProtocolIE-ID ::= 400
id-CellMeasurementResult-E-UTRA-ENDC										ProtocolIE-ID ::= 401
id-CellMeasurementResult-E-UTRA-ENDC-Item									ProtocolIE-ID ::= 402
id-CellToReport-E-UTRA-ENDC													ProtocolIE-ID ::= 403
id-CellToReport-E-UTRA-ENDC-Item											ProtocolIE-ID ::= 404
id-TraceCollectionEntityURI													ProtocolIE-ID ::= 405
id-SFN-Offset																ProtocolIE-ID ::= 406
id-CHO-DC-EarlyDataForwarding												ProtocolIE-ID ::= 407
id-IMSvoiceEPSfallbackfrom5G												ProtocolIE-ID ::= 408
[bookmark: _Hlk84840163]id-AdditionLocationInformation												ProtocolIE-ID ::= 999 -- same value to be allocated in Rel-15 and 16 CRs


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

