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1	Introduction
This paper provides some background for the template BL CR to TS 38.410 [1] submitted to AI 15.1. A TP building on this template is included in annex.
2	Background and proposals
The TP in annex provides a definition of the QMC function already proposed in the submitted template for BL CR to TS 38.410 (in [1], submitted for endorsement at the present meeting). 

As discussed in [2], the template [1] also assumes that dedicated NGAP procedures are introduced in order to support QMC. However the list of these procedures may be introduced in 38.410 after further progress of the NGAP stage 3 CR.

Proposal 1: It is proposed to endorse the BL CR template submitted in [1].

Proposal 2: It is proposed to agree the TP on function definition in annex of this paper.
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Annex	- TP for BL CR to TS 38.410
<<< start of changes >>>
[bookmark: _Toc534727694][bookmark: _Toc29391566][bookmark: _Toc29391626][bookmark: _Toc29391686][bookmark: _Toc36552256][bookmark: _Toc45882484][bookmark: _Toc51762809]5.x1	QMC function
The QMC function provides means to control QMC sessions in the NG-RAN node. 

<<< next change >>>
[bookmark: _Toc534727715][bookmark: _Toc29391588][bookmark: _Toc29391648][bookmark: _Toc29391708][bookmark: _Toc36552278][bookmark: _Toc45882511][bookmark: _Toc51762836]6.x2	QMC procedures
The following procedures are used to control QMC sessions in the UE:
-	;

<<< end of changes >>>



