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<<<<<< START OF CHANGE >>>>>>
[bookmark: _Toc25943791][bookmark: _Toc29998457][bookmark: _Toc30002031][bookmark: _Toc30002281][bookmark: _Toc30004286][bookmark: _Toc35428809][bookmark: _Toc35429059][bookmark: _Toc36557966][bookmark: _Toc36558216][bookmark: _Toc45887787][bookmark: _Toc64445119][bookmark: _Toc73980449][bookmark: _Toc20955906][bookmark: _Toc29893024][bookmark: _Toc36556961][bookmark: _Toc45832409][bookmark: _Toc51763689][bookmark: _Toc64448858][bookmark: _Toc66289517][bookmark: _Toc74154630][bookmark: _Ref469456001][bookmark: _Toc20955166][bookmark: _Toc29503615][bookmark: _Toc29504199][bookmark: _Toc29504783][bookmark: _Toc36553229][bookmark: _Toc36554956][bookmark: _Toc45652267][bookmark: _Toc45658699][bookmark: _Toc45720519][bookmark: _Toc45798399][bookmark: _Toc45897788][bookmark: _Toc51745992][bookmark: _Toc64446256][bookmark: _Toc73982126][bookmark: _Toc73964366]9.3.1.2	Cause
The purpose of the Cause IE is to indicate the reason for a particular event for the W1AP protocol.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified, RL failure-RLC, Unknown or already allocated ng-eNB-CU UE W1AP ID, 
Unknown or already allocated ng-eNB-DU UE W1AP ID, 
Unknown or inconsistent pair of UE W1AP ID, 
Interaction with other procedure, 
Not supported QCI Value, 
Action Desirable for Radio Reasons, 
No Radio Resources Available, 
Procedure cancelled, Normal Release, Cell not available, RL failure-others, UE rejection, Resources not available for the slice, AMF initiated abnormal release, Release due to Pre-Emption, Multiple DRB ID Instances, Unknown DRB ID, …, Exceed limitation of bearer pre-emption rate)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Unspecified, Transport Resource Unavailable, ...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,
Semantic Error,
Abstract Syntax Error (Falsely Constructed Message), Unspecified, ...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload, Not enough User Plane Processing Resources,
Hardware Failure,
O&M Intervention,
Unspecified, ...)
	



The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Unspecified
	Sent for radio network layer cause when none of the specified cause values applies.

	RL Failure-RLC
	The action is due to an RL failure caused by exceeding the maximum number of ARQ retransmissions.

	Unknown or already allocated ng-eNB-CU UE W1AP ID
	The action failed because the ng-eNB-CU UE W1AP ID is either unknown, or (for a first message received at the ng-eNB-CU) is known and already allocated to an existing context.

	Unknown or already allocated ng-eNB-DU UE W1AP ID
	The action failed because the ng-eNB-DU UE W1AP ID is either unknown, or (for a first message received at the ng-eNB-DU) is known and already allocated to an existing context.

	Unknown or inconsistent pair of UE W1AP ID
	The action failed because both UE W1AP IDs are unknown, or are known but do not define a single UE context.

	Interaction with other procedure
	The action is due to an ongoing interaction with another procedure.

	Not supported QCI Value
	The action failed because the requested QCI is not supported.

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.

	No Radio Resources Available
	The cell(s) in the requested node don't have sufficient radio resources available.

	Procedure cancelled
	The sending node cancelled the procedure due to other urgent actions to be performed.

	Normal Release
	The action is due to a normal release of the UE (e.g. because of mobility) and does not indicate an error.

	Cell Not Available
	The action failed due to no cell available in the requested node.

	RL Failure-others
	The action is due to an RL failure caused by other radio link failures than exceeding the maximum number of ARQ retransmissions.

	UE rejection
	The action is due to ng-eNB-CU's rejection of a UE access request.

	Resources not available for the slice
	The requested resources are not available for the slice.

	AMF initiated abnormal release
	The release is triggered by an error in the AMF or in the NAS layer.

	Release due to Pre-Emption
	Release is initiated due to pre-emption.

	Multiple DRB ID Instances
	The action failed because multiple instances of the same DRB had been provided.

	Unknown DRB ID
	The action failed because the DRB ID is unknow.

	Exceed limitation of bearer pre-emption rate
	The procedure can’t proceed because the number of requests exceed the limitation of the bearer pre-emption rate.



	Transport Layer cause
	Meaning

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related.

	Transport Resource Unavailable
	The required transport resources are not available.





<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc45652556][bookmark: _Toc45658988][bookmark: _Toc45720808][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc51746284][bookmark: _Toc64446549][bookmark: _Toc73982419]9.4.5	Information Element Definitions
<Unaffected part is omitted>
CauseRadioNetwork ::= ENUMERATED {
	unspecified,
	rl-failure-rlc,
	unknown-or-already-allocated-enb-cu-ue-w1ap-id,
	unknown-or-already-allocated-enb-du-ue-w1ap-id,
	unknown-or-inconsistent-pair-of-ue-w1ap-id,
	interaction-with-other-procedure,
	not-supported-qci-Value,
	action-desirable-for-radio-reasons,
	no-radio-resources-available,
	procedure-cancelled,
	normal-release,
	cell-not-available,
	rl-failure-others,
	ue-rejection,
	resources-not-available-for-the-slice,
	amf-initiated-abnormal-release,
	release-due-to-pre-emption,
	multiple-drb-id-instances,
	unknown-drb-id,
	...,
	exceed-limitation-of-bearer-preemption-rate
}

CauseTransport ::= ENUMERATED {
	unspecified,
	transport-resource-unavailable,
	...
}
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