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	Reason for change:
	
At last RAN3-113-e meeting, the set of CRs R3-214406/R3-214407 were agreed, to add additional network instance for additional TNL information in case of PDU session split. 

Also in case of Redundant data transmission via single UPF and single RAN node (as specified in TS 38.300), Redundant Common Network Instance IE is already signaled so that the NG-RAN node uses it when selecting transport network resource for redundant transmission as specified in TS 23.501. 

Then in case of PDU session split, the additional redundant network instance may be needed for MR-DC caes. But it can not derive this since the agreed CRs above did not consider the redundant data transmission. 



	
	

	Summary of change:
	· Clarifiy that in case of redundant data transmission for split PDU session case, the additional redundant network instance may be signalled to the NG-RAN node. 

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects the redundant data transmission.



	
	

	Consequences if not approved:
	[bookmark: _GoBack]It is ambiguous whether the newly introduced common instance in case of PDU session split is applicable for the redundant data transmission.  
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Figure 8.2.1.2-1: Handover Preparation, successful operation

<Unchanged Text Omitted>

For each PDU session, if the Network Instance IE is included in the PDU Session Resource To Be Setup List IE and the Common Network Instance IE is not present, the target NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
Redundant transmission:
-	For each PDU session, if the Redundant UL NG-U UP TNL Information at UPF IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Additional Redundant UL NG-U UP TNL Information at UPF List IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use them as the uplink termination points for the user plane data for the redundant transmission for the concerned PDU session.
-	For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Common Network Instance IE is included in the Additional Redundant UL NG-U UP TNL Information at UPF List IE in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [7].
-	For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Be Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store the received information in the UE context and set up the redundant user plane for the concerned PDU session, as specified in TS 23.501 [7]. 
If the TSC Traffic Characteristics IE is included in the QoS Flows To Be Setup List in the PDU Session Resource To Be Setup List IE, the target NG-RAN node shall, if supported, use it as specified in TS 23.501 [7].
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Be Setup List IE or in the Additional UL NG-U UP TNL Information at UPF List IE, the target NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
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