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 Introduction
In this paper, the Bearer Management over F1 spec impacts are discussed and the TP to TS 38.473 is provided.

 Discussion

In last RAN3 113-e meeting we achieved the following progress on bearer management with the following definition of MRB context.
MBS Session Context residing in the DU, applicable for BC and MC, which may consist of one or several MRB Contexts.

Each MRB Context corresponds to:

- Either one or several F1-U tunnels 

- One or several MRBs (MRB “instances”), each with a potentially different Uu configuration to be incorporated into each UE’s individual CellGroupConfig for MC, that RRC container needs to be provided to the CU per MRB “instance”) for individual RRCReconfiguration.

It was understood that to keep the best flexibility to network, for one MRB there could be one or several F1-U tunnel, e.g., for Broadcast the tunnel can be per cell or per DU.

The F1-U tunnel for one MRB can be per cell or per DU.

Based on the above proposal, a suggested TP to TS 38.425 is attached in following section.
 Conclusion
Based on the analysis provided above, we have the following observation:

Proposal 1
The F1-U tunnel for one MRB can be per cell or per DU.

 Text Proposals for stage 3
 TP for BLCR of TS 38.473
--------------------------------Start of the First Change-----------------------------
8.x 
NR MBS Procedures
8.x.1
MBS Context Setup 

8.x.1.1
General

The purpose of the MBS Context Setup procedure is to establish the MBS Context including, among others, MRB configuration. The procedure uses MBS-associated signalling.
8.3.1.2
Successful Operation
If the MRB To Be Setup List IE is contained in the MBS CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [4]. 

- For each MRB the gNB-DU succeeds to establish, it replies to the gNB-CU with MBS CONTEXT SETUP RESPONSE that for each MRB, the DL UP TNL Information IEs is associated with the cell information where the MBS is distributed.

- For each MRB the gNB-DU succeeds to establish, it replies to the gNB-CU with MBS CONTEXT SETUP RESPONSE that for each MRB, there is a single DL UP TNL Information IE.
-----------------------------End of the Changes------------------------------
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