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1	Discussion
In last RAN3 meeting, the following agreements were taken:
WA: Both EPC and 5GC scenarios are supported.
For CE based carrier selection, RAN3 needs to wait for RAN2 further progress
Meanwhile, looking at the RAN2 agreements that were made in RAN2#114-e [1]:
	RAN2#114-e agreements:
Rel-17 paging carriers and the legacy paging carriers should be exclusive.
RAN2 assumes S1AP/NGAP update is not needed.
Carrier selection criteria does not include power boosting or service
FFS: For option 1, whether DRX can be part of the carrier selection criteria
Rel-17 paging carrier configuration is provided in broadcast signalling.
Select between the following sub-options:
· Option 1c: Network enables UE to select a Rel-17 paging carrier by providing the coverage information (CEL/Rmax) for the carrier selection to the UE in dedicated signalling
· Option 2a: NW indicates the carrier to use explicitly via dedicated signalling based on information determined within the NW.
· FFS for both options whether there is a report from the UE to suggest a carrier or provide a metric report
Working assumption: UE metric for determining carrier suitability and selection is based on measured NRSRP. FFS whether to use a hysteresis/longer averaging/timer
For option 1, upon cell change, FFS: 
· Alt 1: based on previously determined CEL and broadcasted paging carrier configuration in the new cell.
· Alt 2: UE needs to perform fallback mechanism.
For option 2, upon cell change, UE needs to perform fallback mechanism.
Whenever the R17 coverage-based carrier criteria is met, UE uses the R17 coverage based carrier, otherwise UE should use the fallback mechanism
For both options, fall back carrier is legacy paging carrier based on UE_ID




Based on the above RAN2 agreement, we can conclude that no changes are needed for S1AP/NGAP to support Paging Carrier Selection for NB-IoT. Therefore, the topic can be closed from RAN3 standpoint
Proposal 1: To support Paging Carrier Selection for NB-IoT, RAN3 to comply with the RAN2 agreement that S1-AP/NG-AP changes are not needed
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