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START OF CHANGES	
[bookmark: _Toc20955068][bookmark: _Toc29991255][bookmark: _Toc36555655][bookmark: _Toc44497318][bookmark: _Toc45107706][bookmark: _Toc45901326][bookmark: _Toc51850405][bookmark: _Toc56693408][bookmark: _Toc64446951][bookmark: _Toc66286445][bookmark: _Toc74151140][bookmark: _Toc81321748]8.2.5	RAN Paging
[bookmark: _Toc20955069][bookmark: _Toc29991256][bookmark: _Toc36555656][bookmark: _Toc44497319][bookmark: _Toc45107707][bookmark: _Toc45901327][bookmark: _Toc51850406][bookmark: _Toc56693409][bookmark: _Toc64446952][bookmark: _Toc66286446][bookmark: _Toc74151141][bookmark: _Toc81321749]8.2.5.1	General
The purpose of the RAN Paging procedure is to enable the NG-RAN node1 to request paging of a UE in the NG-RAN node2.
The procedure uses non UE-associated signalling.
[bookmark: _Toc20955070][bookmark: _Toc29991257][bookmark: _Toc36555657][bookmark: _Toc44497320][bookmark: _Toc45107708][bookmark: _Toc45901328][bookmark: _Toc51850407][bookmark: _Toc56693410][bookmark: _Toc64446953][bookmark: _Toc66286447][bookmark: _Toc74151142][bookmark: _Toc81321750]8.2.5.2	Successful operation


Figure 8.2.5.2-1: RAN Paging: successful operation
The RAN Paging procedure is triggered by the NG-RAN node1 by sending the RAN PAGING message to the NG-RAN node2, in which the necessary information e.g. UE RAN Paging Identity should be provided.
If the Paging Priority IE is included in the RAN PAGING message, the NG-RAN node2 may use it to prioritize paging.
If the Assistance Data for RAN Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 38.300 [9].
If the UE Radio Capability for Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it to apply specific paging schemes.
[bookmark: _Toc20955071][bookmark: _Toc29991258][bookmark: _Toc36555658][bookmark: _Toc44497321][bookmark: _Toc45107709][bookmark: _Toc45901329][bookmark: _Toc51850408][bookmark: _Toc56693411]If the Extended UE Identity Index Value IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 36.304 [34]. When available, NG-RAN node1 may include the Extended UE Identity Index Value IE in the RAN PAGING message towards an ng-eNB (e.g. NG-RAN node2). 
[bookmark: _Toc64446954][bookmark: _Toc66286448]When available, the NG-RAN node1 shall include the Paging eDRX Information IE in the RAN PAGING message towards the NG-RAN node2. If the Paging eDRX Information IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
When available, the NG-RAN node1 shall include the UE Specific DRX IE in the RAN PAGING message towards the NG-RAN node2. If the UE specific DRX IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 36.304 [34].
When available, the NG-RAN node1 shall include the NR Paging eDRX Information IE in the RAN PAGING message towards the NG-RAN node2. If the NR Paging eDRX Information IE is included in the RAN PAGING message, the NG-RAN node2 shall, if supported, use it according to TS 38.304 [33].
[bookmark: _Toc74151143][bookmark: _Toc81321751]8.2.5.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20955072][bookmark: _Toc29991259][bookmark: _Toc36555659][bookmark: _Toc44497322][bookmark: _Toc45107710][bookmark: _Toc45901330][bookmark: _Toc51850409][bookmark: _Toc56693412][bookmark: _Toc64446955][bookmark: _Toc66286449][bookmark: _Toc74151144][bookmark: _Toc81321752]8.2.5.4	Abnormal Condition
Void.

NEXT CHANGE
[bookmark: _Toc20955186][bookmark: _Toc29991381][bookmark: _Toc36555781][bookmark: _Toc44497488][bookmark: _Toc45107876][bookmark: _Toc45901496][bookmark: _Toc51850575][bookmark: _Toc56693578][bookmark: _Toc64447121][bookmark: _Toc66286615][bookmark: _Toc74151310][bookmark: _Toc81321918]9.1.1.7	RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE UE Identity Index Value
	M
	
	
	
	YES
	reject

	>Length-10
	
	
	
	
	
	

	>>Index Length-10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304 [33] and TS 36.304 [34].
	–
	

	UE RAN Paging Identity
	M
	
	9.2.3.43
	
	YES
	ignore

	Paging DRX
	M
	
	9.2.3.66
	Includes the RAN paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.3.38
	
	YES
	reject

	Paging Priority
	O
	
	9.2.3.44
	
	YES
	ignore

	Assistance Data for RAN Paging
	O
	
	9.2.3.41
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.3.91
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.141
	Coded as specified in TS 36.304 [34].

	YES
	ignore

	Paging eDRX Information
	O
	
	9.2.3.142
	
	YES
	ignore

	UE specific DRX
	O
	
	9.2.3.143
	Includes the UE specific paging cycle as defined in TS 36.304 [34] and 38.304 [33].
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.2.3.X
	
	YES
	ignore



NEXT CHANGE
[bookmark: _Toc74151625][bookmark: _Toc81322233]9.2.3.X	NR Paging eDRX Information
This IE indicates the NR Paging eDRX parameters for RRC_IDLE as defined in TS 38.304 [34], if configured by higher layers.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle
	M
	
	ENUMERATED (hfquarter, hfhalf, hf1, hf2, hf4, hf6, hf8, hf10, hf12, hf14, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	TeDRX defined in TS 38.304 [34].  Unit: [number of hyperframes].

	NR Paging Time Window
	O
	
	ENUMERATED 
(s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, …)
	Unit: [1.28 second].




NEXT CHANGE
[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc51850891][bookmark: _Toc56693895][bookmark: _Toc64447439][bookmark: _Toc66286933][bookmark: _Toc74151631][bookmark: _Toc81322240]9.3.4	PDU Definitions

END OF CHANGE
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