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1. Overall Description:
RAN3 would like to thank SA2 for their LS in S2-2106833. With regard to the open issues with RAN impacts noted in in clause 7.2.3 of TS 23.247, RAN3 has discussed how to ensure lossless handover when the UE moves between MBS-supporting nodes and when the UE moves from the MBS-supporting node to MBS-non-supporting node. RAN3 has achieved the following agreements and would like to synchronize them with RAN2 and SA2:

Data forwarding
· For mobility from MBS supporting NG-RAN node to non-supporting NG-RAN node, RAN3 standards support data forwarding to minimize data loss. And the source NG-RAN node should include in forwarded packets the unicast (flow) QFI mapped from the received MBS (flow) QFI. 
· For mobility between MBS supporting NG-RAN nodes, whether data forwarding is supported is still under discussion. 
Data loss minimization
· For mobility from MBS supporting NG-RAN node to non-supporting NG-RAN node, RAN3 standards support data forwarding to minimize data loss. 
· For mobility between MBS supporting NG-RAN nodes, RAN3 shall provide means for minimization of data loss for multicast during mobility. In order to allow the UE to detect loss of data or duplication of data, source and target gNBs derive synchronized PDCP SN from sequence number and the solution is FFS.

Besides, RAN3 confirms SA2’s conclusions on Xn/N2 based handover for inactive MBS session.

2. Actions:
To SA2, RAN2 group.
[bookmark: OLE_LINK9][bookmark: _GoBack]ACTION: 	RAN3 kindly asks RAN2 and SA2 to take the above information into account for their further work on the related topics.

3. Dates of next TSG-RAN WG3 meetings:
RAN3#114-bis-e	17 – 26 January 2022			Online
RAN3#115-e 	21 February – 3 March 2022			Online
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