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The purpose of the Initial Context Setup procedure is to establish the necessary overall initial UE context at the NG-RAN node, when required, including PDU session context, the Security Key, Mobility Restriction List, UE Radio Capability and UE Security Capabilities, etc. The AMF may initiate the Initial Context Setup procedure if a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message or if the NG-RAN node has already initiated a UE-associated logical NG-connection by sending an INITIAL UE MESSAGE message via another NG interface instance. The procedure uses UE-associated signalling.
For signalling only connections and if the UE Context Request IE is not received in the Initial UE Message, the AMF may be configured to trigger the procedure for all NAS procedures or on a per NAS procedure basis depending on operator’s configuration.
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Figure 8.3.1.2-1: Initial context setup: successful operation
-----------------------------------------------skip the unchanged parts---------------------------------------------
If the INITIAL CONTEXT SETUP REQUEST message contains the UE Radio Capability ID IE, the NG-RAN node shall, if supported, use it as specified in TS 23.501 [9] and TS 23.502 [10].
If the UE Paging Subgroup ID IE is included in the INITIAL CONTEXT SETUP REQUEST message, the NG-RAN node shall, if supported, use it as subgroup information for paging the UE as specified in TS 38.304 [12]. 
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The purpose of the Paging procedure is to enable the AMF to page a UE in the specific NG-RAN node.
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Figure 8.5.1.2-1: Paging 
-----------------------------------------------skip the unchanged parts---------------------------------------------
If the CE-mode-B Restricted IE is included in the PAGING message and the Enhanced Coverage Restriction IE is not set to "restricted", the NG-RAN node shall, if supported, use it as defined in TS 23.501 [9].
If the NPN Paging Assistance Information IE is included in the Assistance Data for Paging IE, the NG-RAN node may take it into account when determining the cells where paging will be performed.
If the UE Paging Subgroup ID IE is included in the PAGING message, the NG-RAN node shall, if supported, use it as subgroup information for paging the UE as specified in TS 38.304 [12]. 
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9.2.2.1	INITIAL CONTEXT SETUP REQUEST
This message is sent by the AMF to request the setup of a UE context.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Old AMF
	O
	
	AMF Name
9.3.3.21
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	C-ifPDUsessionResourceSetup
	
	9.3.1.58
	
	YES
	reject

	Core Network Assistance Information for RRC INACTIVE
	O
	
	9.3.1.15
	
	YES
	ignore

	GUAMI
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Setup Request List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	NAS-PDU
9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer

	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	

	Allowed NSSAI
	M
	
	9.3.1.31
	Indicates the S-NSSAIs permitted by the network
	YES
	reject

	UE Security Capabilities
	M
	
	9.3.1.86
	
	YES
	reject

	Security Key
	M
	
	9.3.1.87
	
	YES
	reject

	Trace Activation
	O
	
	9.3.1.14
	
	YES
	ignore

	Mobility Restriction List
	O
	
	9.3.1.85
	
	YES
	ignore

	UE Radio Capability
	O
	
	9.3.1.74
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	YES
	ignore

	Masked IMEISV
	O
	
	9.3.1.54
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.26
	
	YES
	reject

	RRC Inactive Transition Report Request
	O
	
	9.3.1.91
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Redirection for Voice EPS Fallback 
	O
	
	9.3.1.116
	
	YES
	ignore

	Location Reporting Request Type
	O
	
	9.3.1.65
	
	YES
	ignore

	CN Assisted RAN Parameters Tuning
	O
	
	9.3.1.119
	
	YES
	ignore

	SRVCC Operation Possible
	O
	
	9.3.1.128
	
	YES
	ignore

	IAB Authorized
	O
	
	9.3.1.129
	
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	[bookmark: _Hlk20310279]Extended Connected Time
	O
	
	9.3.3.31
	
	YES
	ignore

	UE Differentiation Information
	O
	
	9.3.1.144
	
	YES
	ignore

	NR V2X Services Authorized
	O
	
	9.3.1.146
	
	YES
	ignore

	LTE V2X Services Authorized
	O
	
	9.3.1.147
	
	YES
	ignore

	NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.148
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.3.1.149
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	ignore

	PC5 QoS Parameters
	O
	
	9.3.1.150
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	UE User Plane CIoT Support Indicator
	O
	
	9.3.1.160
	
	YES
	ignore

	RG Level Wireline Access Characteristics
	O
	
	OCTET STRING
	Specified in TS 23.316 [34]. Indicates the wireline access technology specific QoS information corresponding to a specific wireline access subscription.
	YES
	ignore

	[bookmark: _Hlk44338050]Management Based MDT PLMN List
	O
	
	MDT PLMN List
9.3.1.168
	
	YES
	ignore

	UE Radio Capability ID
	O
	
	[bookmark: _Hlk44353064]9.3.1.142
	
	YES
	reject

	UE Paging Subgroup ID
	O
	
	FFS
	For subgroup Paging as specified in TS 38.304 [12].
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.



	Condition
	Explanation

	ifPDUsessionResourceSetup
	This IE shall be present if the PDU Session Resource Setup List IE is present.
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9.2.4.1	PAGING
This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Paging Identity
	M
	
	9.3.3.18
	
	YES
	ignore

	Paging DRX
	O
	
	9.3.1.90
	
	YES
	ignore

	TAI List for Paging
	
	1
	
	
	YES
	ignore

	>TAI List for Paging Item
	
	1..<maxnoofTAIforPaging>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Paging Priority
	O
	
	9.3.1.78
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Paging Origin
	O
	
	9.3.3.22
	
	YES
	ignore

	Assistance Data for Paging
	O
	
	9.3.1.69
	
	YES
	ignore

	NB-IoT Paging eDRX Information
	O
	
	9.3.1.138
	
	YES
	ignore

	NB-IoT Paging DRX
	O
	
	9.3.1.139
	If this IE is present, the Paging DRX IE is ignored.
	YES
	ignore

	Enhanced Coverage Restriction
	O
	
	9.3.1.140
	
	YES
	ignore

	WUS Assistance Information
	O
	
	9.3.1.143
	
	YES
	ignore

	Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	CE-mode-B Restricted
	O
	
	9.3.1.155
	
	YES
	ignore

	Paging Subgrouping Information (FFS)
	O
	
	9.3.1.X
	
	YES
	ignore

	UE Paging Subgroup ID
	O
	
	FFS
	For subgroup Paging as specified in TS 38.304 [12].
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAIforPaging
	Maximum no. of TAIs for paging. Value is 16.
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