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1	Introduction and discussion
As discussed in discussion paper.
Proposal 3: To use following messages for resource coordinate between SA NR and LTE:
eNB Configuration Transfer (S1AP); 
MME Configuration Transfer(S1AP);
UPLINK RAN CONFIGURATION TRANSFER(NGAP);
DOWNLINK RAN CONFIGURATION TRANSFER(NGAP). 
This contribution provided the TP for TS38.413.
2	TP to TS 38.413
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This message is sent by the NG-RAN node in order to transfer RAN configuration information.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
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	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore
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This message is sent by the AMF in order to transfer RAN configuration information.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	9.3.3.33
	
	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore
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