Page 1



3GPP TSG-RAN WG3#114-e
R3-216032
E-meeting, 1  – 11 November 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.423
	CR
	0677
	rev
	1
	Current version:
	16.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Adding reference for coding of Common Network Instance

	
	

	Source to WG:
	NEC, Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core, TEI16
	
	Date:
	2021-11-1

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 












release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
…
Rel-15
(Release 15)
Rel-16
(Release 16)
Rel-17
(Release 17)
Rel-18
(Release 18)

	
	

	Reason for change:
	The Common Newotk Instance IE is defined as OCTET STRING, its usage refer to 23.501, and described as “in a format common with 5GC” but its coding has no reference. 23.501 does not show any coding format. This is not encodable and not decodable if different vendors will have individual own coding.


	
	

	Summary of change:
	Add in the semantic description of the Common Network Instance IE, refer to 29.244.
Impact Analysis:

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact because it adds reference of the common network instance IE, which impact only network instrance aspect.


	
	

	Consequences if not approved:
	Without reference of the coding, may have inter-operability problem as different vendors may have different coding.

	
	

	Clauses affected:
	9.2.3.92

	
	

	
	Y
	N
	
	

	Other specs
	x
	
	 Other core specifications

	TS38.413 CR 0671 
TS38.463 CR 0645

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Rev0: Add in the semantic description of the Common Network Instance IE, refer to23.003


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TS 38.401: "NG-RAN; Architecture Description".

[3]
3GPP TS 38.420: "NG-RAN; Xn General Aspects and Principles".

[4]
3GPP TS 38.422: "NG-RAN; Xn Signalling Transport".

[5]
3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP) ".

[6]
3GPP TS 25.921: "Guidelines and principles for protocol description and error handling".

[7]
3GPP TS 23.501: "System Architecture for the 5G System".

[8]
3GPP TS 37.340: "Evolved Universal Terrestrial Radio Access (E-UTRA) and NR; Multi-connectivity; Stage 2".

[9]
3GPP TS 38.300: "NR; NR and NG-RAN Overall Description; Stage 2".

[10]
3GPP TS 38.331: "NR; Radio Resource Control (RRC) Protocol specification".

[11]
3GPP TS 38.323: "NR; Packet Data Convergence Protocol (PDCP) specification".

[12]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".

[13]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".

[14]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC) protocol specification".

[15]
ITU-T Recommendation X.691 (2002-07): "Information technology - ASN.1 encoding rules - Specification of Packed Encoding Rules (PER) ".

[16]
ITU-T Recommendation X.680 (2002-07): "Information technology – Abstract Syntax Notation One (ASN.1): Specification of basic notation".

[17]
ITU-T Recommendation X.681 (2002-07): "Information technology – Abstract Syntax Notation One (ASN.1): Information object specification".

[18]
3GPP TS 29.281: "General Packet Radio Service (GPRS); Tunnelling Protocol User Plane (GTPv1-U)".

[19]
3GPP TS 38.424: "NG-RAN; Xn data transport".

[20]
3GPP TS 38.414: "NG-RAN; NG data transport".

[21]
3GPP TS 38.412: "NG-RAN; NG Signalling Transport".

[22]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[23]
3GPP TS 32.422: "Trace control and configuration management".

[24]
3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception".

[25]
3GPP TS 36.104: "Base Station (BS) radio transmission and reception ".

[26]
3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical Channels and Modulation".

[27]
3GPP TS 36.101: "User Equipment (UE) radio transmission and reception".

[28]
3GPP TS 33.501: "Security architecture and procedures for 5G System".

[29]
3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture".

[30]
3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".

[31]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".

[32]
3GPP TS 25.413: "UTRAN Iu interface RANAP signalling".

[33]
3GPP TS 38.304: "NR; User Equipment (UE) procedures in Idle mode and RRC Inactive state".

[34]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".

[35]
3GPP TS 38.321: "NR; Medium Access Control (MAC) protocol specification".

[36]
3GPP TS 36.321: "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification".

[37]
IETF RFC 5905: "Network Time Protocol Version 4: Protocol and Algorithms Specification".

[38]
3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[39]
3GPP TS 38.211: "NR; Physical channels and modulation".
[40]
3GPP TS 38.213: "NR; Physical layer procedures for control".

[41]
3GPP TS 38.473: "NG-RAN; F1 application protocol (F1AP)".
[42]
3GPP TS 38.314: "NR; Layer 2 measurements".
[43]
3GPP TS 37.320: " Radio measurement collection for Minimization of Drive Tests (MDT),"
 [44]
3GPP TS 36.423: " Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 application protocol (X2AP)".

[xx]
3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes; Stage 3".

Skip unchanged part
9.2.3.92
Common Network Instance
This IE provides the common network instance to be used by the NG-RAN node when selecting a particular transport network resource as described in TS 23.501 [7] in a format common with 5GC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Common Network Instance
	M
	
	OCTET STRING
	The octets of OCTET STRING are encoded as the Network Instance field of the Network Instance IE specified in TS 29.244 [xx]


