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1 Introduction

CB: # 61_eNBarchEvo
- Endorse BL CRs if agreeable

- Check details of TP

- Rapporteur check group view on spec series: Turn 38.46x REL-17 specs into pointers to the new 37.4xx REL-17 specs in order to cover both E-UTRAN and NG-RAN, the new introduced 37.4xx specs which will be approved in March 22
 (CU - moderator)

Summary of offline disc in R3-215896
2 For the Chairman’s Notes
Propose the following:
3 Discussion
3.1 Discussion on the BLCRs

There is a set of baseline CRs [1]-[6] are submit for discussion.
Proposal: Endorse the baseline CRs in [1] to [6].

Please provide your comments for proposal in the table, if any.

	Company
	Comments

	
	

	
	

	
	


3.2 Discussion on the Text Proposals

There are set of text proposals for BLCRs [7]-[10] are submit for discussion.
1. Please provide your comments for the text proposal in [7]and fill in the table, if any.

	Company
	Comments

	
	

	
	

	
	


2. Please provide your comments for the text proposal in [8]and fill in the table, if any.

	Company
	Comments

	
	

	
	

	
	


3. Please provide your comments for the text proposal in [9]and fill in the table, if any.

	Company
	Comments

	
	

	
	

	
	


4. Please provide your comments for the text proposal in [10]and fill in the table, if any.

	Company
	Comments

	
	

	
	

	
	


3.3 Views on new series of 37.4xx
As the specifications of E1 interface, i.e. series of 38.46x, are supporting to cover both NG-RAN and E-UTRAN, RAN3 group are invited to share the views on whether to turn the series of 38.46x of E1 interface into the new series of 37.4xx from Rel-17. If agreed in RAN3 WG, the new specifications of 37.4xx for E1 interface will be submit to approve in March 2022 RAN#95e-meeting.
Please provide your comments for proposal in the table, if any.

	Company
	Comments
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