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1	Introduction
This F1AP TP captures the agreements from CB # 1901_Pos_Acc_Imp for the ARP Location Information and mirrors the associated NRPPa TP.
Annex A:	TP for TS 38.473 BL CR
Start of Text Proposal for TS 38.455 BL CR
[bookmark: _Toc534903085][bookmark: _Toc51763854][bookmark: _Toc64449024][bookmark: _Toc66289683][bookmark: _Toc74154796][bookmark: _Toc81383540][bookmark: _Toc88658173]9.3.1.166	Positioning Measurement Result 
[bookmark: _Hlk50384006]The purpose of this information element is to provide the measurement result(s).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning Measured Result Item
	
	1 .. <maxnoofPosMeas>
	
	
	
	

	>CHOICE Measured Results Value
	M
	
	
	
	
	

	>>UL Angle of Arrival
	M
	
	9.3.1.167
	
	-
	

	>>UL SRS-RSRP
	M
	
	INTEGER (0..126)
	
	-
	

	>>UL RTOA
	M
	
	UL RTOA Measurement
9.3.1.168
	
	-
	

	>>gNB Rx-Tx Time Difference
	M
	
	9.3.1.170
	
	-
	

	>>Zenith Angle of Arrival
	M
	
	9.3.1.Y2
	
	YES
	reject

	>Time Stamp
	M
	
	9.3.1.171
	
	-
	

	>Measurement Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Measurement Beam Information
	O
	
	9.3.1.173
	
	-
	

	>ARP ID
	O
	
	9.3.1.a2
	
	Yes
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.



Next Change
[bookmark: _Toc51763872][bookmark: _Toc64449042][bookmark: _Toc66289701][bookmark: _Toc74154814][bookmark: _Toc81383558][bookmark: _Toc88658191][bookmark: _Toc51776064][bookmark: _Toc56773086][bookmark: _Toc64447715][bookmark: _Toc74152371][bookmark: _Toc81323074]9.3.1.184	Geographical Coordinates
This information element contains the geographical coordinates for the TRP and any associated ARP(s).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE TRP Position Definition Type
	M
	
	
	

	>Direct
	
	
	
	

	>>CHOICE Accuracy
	M
	
	
	

	>>>normal accuracy
	
	
	
	

	>>>>TRP Position
	M
	
	NG-RAN Access Point Position
9.3.1.174
	The configured estimated geographical position of the antenna of the cell/TRP.

	>>>high accuracy
	
	
	
	

	>>>>TRP High Accuracy Access Position
	M
	
	NG-RAN High Accuracy Access Point Position
9.3.1.190
	The configured estimated geographical high accuracy position of the antenna of the cell/TRP.

	>Referenced
	
	
	
	

	>>Reference Point
	M
	
	9.3.1.188
	The reference point is used to derive the TRP position

	>>CHOICE Type
	M
	
	
	

	>>>Geodetic
	
	
	
	

	>>>>TRP Position Relative Geodetic
	M
	
	Relative Geodetic Location
9.3.1.186
	The configured estimated relative geodetic coordinate of the antenna of the cell/TRP

	>>>Cartesian
	
	
	
	

	>>>>TRP Position Relative Cartesian
	M
	
	Relative Cartesian Location
9.3.1.187
	The configured estimated relative Cartesian coordinate of the antenna of the cell/TRP

	DL-PRS Resource Coordinates
	O
	
	9.3.1.185
	DL-PRS Resource Coordinates relative to the TRP coordinate

	ARP Location Information
	O
	
	9.3.1.a1
	



Next Change
[bookmark: _Toc64447727][bookmark: _Toc74152383]9.3.1.a1	ARP Location Information
This IE contains the relative position of ARP(s) to the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	ARP Location Information
	
	1 
	
	

	>ARP Location Information Item
	
	1..<maxnoARPs>
	
	

	>>ARP ID
	M
	
	9.3.1.a2
	

	>>CHOICE ARP Location Type
	M
	
	 
	

	>>>geodetic
	
	
	
	

	>>>>ARP Position Relative Geodetic
	M
	
	Relative Geodetic Location
9.3.1.186
	

	>>>cartesian
	
	
	
	

	>>>>ARP Position Relative Cartesian
	M
	
	Relative Cartesian Location
9.3.1.187
	



	Range bound
	Explanation

	maxnoARPs
	Maximum no. of ARPs associated with a TRP. Value is [FFS].



Next Change
[bookmark: _Toc51776043][bookmark: _Toc56773065][bookmark: _Toc64447694][bookmark: _Toc74152350][bookmark: _Toc81323053]9.3.1.a2	ARP ID
This IE is used to uniquely identify an ARP associated with a TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	ARP Identifier
	M
	
	INTEGER (1..[FFS], …)
	



Next Change










Next Change
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc56773315]9.4.5	Information Element Definitions
** SKIPPING UNCHANGED TEXT **

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-OnDemandTRPPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-ARPLocationInfo,
	id-ARP-ID,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRACHReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoARPs

** SKIPPING UNCHANGED TEXT **

ARP-ID ::= INTEGER (1..FFS, ...)

ARPLocationInformation ::= SEQUENCE (SIZE (1..maxnoARPs)) OF ARPLocationInformation-Item

ARPLocationInformation-Item ::= SEQUENCE {
	aRP-ID				ARP-ID,
	aRPLocationType		ARPLocationType,
	iE-Extensions		ProtocolExtensionContainer { { ARPLocationInformation-ExtIEs} } OPTIONAL,
}

ARPLocationInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

ARPLocationType ::= CHOICE {
	aRPPositionRelativeGeodetic			RelativeGeodeticLocation,
	aRPPositionRelativeCartesian		RelativeCartesianLocation,
	choice-extension					ProtocolIE-SingleContainer { { ARPLocationType-ExtIEs } }
}

ARPLocationType-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

Associated-SCell-Item ::= SEQUENCE {
	sCell-ID		NRCGI,
	iE-Extensions	ProtocolExtensionContainer { { Associated-SCell-ItemExtIEs } }	OPTIONAL
}

Associated-SCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

** SKIPPING UNCHANGED TEXT **

GeographicalCoordinates ::= SEQUENCE {
	tRPPositionDefinitionType	TRPPositionDefinitionType,
	dLPRSResourceCoordinates	DLPRSResourceCoordinates	OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { GeographicalCoordinates-ExtIEs } } OPTIONAL
}

GeographicalCoordinates-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARPLocationInfo		CRITICALITY reject TYPE ARPLocationInfo 	PRESENCE optional},
	...
}

** SKIPPING UNCHANGED TEXT **

PosMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoofPosMeas)) OF PosMeasurementResultItem 

PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-ARP-ID				CRITICALITY ignore TYPE ARP-ID 				PRESENCE optional},
	...
}

Next Change
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc56773317]9.4.7	Constant Definitions
** SKIPPING UNCHANGED TEXT **

maxnoofPRSresources						INTEGER ::= 64
maxnoARPs								INTEGER ::=	FFS 

** SKIPPING UNCHANGED TEXT **

id-ResponseTime										ProtocolIE-ID ::= 1440
id-ARPLocationInfo									ProtocolIE-ID ::= xx
id-ARP-ID											ProtocolIE-ID ::= xx

End of Text Proposal for TS 38.473 BL CR

