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3. The encoding of the UE Tx TEG Association over NRPPa does not match RRC/LPP.

From TS 38.331 V17.1.0 (RRC):
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    nr-TimeStamp-r17             NR-TimeStamp-r17,
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	srs-PosResourceList-r17	SEQUENCE (SIZE (1..maxNumOfSRS-PosResources-r17)) OF INTEGER (0..maxNumOfSRS-PosResources-1-r17),
	...
}
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Start of modifications
[bookmark: _Toc105612244][bookmark: _Toc106109460][bookmark: _Toc534730100][bookmark: _Toc51775923][bookmark: _Toc56772945][bookmark: _Toc64447574][bookmark: _Toc74152230][bookmark: _Toc88654083][bookmark: _Toc99056132][bookmark: _Toc99959065][bookmark: _Toc105612246][bookmark: _Toc106109462]8.2.6	Positioning Information Exchange
[bookmark: _Toc534730099][bookmark: _Toc51775922][bookmark: _Toc56772944][bookmark: _Toc64447573][bookmark: _Toc74152229][bookmark: _Toc88654082][bookmark: _Toc99056131][bookmark: _Toc99959064][bookmark: _Toc105612245][bookmark: _Toc106109461]8.2.6.1	General
The Positioning Information Exchange procedure is initiated by the LMF to request to the NG-RAN node positioning information for the UE. This procedure applies only if the NG-RAN node is a gNB.
8.2.6.2	Successful Operation


Figure 8.2.6.2-1: Positioning Information Exchange procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the NG-RAN node.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the NG-RAN node shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the UE TEG Information Request IE is included in the POSITIONING INFORMATION REQUEST message and set to “onDemandtrue”, the NG-RAN node shall, if supported, provide the UE Tx TEG association in the POSITIONING INFORMATION RESPONSE message.
If the UE TEG Information Request IE is set to "periodic", the NG-RAN node shall, if supported, reply with the POSITIONING INFORMATION RESPONSE message without including any UE Tx TEG association in this message. The NG-RAN node shall then periodically initiate the Positioning Information Update procedure for reporting the UE Tx TEG association, with the requested reporting periodicity.
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8.2.7	Positioning Information Update
[bookmark: _Toc534730104][bookmark: _Toc51775927][bookmark: _Toc56772949][bookmark: _Toc64447578][bookmark: _Toc74152234][bookmark: _Toc88654087][bookmark: _Toc99056136][bookmark: _Toc99959069][bookmark: _Toc105612250][bookmark: _Toc106109466]8.2.7.1	General
The Positioning Information Update procedure is initiated by the NG-RAN node to indicate to the LMF that a change has occurred in the SRS configuration or in the UE Tx TEG association. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc534730105][bookmark: _Toc51775928][bookmark: _Toc56772950][bookmark: _Toc64447579][bookmark: _Toc74152235][bookmark: _Toc88654088][bookmark: _Toc99056137][bookmark: _Toc99959070][bookmark: _Toc105612251][bookmark: _Toc106109467]8.2.7.2	Successful Operation


Figure 8.2.7.2-1: Positioning Information Update procedure, successful operation
The NG-RAN node initiates the procedure by sending a POSITIONING INFORMATION UPDATE message to the LMF. If the SRS Configuration IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the updated SRS Configuration for the UE. If the SFN Initialisation Time IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the SFN Initialisation Time associated to the SRS Configuration.
If the UE Tx TEG Association List IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider it as the UE Tx TEG association for the SRS resources that have changed their TEG association during the latest reporting intervalsince the last update. 
Next modification


	

[bookmark: _Toc51775994][bookmark: _Toc56773016][bookmark: _Toc64447645][bookmark: _Toc74152301][bookmark: _Toc88654154][bookmark: _Toc99056216][bookmark: _Toc99959149][bookmark: _Toc105612335][bookmark: _Toc106109551]9.1.1.10	POSITIONING INFORMATION REQUEST
This message is sent by the LMF to request positioning information.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.27
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.2.70
	
	YES
	ignore

	UE TEG Information Request
	O
	
	ENUMERATED(onDemandtrue, periodic, stop, …)
	
	YES
	ignore

	UE TEG Reporting Periodicity
	C-ifUeTegInfoReqPeriodic
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, …)
	
	YES
	reject



	Condition
	Explanation

	ifUeTegInfoReqPeriodic
	This IE shall be present if the UE TEG Information Request IE is set to the value "periodic".



[bookmark: _Toc51775995][bookmark: _Toc56773017][bookmark: _Toc64447646][bookmark: _Toc74152302][bookmark: _Toc88654155][bookmark: _Toc99056217][bookmark: _Toc99959150][bookmark: _Toc105612336][bookmark: _Toc106109552]9.1.1.11	POSITIONING INFORMATION RESPONSE
This message is sent by the NG-RAN node to provide positioning information.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	[bookmark: _Hlk50141307]SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900 
9.2.36
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore

	UE Tx TEG Association List
	O
	
	9.2.78
	
	YES
	ignore
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[bookmark: _Toc51775997][bookmark: _Toc56773019][bookmark: _Toc64447648][bookmark: _Toc74152304][bookmark: _Toc88654157][bookmark: _Toc99056219][bookmark: _Toc99959152][bookmark: _Toc105612338][bookmark: _Toc106109554]9.1.1.13	POSITIONING INFORMATION UPDATE
This message is sent by the NG-RAN node to indicate that a change in the SRS configuration or UE Tx TEG association has occurred.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.2.36
	
	YES
	ignore

	UE Tx TEG Association List
	O
	
	9.2.78
	
	YES
	ignore



Next modification


	

[bookmark: _Toc99056324][bookmark: _Toc99959257][bookmark: _Toc105612443][bookmark: _Toc106109659]9.2.78	UE Tx TEG Association List
This information element contains the list of UE Tx TEG associations.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Tx TEG Association item
	
	1..<maxnoUETEGs>
	
	

	>UE Tx TEG ID
	M
	
	INTEGER (0..7)
	

	> Positioning SRS Resource ID List
	
	1
	
	

	>>Positioning SRS Resource ID Item
	
	1..<maxnoSRS-PosResourcesPerSet>
	
	

	>>>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	

	>Time Stamp
	M
	
	9.2.42
	

	>Carrier Frequency
	
	0..1
	
	Indicates the frequency of the positioning SRS resources

	>>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>>Offset to Carrier
	M
	
	INTEGER (0.2199, …)
	



	Range bound
	Explanation

	maxnoUETEGs
	Maximum no of reported UE Tx TEG associations. Value is 2568.

	maxnoSRS-PosResourcesPerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 6416.
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[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc64447733][bookmark: _Toc74152389][bookmark: _Toc88654243][bookmark: _Toc99056334][bookmark: _Toc99959267][bookmark: _Toc105612453][bookmark: _Toc106109669][bookmark: _Hlk107229975]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900,
	SpatialRelationPerSRSResource,
	MeasurementPeriodicityExtended,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation,
	UETxTEGAssociationList,
	TRP-PRS-Information-List,
	PRS-Measurements-Info-List,
	UE-TEG-Info-Request,
	MeasurementCharacteristicsRequestIndicator,
	MeasurementTimeOccasion,
	PRSConfigRequestType,
[bookmark: _Hlk103412595]	MeasurementAmount,
	PreconfigurationResult,
	RequestType,
	UE-TEG-ReportingPeriodicity

	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime,
	id-SRSSpatialRelationPerSRSResource,
	id-MeasurementPeriodicityExtended,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation,
	id-UETxTEGAssociationList,
	id-TRP-PRS-Information-List,
	id-PRS-Measurements-Info-List,
	id-UE-TEG-Info-Request,
	id-MeasurementCharacteristicsRequestIndicator,
	id-MeasurementTimeOccasion,
	id-PRSConfigRequestType,
[bookmark: _Hlk103412652]	id-MeasurementAmount,
	id-PreconfigurationResult,
	id-RequestType,
	id-UE-TEG-ReportingPeriodicity

** unchanged text skipped **

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional		}|
	{ ID id-UEReportingInformation					CRITICALITY ignore	TYPE UEReportingInformation							PRESENCE optional		}|
	{ ID id-UE-TEG-Info-Request						CRITICALITY ignore	TYPE UE-TEG-Info-Request								PRESENCE optional		}|
	{ ID id-UE-TEG-ReportingPeriodicity				CRITICALITY reject	TYPE UE-TEG-ReportingPeriodicity					PRESENCE conditional	},
-- The IE shall be present if the UE TEG Info Request IE is set to “periodic”
	...
}

** unchanged text skipped **

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationResponse-IEs}},
	...
}

PositioningInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
[bookmark: _Hlk49878632]	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional}|
	{ ID id-UETxTEGAssociationList			CRITICALITY ignore	TYPE UETxTEGAssociationList			PRESENCE optional},
	...
}

** unchanged text skipped **

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationUpdate-IEs}},
	...
}

PositioningInformationUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-SFNInitialisationTime		CRITICALITY ignore	TYPE RelativeTime1900			PRESENCE optional}|
	{ ID id-UETxTEGAssociationList			CRITICALITY ignore	TYPE UETxTEGAssociationList			PRESENCE optional},
	...
}
Next modification
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

** unchanged text skipped **

-- C

[bookmark: _Hlk50146266]CarrierFreq ::= SEQUENCE {
	pointA				INTEGER (0..3279165),
	offsetToCarrier		INTEGER (0..2199, ...),
	iE-Extensions		ProtocolExtensionContainer { {CarrierFreq-ExtIEs} } OPTIONAL,
	...
}

CarrierFreq-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	protocol			CauseProtocol,
	misc				CauseMisc,
	choice-Extension	ProtocolIE-Single-Container {{ Cause-ExtensionIE }}
}

** unchanged text skipped **

PosSRSResourceID-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResources)) OF SRSPosResourceID

PosSRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourceSets)) OF PosSRSResourceSet-Item

PosSRSResourceIDPerSet-List ::= SEQUENCE (SIZE (1..maxnoSRS-PosResourcePerSet)) OF SRSPosResourceID
 

PosSRSResourceSet-Item ::= SEQUENCE {
	possrsResourceSetID				INTEGER(0..15),
	possRSResourceIDPerSet-List			PosSRSResourceIDPerSet-List,
	posresourceSetType				PosResourceSetType,
	iE-Extensions		ProtocolExtensionContainer { { PosSRSResourceSet-Item-ExtIEs} }	OPTIONAL,
	...
}

PosSRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

** unchanged text skipped **

UE-TEG-ReportingPeriodicity ::= ENUMERATED {
	ms160,
	ms320,
	ms1280,
	ms2560,
	ms61440,
	ms81920,
	ms368640,
	ms737280,
	...
}

UETxTEGAssociationList ::= SEQUENCE (SIZE(1.. maxnoUETEGs)) OF UETxTEGAssociationItem

UETxTEGAssociationItem ::= SEQUENCE {
		uE-Tx-TEG-ID				INTEGER (0..7),
		posSRSResourceID-List		PosSRSResourceID-List,
		timeStamp					TimeStamp,
		carrierFreq					CarrierFreq				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UETxTEGAssociationItem-ExtIEs } } OPTIONAL,
	...
}

UETxTEGAssociationItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

SRSResourceID-Item ::= SEQUENCE {
	sRSResourceID                   SRSResourceID,
	iE-Extensions			ProtocolExtensionContainer { { SRSResourceID-Item-ExtIEs} }	OPTIONAL,
	...
}

SRSResourceID-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

UE-TEG-Info-Request ::= ENUMERATED {onDemandtrue, periodic, stop, ...}

Next modification
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

** unchanged text skipped **

[bookmark: _Hlk50048717][bookmark: _Hlk50053376][bookmark: _Hlk50147461][bookmark: _Hlk42767092]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 2568
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 24
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256

** unchanged text skipped **

id-LoS-NLoSInformation											ProtocolIE-ID ::= 80
id-UETxTEGAssociationList											ProtocolIE-ID ::= 81
id-NumberOfTRPRxTEG												ProtocolIE-ID ::= 82
id-NumberOfTRPRxTxTEG											ProtocolIE-ID ::= 83
id-TRPTxTEGAssociation											ProtocolIE-ID ::= 84
id-TRPTEGIDInformation											ProtocolIE-ID ::= 85
id-TRPRXTEGID													ProtocolIE-ID ::= 86
id-TRP-PRS-Information-List										ProtocolIE-ID ::= 87
id-PRS-Measurements-Info-List									ProtocolIE-ID ::= 88
id-PRSConfigRequestType											ProtocolIE-ID ::= 89
id-UE-TEG-Info-Request											ProtocolIE-ID ::= 90
id-MeasurementTimeOccasion										ProtocolIE-ID ::= 91
id-MeasurementCharacteristicsRequestIndicator					ProtocolIE-ID ::= 92
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94
id-MeasurementAmount											ProtocolIE-ID ::= 95
id-pathPower													ProtocolIE-ID ::= 96
id-PreconfigurationResult										ProtocolIE-ID ::= 97
id-RequestType													ProtocolIE-ID ::= 98
id-UE-TEG-ReportingPeriodicity									ProtocolIE-ID ::= xx

End of modifications
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