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-------------------------------------------------Start of changes-----------------------------------------------------------

[bookmark: _Toc99038909][bookmark: _Toc99731172][bookmark: _Toc105511303][bookmark: _Toc105927835][bookmark: _Toc106110375]9.3.1.230	RB Set Configuration
[bookmark: _Hlk97496939]This IE contains the RB Set Configuration. The IE is only applicable if the gNB-DU is an IAB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Subcarrier Spacing
	M
	
	ENUMERATED (kHz15, kHz30, kHz60, kHz120, kHz240, spare3, spare2, spare1, …)
	Subcarrier spacing used as reference for the RB set configuration.

	RB Set Size
	M
	
	ENUMERATED (rb2, rb4, rb8, rb16, rb32, rb64)
	Number of PRBs in each RB set. If the RB sets configuration do not cover the entire carrier bandwidth, the remaining RBs not part of an RB set configuration are considered as included in the last RB set.

	Number of RB Sets
	M
	
	INTEGER(1.. maxnoofRBsetsPerCell)
	Number of configured RB sets. The RB sets are contiguous and non-overlapping.
The start RB index of the first RB set is the lowest index of RB of the IAB-DU cell.



	Range bound
	Explanation

	maxnoofRBsetsPerCell
	Maximum no. of RB sets per IAB-DU cell. Value is 8.	
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