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/*---------------Start of Change-----------*/
[bookmark: _Toc98868323][bookmark: _Toc105174609][bookmark: _Toc106109446]9.2.1.39	MBS Mapping and Data Forwarding Request Info from source NG-RAN node
This IE contains information from a source NG-RAN node regarding MBS QoS flow to MRB and data forwarding information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Mapping and Data Forwarding Request Info from source NG-RAN node
	
	1 .. <maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.2.3.145
	

	>MBS QoS Flow List
	
	1..<maxnoofMBSQoSflows>
	
	

	>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.2.3.10
	

	>MRB Progress Information
	O
	
	9.2.3.147
	The PDCP SN information of the last packet which has already been delivered to the UE for the MRB. 



	Range bound
	Explanation

	maxnoofMBSQoSFlows
	Maximum no. of QoS flows allowed within one MBS session. Value is 64.

	maxnoofMRBs
	Maximum no. of MRBs allowed for one MBS Session. Value is 32. 



[bookmark: _Toc98868324][bookmark: _Toc105174610][bookmark: _Toc106109447]9.2.1.40	MBS Data Forwarding Response Info from target NG-RAN node
This IE contains TNL information for the establishment of data forwarding tunnels towards the target NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Data Forwarding Response Info from target NG-RAN node
	
	1..<maxnoofMRBs>
	
	

	>MRB ID
	M
	
	9.2.3.145
	

	>DL Forwarding UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	

	>MRB Progress Information
	O
	
	9.2.3.147
	The PDCP SN information of the last packet which has already been delivered to the UE for the MRB.This IE includes the information of the oldest packet available at the target NG-RAN node for the MRB.



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRBs. Value is 32.



/*---------------End of Change-----------*/

