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-------------------------------------------Change 1-------------------------------------------
8.3.4
UE Context Modification (gNB-CU initiated)

8.3.4.1
General

The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

Upon reception of the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall perform the modifications, and if successful reports the update in the UE CONTEXT MODIFICATION RESPONSE message.
<unchanged part is omitted>

If the SCG Activation Request IE is included in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU may use it to configure SCG resources as specified in TS 37.340 [7] , and if supported, shall include the SCG Activation Status IE in the UE CONTEXT MODIFICATION RESPONSE message.

If the CG-SDT Query Indication IE is included in the UE CONTEXT MODIFICATION REQUEST message and set to ‘true’, the gNB-DU shall, if supported, provide the CG-SDT related resource configuration for the bearers indicated as SDT bearers in the SDT-MACPHY-Config IE within the DU to CU RRC Information IE contained in the UE CONTEXT MODIFICATION RESPONSE message to the gNB-CU. 

If the 5G ProSe Authorized IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, update its 5G ProSe services authorization information for the UE accordingly. If the 5G ProSe Authorized IE includes one or more IEs set to "not authorized", the gNB-DU shall, if supported, initiate actions to ensure that the UE is no longer accessing the relevant service(s).

If the SDT Bearer Configuration Query Indication IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall, if supported, provide the RLC bearer configuration in the SDT Bearer Configuration Info IE in the UE CONTEXT MODIFICATION RESPONSE message for each bearer indicated as SDT bearer.
<unchanged part is omitted>
-------------------------------------------Next Change-------------------------------------------
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<unchanged part is omitted>

	Management Based MDT PLMN Modification List
	O
	
	MDT PLMN Modification  List

9.3.1.274
	
	YES
	ignore

	SDT Bearer Configuration Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore


-------------------------------------------Next Change-------------------------------------------
9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-DU to confirm the modification of a UE context.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	<unchanged part is omitted>

	PC5 RLC Channel Failed to be Modified List
	
	0..1
	
	
	YES
	ignore

	>PC5 RLC Channel Failed to be Modified Item IEs
	
	1 .. <maxnoofPC5RLCChannels>
	
	
	-
	

	>>PC5 RLC Channel ID
	M
	
	9.3.1.265
	
	-
	

	>>Remote UE Local ID
	O
	
	9.3.1.267
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	

	SDT Bearer Configuration Info
	O
	
	9.3.1.x
	
	YES
	ignore


9.3.1.x
SDT Bearer Configuration Info
This IE contains RLC bearer configuration of each SDT bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SDT Bearer Config List
	
	1
	
	

	>SDT Bearer Config Item IEs
	
	1 .. <maxnoofSDTBearers>
	
	

	>>CHOICE SDT Bearer Type
	M
	
	
	

	 >>>SRB
	
	
	
	

	  >>>>SRB ID
	M
	
	9.3.1.7
	

	 >>>DRB
	
	
	
	

	  >>>>DRB ID
	M
	
	9.3.1.8
	

	>>SDT RLC Bearer Configuration
	M
	
	OCTET STRING
	RLC-BearerConfig IE defined in subclause 6.3.2 of TS 38.331 [8]


	Range bound
	Explanation

	maxnoofSDTBearers
	Maximum no. of SDT bearers. Value is the summation of maximum numbers of DRBs and SRBs, i.e., 72.


-------------------------------------------Next Change -------------------------------------------
9.4.4
PDU Definitions

<unchanged part is omitted>

BAP-Header-Rewriting-Removed-List-Item,


SLDRXCycleList,


MDTPLMNModificationList,

ActivationRequestType,


PosMeasGapPreConfigList,

SDTBearerConfigurationQueryIndication,

SDTBearerConfigurationInfo
<unchanged part is omitted>

id-BAP-Header-Rewriting-Removed-List,


id-BAP-Header-Rewriting-Removed-List-Item,


id-SLDRXCycleList,

id-ManagementBasedMDTPLMNModificationList,

id-ActivationRequestType,


id-PosMeasGapPreConfigList,

id-SDTBearerConfigurationQueryIndication,

id-SDTBearerConfigurationInfo,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,

maxnoofIndividualF1ConnectionsToReset,
<unchanged part is omitted>
-- **************************************************************

--

-- UE Context Modification ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-SpCell-ID







CRITICALITY ignore
TYPE NRCGI











PRESENCE optional
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE optional
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE optional
}|


{ ID id-TransmissionActionIndicator



CRITICALITY ignore
TYPE TransmissionActionIndicator




PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-RRCReconfigurationCompleteIndicator

CRITICALITY ignore
TYPE RRCReconfigurationCompleteIndicator


PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY reject
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-SCell-ToBeSetupMod-List




CRITICALITY ignore
TYPE SCell-ToBeSetupMod-List






PRESENCE optional
}|

{ ID id-SCell-ToBeRemoved-List




CRITICALITY ignore
TYPE SCell-ToBeRemoved-List 






PRESENCE optional }|

{ ID id-SRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE SRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE DRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeReleased-List




CRITICALITY reject
TYPE SRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeReleased-List




CRITICALITY reject
TYPE DRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-DRXConfigurationIndicator



CRITICALITY ignore
TYPE DRXConfigurationIndicator





PRESENCE optional
}|


{ ID id-RLCFailureIndication




CRITICALITY ignore
TYPE RLCFailureIndication







PRESENCE optional
}|


{ ID id-UplinkTxDirectCurrentListInformation
CRITICALITY ignore
TYPE UplinkTxDirectCurrentListInformation

PRESENCE optional
}|


{ ID id-GNB-DUConfigurationQuery



CRITICALITY reject
TYPE GNB-DUConfigurationQuery





PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE optional
}|


{ ID id-ExecuteDuplication





CRITICALITY ignore
TYPE ExecuteDuplication








PRESENCE optional}|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|

{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-NeedforGap







CRITICALITY ignore
TYPE NeedforGap










PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-LowerLayerPresenceStatusChange


CRITICALITY ignore
TYPE LowerLayerPresenceStatusChange



PRESENCE optional
}|


{ ID id-BHChannels-ToBeSetupMod-List


CRITICALITY reject
TYPE BHChannels-ToBeSetupMod-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeModified-List


CRITICALITY reject
TYPE BHChannels-ToBeModified-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeReleased-List


CRITICALITY reject
TYPE BHChannels-ToBeReleased-List




PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetupMod-List



CRITICALITY reject
TYPE SLDRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeModified-List



CRITICALITY reject
TYPE SLDRBs-ToBeModified-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeReleased-List



CRITICALITY reject
TYPE SLDRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-ConditionalIntraDUMobilityInformation
CRITICALITY reject
TYPE ConditionalIntraDUMobilityInformation

PRESENCE optional}|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|

{ ID id-SCGIndicator






CRITICALITY ignore
TYPE SCGIndicator









PRESENCE optional
}|


{ ID id-IABConditionalRRCMessageDeliveryIndication



CRITICALITY reject
TYPE IABConditionalRRCMessageDeliveryIndication






PRESENCE optional
}|


{ ID id-F1CTransferPathNRDC





CRITICALITY reject
TYPE F1CTransferPathNRDC







PRESENCE optional }|

{ ID id-MDTPollutedMeasurementIndicator


CRITICALITY ignore
TYPE MDTPollutedMeasurementIndicator



PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore
TYPE SCGActivationRequest







PRESENCE optional }|


{ ID id-CG-SDTQueryIndication




CRITICALITY ignore
TYPE CG-SDTQueryIndication






PRESENCE optional
}|


{ ID id-FiveG-ProSeAuthorized




CRITICALITY ignore
TYPE FiveG-ProSeAuthorized






PRESENCE optional }|


{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate
CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-FiveG-ProSePC5LinkAMBR




CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-UpdatedRemoteUELocalID




CRITICALITY ignore
TYPE RemoteUELocalID



 




PRESENCE optional
}|


{ ID id-UuRLCChannelToBeSetupList



CRITICALITY reject
TYPE UuRLCChannelToBeSetupList





PRESENCE optional}|


{ ID id-UuRLCChannelToBeModifiedList


CRITICALITY reject
TYPE UuRLCChannelToBeModifiedList




PRESENCE optional}|


{ ID id-UuRLCChannelToBeReleasedList


CRITICALITY reject
TYPE UuRLCChannelToBeReleasedList




PRESENCE optional}|


{ ID id-PC5RLCChannelToBeSetupList



CRITICALITY reject
TYPE PC5RLCChannelToBeSetupList





PRESENCE optional}|


{ ID id-PC5RLCChannelToBeModifiedList


CRITICALITY reject
TYPE PC5RLCChannelToBeModifiedList




PRESENCE optional}|


{ ID id-PC5RLCChannelToBeReleasedList


CRITICALITY reject
TYPE PC5RLCChannelToBeReleasedList




PRESENCE optional}|


{ ID id-PathSwitchConfiguration




CRITICALITY ignore
TYPE PathSwitchConfiguration



 


PRESENCE optional
}|

{ ID id-GNBDUUESliceMaximumBitRateList


CRITICALITY ignore
TYPE GNBDUUESliceMaximumBitRateList



PRESENCE optional }|

{ ID id-MulticastMBSSessionSetupList


CRITICALITY reject
TYPE MulticastMBSSessionList






PRESENCE optional }|

{ ID id-MulticastMBSSessionRemoveList


CRITICALITY reject
TYPE MulticastMBSSessionList






PRESENCE optional }|

{ ID id-UE-MulticastMRBs-ToBeSetup-List


CRITICALITY reject
TYPE UE-MulticastMRBs-ToBeSetup-List



PRESENCE optional
}|


{ ID id-UE-MulticastMRBs-ToBeReleased-List

CRITICALITY reject
TYPE UE-MulticastMRBs-ToBeReleased-List


PRESENCE optional
}|

{ ID id-SLDRXCycleList






CRITICALITY ignore  TYPE SLDRXCycleList 









PRESENCE optional }|

{ ID id-ManagementBasedMDTPLMNModificationList
CRITICALITY ignore
TYPE MDTPLMNModificationList






PRESENCE optional }|

{ ID id-SDTBearerConfigurationQueryIndication
CRITICALITY ignore
TYPE SDTBearerConfigurationQueryIndication



PRESENCE optional },

...

} 

<unchanged part is omitted>
-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE

--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID







PRESENCE mandatory
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer
PRESENCE optional
}|


{ ID id-DUtoCURRCInformation




CRITICALITY reject
TYPE DUtoCURRCInformation






PRESENCE optional}|


{ ID id-DRBs-SetupMod-List





CRITICALITY ignore
TYPE DRBs-SetupMod-List







PRESENCE optional}|


{ ID id-DRBs-Modified-List





CRITICALITY ignore
TYPE DRBs-Modified-List







PRESENCE optional}|


{ ID id-SRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-DRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE DRBs-FailedToBeSetupMod-List



PRESENCE optional
}|


{ ID id-SCell-FailedtoSetupMod-List



CRITICALITY ignore
TYPE SCell-FailedtoSetupMod-List



PRESENCE optional
}|


{ ID id-DRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE DRBs-FailedToBeModified-List



PRESENCE optional
}|


{ ID id-InactivityMonitoringResponse


CRITICALITY reject
TYPE InactivityMonitoringResponse



PRESENCE optional
}|


{ ID id-CriticalityDiagnostics




CRITICALITY ignore
TYPE CriticalityDiagnostics





PRESENCE optional
}|


{ ID id-C-RNTI








CRITICALITY ignore
TYPE C-RNTI










PRESENCE optional
}|


{ ID id-Associated-SCell-List




CRITICALITY ignore  TYPE Associated-SCell-List





PRESENCE optional
}|


{ ID id-SRBs-SetupMod-List





CRITICALITY ignore
TYPE SRBs-SetupMod-List







PRESENCE optional
}|


{ ID id-SRBs-Modified-List





CRITICALITY ignore
TYPE SRBs-Modified-List







PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration







PRESENCE optional
}|


{ ID id-BHChannels-SetupMod-List



CRITICALITY ignore
TYPE BHChannels-SetupMod-List




PRESENCE optional}|


{ ID id-BHChannels-Modified-List



CRITICALITY ignore
TYPE BHChannels-Modified-List




PRESENCE optional}|


{ ID id-BHChannels-FailedToBeSetupMod-List

CRITICALITY ignore
TYPE BHChannels-FailedToBeSetupMod-List

PRESENCE optional
}|


{ ID id-BHChannels-FailedToBeModified-List

CRITICALITY ignore
TYPE BHChannels-FailedToBeModified-List

PRESENCE optional
}|


{ ID id-SLDRBs-SetupMod-List




CRITICALITY ignore
TYPE SLDRBs-SetupMod-List






PRESENCE optional
}|


{ ID id-SLDRBs-Modified-List




CRITICALITY ignore
TYPE SLDRBs-Modified-List






PRESENCE optional
}|


{ ID id-SLDRBs-FailedToBeSetupMod-List


CRITICALITY ignore
TYPE SLDRBs-FailedToBeSetupMod-List


PRESENCE optional
}|


{ ID id-SLDRBs-FailedToBeModified-List


CRITICALITY ignore
TYPE SLDRBs-FailedToBeModified-List


PRESENCE optional
}|


{ ID id-requestedTargetCellGlobalID



CRITICALITY reject
TYPE NRCGI










PRESENCE optional}|


{ ID id-SCGActivationStatus





CRITICALITY ignore
TYPE SCGActivationStatus








PRESENCE optional }|


{ ID id-UuRLCChannelSetupList




CRITICALITY ignore
TYPE UuRLCChannelSetupList





PRESENCE optional}|


{ ID id-UuRLCChannelFailedToBeSetupList


CRITICALITY ignore
TYPE UuRLCChannelFailedToBeSetupList


PRESENCE optional}|


{ ID id-UuRLCChannelModifiedList



CRITICALITY ignore
TYPE UuRLCChannelModifiedList




PRESENCE optional}|


{ ID id-UuRLCChannelFailedToBeModifiedList

CRITICALITY ignore
TYPE UuRLCChannelFailedToBeModifiedList

PRESENCE optional}|


{ ID id-PC5RLCChannelSetupList




CRITICALITY ignore
TYPE PC5RLCChannelSetupList





PRESENCE optional}|


{ ID id-PC5RLCChannelFailedToBeSetupList

CRITICALITY ignore
TYPE PC5RLCChannelFailedToBeSetupList


PRESENCE optional}|


{ ID id-PC5RLCChannelModifiedList



CRITICALITY ignore
TYPE PC5RLCChannelModifiedList




PRESENCE optional}|


{ ID id-PC5RLCChannelFailedToBeModifiedList

CRITICALITY ignore
TYPE PC5RLCChannelFailedToBeModifiedList

PRESENCE optional}|

{ ID id-SDTBearerConfigurationInfo



CRITICALITY ignore
TYPE SDTBearerConfigurationInfo



PRESENCE optional },


...

}

9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,

<unchanged part is omitted>

maxnoofUuRLCChannels,


maxnoofPC5RLCChannels,

maxnoofSMBRValues,


maxnoofMBSSessionsofUE,

maxnoofSLdestinations,

maxnoofNSAGs,

maxnoofSDTBearers
FROM F1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM F1AP-CommonDataTypes


ProtocolExtensionContainer{},


F1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

<unchanged part is omitted>
-- S

<unchanged part is omitted>
SCS-SpecificCarrier ::=            SEQUENCE {

    offsetToCarrier                     INTEGER (0..2199,...),

    subcarrierSpacing                   ENUMERATED {kHz15, kHz30, kHz60, kHz120,...},

    carrierBandwidth                    INTEGER (1..275,...),


iE-Extensions





ProtocolExtensionContainer { { SCS-SpecificCarrier-ExtIEs } } OPTIONAL

}

SCS-SpecificCarrier-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
SDTBearerConfigurationQueryIndication ::=
ENUMERATED {true, ...}
SDTBearerConfiguationInfo ::= SEQUENCE {


sDTBearerConfig-List


SDTBearerConfig-List,


iE-Extensions




ProtocolExtensionContainer { { SDTBearerConfiguationInfo-ExtIEs } } OPTIONAL

}

SDTBearerConfiguationInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

SDTBearerConfig-List ::= SEQUENCE (SIZE(1..maxnoofSDTBearers)) OF SDTBearerConfig-List-Item

SDTBearerConfig-List-Item ::= SEQUENCE{


sDTBearerType 






SDTBearerType,


sDTRLCBearerConfiguration       


SDTRLCBearerConfiguration,


iE-Extensions


ProtocolExtensionContainer {{ SDTBearerConfig-List-Item-ExtIEs}}

OPTIONAL

}

SDTBearerConfig-List-Item-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
SDTBearerType ::= CHOICE {


sRB




SRBID,


dRB




DRBID,


choice-extension



ProtocolIE-SingleContainer {{ SDTBearerType-ExtIEs }}

}

SDTBearerType-ExtIEs F1AP-PROTOCOL-IES ::= {


...

}
SDT-MACPHY-Config ::= OCTET STRING

SDTInformation ::= SEQUENCE {


sdtIndicator




ENUMERATED {true,...},


sdtAssistantInformation


ENUMERATED {singlepacket, multiplepackets,...}
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SDTInformation-ExtIEs } } OPTIONAL

}

SDTInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

SDTRLCBearerConfiguration ::= OCTET STRING

9.4.7
Constant Definitions

<unchanged part is omitted>
maxnoElevationAngles




INTEGER ::= 1801

maxnoofPRSTRPs






INTEGER ::= 256
maxnoofQoEInformation




INTEGER ::= 16
maxnoofUuRLCChannels




INTEGER ::= 32
maxnoofPC5RLCChannels




INTEGER ::= 512
maxnoofSMBRValues





INTEGER ::= 8
maxnoofMRBsforUE





INTEGER ::= 64

maxnoofMBSSessionsofUE




INTEGER ::= 256
maxnoofSLdestinations




INTEGER ::= 32

maxnoofNSAGs






INTEGER ::= 256
maxnoofSDTBearers





INTEGER ::= 72
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-Cells-Failed-to-be-Activated-List



ProtocolIE-ID ::= 1

id-Cells-Failed-to-be-Activated-List-Item


ProtocolIE-ID ::= 2

<unchanged part is omitted>
id-BroadcastAreaScope







ProtocolIE-ID ::= 646
id-ManagementBasedMDTPLMNModificationList 


ProtocolIE-ID ::= 647

id-SIB15-message








ProtocolIE-ID ::= 648
id-ActivationRequestType







ProtocolIE-ID ::= 649

id-PosMeasGapPreConfigList






ProtocolIE-ID ::= 650
id-SDTBearerConfigurationQueryIndication


ProtocolIE-ID ::= xxx
id-SDTBearerConfigurationInfo





ProtocolIE-ID ::= xxx
END

-- ASN1STOP 

