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	Reason for change:
	1) PosMeasGapPreConfigToReleaseList-r17 is defined in 38.331 v17.1.0 instead of PosMeasGapPreConfigToRemoveList-r17
2) In the current semantics description for PosMeasGapPreConfigList, PosMeasGapPreConfigToAddModList-r17 and PosMeasGapPreConfigToReleaseList-r17 can be included in PosMeasGapPreConfigList.  However, the CU cannot identify whether the PosMeasGapPreConfigList contains only one or both of two IEs in accordance with 38.331. 

The following is a MeasGapConfig IE from 38.331 v17.1.0.

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapToAddModList-r17           SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF GapConfig-r17                    OPTIONAL,   -- Need N
    gapToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    posMeasGapPreConfigToAddModList-r17      PosMeasGapPreConfigToAddModList-r17                                OPTIONAL,   -- Need N
    posMeasGapPreConfigToReleaseList-r17     PosMeasGapPreConfigToReleaseList-r17                               OPTIONAL    -- Need N
    ]]

}
This CR is NBC.    


	
	

	Summary of change:
	Modify the PosMeasGapPreConfigList IE with a sequence of two optional OCTET STRING IEs to include PosMeasGapPreConfigToAddModList-r17 with PosMeasGapPreConfigToReleaseList-r17 IE defined in 38.331, respectively.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only clarifies the positioning gap configuration.


	
	

	Consequences if not approved:
	1) The DU cannot release a positioning gap pattern because an incorrect RRC IE is referred.
2) The CU may not be able to decode the PosMeasGapPreConfigList including both PosMeasGapPreConfigToAddModList-r17 and PosMeasGapPreConfigToReleaseList-r17.
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[bookmark: _Toc51775999][bookmark: _Toc56773021][bookmark: _Toc64447650][bookmark: _Toc74152306][bookmark: _Toc88654159][bookmark: _Toc99038640][bookmark: _Toc99730903][bookmark: _Toc105511032][bookmark: _Toc105927564][bookmark: _Toc106110104]9.2.12.31	MEASUREMENT PRECONFIGURATION CONFIRM
This message is sent by an gNB-DU to gNB-CU to confirm successful configuration of measurement gap or PRS processing window of the UE.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	PosMeasGapPreConfigList
	O
	[bookmark: _GoBack]0..1
	OCTET STRING
	PosMeasGapPreConfigToAddModList-r17 and/or PosMeasGapPreConfigToRemoveList-r17 as defined in TS 38.331 [8].
	YES
	Ignore

	>PosMeasGapPreConfigToAddModList
	O
	
	OCTET STRING
	PosMeasGapPreConfigToAddModList-r17 as defined in TS 38.331 [8]
	YES
	Ignore

	>PosMeasGapPreConfigToReleaseList
	O
	
	OCTET STRING
	PosMeasGapPreConfigToReleaseList-r17 as defined in TS 38.331 [8]
	YES
	Ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore





[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

<Unchanged text omitted>

PosMeasGapPreConfigList ::= OCTET STRINGSEQUENCE {
	posMeasGapPreConfigToAddModList				OCTET STRING					OPTIONAL,
	posMeasGapPreConfigToReleaseList			OCTET STRING					OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasGapPreConfigList-ExtIEs} } OPTIONAL
}

PosMeasGapPreConfigList-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementPeriodicity ::= ENUMERATED
{ms120, ms240, ms480, ms640, ms1024, ms2048, ms5120, ms10240, min1, min6, min12, min30, ..., ms20480, ms40960, extended }


MeasurementPeriodicityExtended ::= ENUMERATED {ms160, ms320, ms1280, ms2560, ms61440, ms81920,	ms368640, ms737280, ms1843200,	...}

PosMeasurementQuantities ::= SEQUENCE (SIZE(1.. maxnoofPosMeas)) OF PosMeasurementQuantities-Item

PosMeasurementQuantities-Item ::= SEQUENCE {
	posMeasurementType					PosMeasurementType,
	timingReportingGranularityFactor	INTEGER (0..5) OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { PosMeasurementQuantities-ItemExtIEs} } OPTIONAL
}
