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1. Overall Description:
Regarding the deferred Low Power Periodic and Triggered 5GC-MT-LR procedures that RAN2 has defined for UL positioning measurements, RAN3 wonders whether a UE RRC state can be changed during the positioning session in Rel-17 (some example scenarios shown in Annex). 
 
2. Actions:
To RAN2 group.
ACTION: 	RAN3 respectfully asks RAN2 to provide answers accordingly.

3. Date of Next RAN WG3 Meetings:
RAN3 Meeting #117bis-e      October 10 – 18, 2022 		Electronic Meeting
RAN3 Meeting #118  	     November 14 – 18, 2022		TBD


Annex 
LCS event is detected during RRC CONNECTED and LCS event report is sent, and then when the serving gNB receives NRPPa Positioning Information Request message from LMF for UL positioning, the serving gNB may have decided to move the UE to INACTIVE state:


Figure 1: Low Power Periodic and Triggered 5GC-MT-LR Procedure when event is detected during RRC CONNECTED and LCS event report is sent, then gNB decides to move the UE into INACTIVE

LCS event is detected during INACTIVE and LCS event report is sent using SDT, and then the serving gNB later may decide to move the UE to RRC CONNECTED state:


Figure 2: Low Power Periodic and Triggered 5GC-MT-LR Procedure with SDT when event is detected during RRC INACTIVE and then gNB decides to move the UE into RRC CONNECTED
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