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8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, Uu Relay RLC channel, PC5 Relay RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. The gNB-CU shall perform RRC Reconfiguration or RRC connection resume as described in TS 38.331 [8]. The CellGroupConfig IE shall transparently be signaled to the UE as specified in TS 38.331 [8]

Not modified
If DC Based Duplication Configured IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall regard that DC based PDCP duplication is configured for this DRB if the value is set to be "true" and it should take the responsibility of PDCP duplication activation/deactivation. If DC Based Duplication Activation IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU should take it into account when activating/deactivating DC based PDCP duplication for this DRB. If the RLC Duplication State List IE is included in the RLC Duplication Information IE contained in the UE CONTEXT SETUP REQUEST message for a DRB, the gNB-DU shall, if supported, take it into account when activating/deactivating DC based PDCP duplication for the DRB with more than two RLC entities. If the Primary Path Indication IE is included in the RLC Duplication Information IE, the gNB-DU shall, if supported, take it into account when performing DC based PDCP duplication for the DRB with more than two RLC entities.

If UL PDCP SN length IE is included in the UE CONTEXT SETUP REQUEST message for a DRB, gNB-DU shall, if supported, store this information and use it for lower layer configuration.
If the Allowed NSSAI IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU may take it into account to select the RACH resources.
For EN-DC operation, and if the Subscriber Profile ID for RAT/Frequency priority IE is received from an MeNB, the UE CONTEXT SETUP REQUEST message shall contain the Subscriber Profile ID for RAT/Frequency priority IE. If the Additional RRM Policy Index IE is received from an MeNB, the UE CONTEXT SETUP REQUEST message shall, if supported, contain the Additional RRM Policy Index IE. The gNB-DU shall store the received Subscriber Profile ID for RAT/Frequency priority in the UE context and use it as defined in TS 36.300 [20]. The gNB-DU shall, if supported, store the received Additional RRM Policy Index in the UE context and use it as defined in TS 36.300 [20].

Not modified
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	ServCellIndex
	M
	
	INTEGER (0..31,...)
	
	YES
	reject

	SpCell UL Configured
	O
	
	Cell UL Configured

9.3.1.33
	
	YES
	ignore

	CU to DU RRC Information
	M
	
	9.3.1.25
	
	YES
	reject

	· - -
	
	
	
	
	
	

	Multicast MBS Session Setup List
	O
	
	Multicast MBS Session List 9.3.1.272
	The list of MBS Session ID that UE has joined.
	YES
	reject

	UE Multicast MRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>UE Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBsforUE> 
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	MRB ID for the UE.
	-
	

	>>MBS PTP Retransmission Tunnel Required
	O
	
	9.3.2.10
	
	-
	

	>>MBS PTP Forwarding Tunnel Required Information
	O
	
	MRB Progress Information 9.3.2.12
	
	-
	

	>>Source MRB ID
	O
	
	9.3.1.224

MRB ID
	In case of inter-DU handover, indicates the MRB ID provided to the UE in the source cell.
	-
	ignore

	Allowed NSSAI
	O
	
	9.3.1.x
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 32.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofULUPTNLInformation
	Maximum no. of ULUP TNL Information allowed towards one DRB, the maximum value is 2.

	maxnoofCandidateSpCells
	Maximum no. of SpCells allowed towards one UE, the maximum value is 64.

	maxnoofQoSFlows
	Maximum no. of flows allowed to be mapped to one DRB, the maximum value is 64.

	maxnoofBHRLCChannels
	Maximum no. of BH RLC channels allowed towards one IAB-node, the maximum value is 65536.

	maxnoofSLDRBs
	Maximum no. of SL DRB allowed for NR sidelink communication per UE, the maximum value is 512.

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flow allowed towards one UE for NR sidelink communication, the maximum value is 2048.

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional UP TNL Information allowed towards one DRB, the maximum value is 2. 

	maxnoofUuRLCChannels
	Maximum no. of Uu Relay RLC channels for L2 U2N relaying per Relay UE, the maximum value is 32.

	maxnoofPC5RLCChannels
	Maximum no. of PC5 Relay RLC channels allowed for L2 U2N relaying per Remote UE or Relay UE, the maximum value is 512.

	maxnoofMRBsforUE
	Maximum no. of multicast MRB allowed towards one UE, the maximum value is 64.


	Condition
	Explanation

	ifDRBSetup
	This IE shall be present only if the DRB to Be Setup List IE is present.

	ifCHOmod
	This IE shall be present if the CHO Trigger IE is present and set to "CHO-replace".


Not modified
9.3.1.x
Allowed NSSAI

This IE contains the allowed NSSAI.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allowed S-NSSAI List
	
	1
	
	

	>Allowed S-NSSAI Item
	
	1..<maxnoofAllowedS-NSSAIs>
	
	

	>>S-NSSAI
	M
	
	9.3.1.38
	


	Range bound
	Explanation

	maxnoofAllowedS-NSSAIs
	Maximum no. of allowed S-NSSAI. Value is 8.


Not modified
9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


BroadcastMRBs-FailedToBeModified-Item,


BroadcastMRBs-FailedToBeSetup-Item,


BroadcastMRBs-FailedToBeSetupMod-Item,


BroadcastMRBs-Modified-Item,

Not modified
FROM F1AP-Containers

id-AllowedNSSAI,


id-BroadcastMRBs-FailedToBeModified-List,


id-BroadcastMRBs-FailedToBeModified-Item,


id-BroadcastMRBs-FailedToBeSetup-List,


id-BroadcastMRBs-FailedToBeSetup-Item,

Not modified
-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NRCGI











PRESENCE mandatory
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE mandatory}|

{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List






PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List







PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY ignore
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional
}|


{ ID id-ServingPLMN







CRITICALITY ignore
TYPE PLMN-Identity









PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE conditional }|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|


{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-new-gNB-CU-UE-F1AP-ID




CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional }|


{ ID id-RANUEID








CRITICALITY ignore
TYPE RANUEID










PRESENCE optional
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-BHChannels-ToBeSetup-List



CRITICALITY reject
TYPE BHChannels-ToBeSetup-List





PRESENCE optional
}|


{ ID id-ConfiguredBAPAddress




CRITICALITY reject
TYPE BAPAddress










PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetup-List




CRITICALITY reject
TYPE SLDRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-ConditionalInterDUMobilityInformation
CRITICALITY reject
TYPE ConditionalInterDUMobilityInformation

PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList



CRITICALITY ignore
TYPE 

MDTPLMNList








PRESENCE optional }|


{ ID id-ServingNID







CRITICALITY reject
TYPE NID











PRESENCE optional }|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|


{ ID id-F1CTransferPathNRDC





CRITICALITY reject
TYPE F1CTransferPathNRDC







PRESENCE optional }|


{ ID id-MDTPollutedMeasurementIndicator


CRITICALITY ignore
TYPE MDTPollutedMeasurementIndicator



PRESENCE optional }|


{ ID id-SCGActivationRequest




CRITICALITY ignore
TYPE SCGActivationRequest







PRESENCE optional }|


{ ID id-CG-SDTSessionInfoOld




CRITICALITY ignore
TYPE CG-SDTSessionInfo








PRESENCE optional }|


{ ID id-FiveG-ProSeAuthorized




CRITICALITY ignore
TYPE FiveG-ProSeAuthorized






PRESENCE optional }|


{ ID id-FiveG-ProSeUEPC5AggregateMaximumBitrate
CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-FiveG-ProSePC5LinkAMBR




CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-UuRLCChannelToBeSetupList



CRITICALITY reject
TYPE UuRLCChannelToBeSetupList





PRESENCE optional}|


{ ID id-PC5RLCChannelToBeSetupList



CRITICALITY reject
TYPE PC5RLCChannelToBeSetupList





PRESENCE optional}|


{ ID id-PathSwitchConfiguration




CRITICALITY ignore
TYPE PathSwitchConfiguration



 


PRESENCE optional
}|

{ ID id-GNBDUUESliceMaximumBitRateList


CRITICALITY ignore  TYPE GNBDUUESliceMaximumBitRateList 



PRESENCE optional }|


{ ID id-MulticastMBSSessionSetupList


CRITICALITY reject
TYPE MulticastMBSSessionList






PRESENCE optional }|

{ ID id-UE-MulticastMRBs-ToBeSetup-List


CRITICALITY reject
TYPE UE-MulticastMRBs-ToBeSetup-List



PRESENCE optional
}|


{ ID id-AllowedNSSAI




CRITICALITY ignore


TYPE AllowedNSSAI



PRESENCE optional
},

...

} 

Not modified
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
Not modified

id-TRPRxTxTimingErrorMargin,


id-Source-MRB-ID,

id-RedCapIndication,

id-UL-GapFR2-Config,

maxNRARFCN,

maxnoofAllowedS-NSSAIs,


maxnoofErrors,


maxnoofBPLMNs,


maxnoofBPLMNsNR,
Not modified
AggressorgNBSetID-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,


...

}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AlternativeQoSParaSetList ::= SEQUENCE (SIZE(1..maxnoofQoSParaSets)) OF AlternativeQoSParaSetItem

AlternativeQoSParaSetItem ::= SEQUENCE {


alternativeQoSParaSetIndex


QoSParaSetIndex,


guaranteedFlowBitRateDL



BitRate




OPTIONAL,


guaranteedFlowBitRateUL



BitRate




OPTIONAL,


packetDelayBudget




PacketDelayBudget

OPTIONAL,


packetErrorRate





PacketErrorRate


OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {AlternativeQoSParaSetItem-ExtIEs} }
OPTIONAL,


...

}

Not modified
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofAllowedS-NSSAIs




INTEGER ::= 8
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32
Not modified
id-TRPRxTimingErrorMargin






ProtocolIE-ID ::= 669
id-TRPRxTxTimingErrorMargin






ProtocolIE-ID ::= 670
id-Source-MRB-ID








ProtocolIE-ID ::= 671

id-PosMeasurementPeriodicityNR-AoA




ProtocolIE-ID ::= 672
id-RedCapIndication








ProtocolIE-ID ::= 673

id-SRSPosRRCInactiveConfig






ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication


ProtocolIE-ID ::= 675

id-SDTBearerConfigurationInfo





ProtocolIE-ID ::= 676

id-UL-GapFR2-Config








ProtocolIE-ID ::= 677
id-AllowedNSSAI









ProtocolIE-ID ::= xxx

END

-- ASN1STOP 

Not modified

