3GPP TSG-RAN WG3#118


R3-226224
Toulouse, France, 14 – 18 November 2022

Title:
LS on Multicast HFN/SN Initialization for inactive Multicast Sessions
Response to:


Release:
Rel-17

Work Item:
NR_MBS-Core

Source:
RAN3

To:
CT4

Cc:


Contact Person:


Name:
Philippe Godin

Tel. Number:
+33 1 6040 0304

E-mail Address:
philippe.godin@nokia.com

Attachments:


1. Overall Description:

Whenever a new gNB is added to a multicast distribution tree, the new gNB initializes its PDCP using the MBS QFI SN of the first packets received from MB-UPF over N3mb. However, the multicast MBS session may be inactive at that time.

RAN3 would therefore like to ask CT4 to specify that when MB-UPF receives a request for new gNB joining the multicast tree while the MBS session is inactive i.e. in deactivated state or in active state not sending packets, the MB-UPF sends an N3mb packet without user data payload containing the next to be sent MBS QFI SN towards the new gNB. 
2. Actions:

To CT4 group:

ACTION: 
RAN3 kindly ask CT4 to specify that when MB-UPF receives a request for new gNB joining the multicast tree while the MBS session is inactive i.e. in deactivated state or in active state not sending packets, the MB-UPF sends an N3mb packet without user data payload containing the next to be sent MBS QFI SN towards the new gNB. 
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