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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
UNCHANGED PART OMITTED
If for a given E-RAB the Source Node Transport Layer Address IE is included within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, store this information and use it as part of its ACL functionality configuration actions for direct data forwarding, if such ACL functionality is deployed and if direct forwarding path is available between the target NG-RAN node and this source RAN node.
If the HANDOVER REQUEST message contains within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE the NGAP IE Support Information Request List IE, the target NG-RAN node shall, if supported and the target NG-RAN node accepts the request for handover, for each included NGAP Protocol IE-Id provided within the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE in the HANDOVER REQUEST ACKNOWLEDGE message
-	set the NGAP Protocol IE Support Information IE to "supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is supported
-	set the NGAP Protocol IE Support Information IE to "not-supported" if the target NG-RAN node has information that the functionality associated with the indicated IE is not supported
on the interface instance via which the HANDOVER REQUEST message has been received, and
-	set the NGAP Protocol IE Presence Information IE to "present" if the target NG-RAN node has received the respective NGAP Protocol IE-Id in the HANDOVER REQUEST message, and “not-present” otherwise.
If the HANDOVER REQUEST message contains within the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE the Time Based Handover Information IE, the target NG-RAN node shall, if supported, consider that the UE will appear in the target cell within the handover time window indicated.
Interactions with RRC Inactive Transition Report procedure:
If the RRC Inactive Transition Report Request IE is included in the HANDOVER REQUEST message and set to "subsequent state transition report", the NG-RAN node shall, if supported, send the RRC INACTIVE TRANSITION REPORT message to the AMF to report the RRC state of the UE when the UE enters or leaves RRC_INACTIVE state.
NEXT CHANGE
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If the supported algorithms for encryption defined in the Encryption Algorithms IE in the UE Security Capabilities IE, plus the mandated support of EEA0 and NEA0 in all UEs (TS 33.501 [13]), do not match any allowed algorithms defined in the configured list of allowed encryption algorithms in the NG-RAN node (TS 33.501 [13]), the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message.
If the supported algorithms for integrity defined in the Integrity Protection Algorithms IE in the UE Security Capabilities IE, plus the mandated support of the EIA0 and NIA0 algorithm in all UEs (TS 33.501 [13]), do not match any allowed algorithms defined in the configured list of allowed integrity protection algorithms in the NG-RAN node (TS 33.501 [13]), the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message.
If the target NG-RAN node receives a HANDOVER REQUEST message which does not contain the Mobility Restriction List IE, and the serving PLMN cannot be determined otherwise by the NG-RAN node, the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message.
If the target NG-RAN node receives a HANDOVER REQUEST message containing the Mobility Restriction List IE, and the serving PLMN indicated is not supported by the target cell, the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message.
If the target NG-RAN node receives a HANDOVER REQUEST message containing an Allowed PNI-NPN List IE in the Mobility Restriction List IE which does not allow access to the cell indicated in the Target Cell ID IE, the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message with an appropriate cause value and may include the Cell CAG Information IE corresponding to this cell and the selected PLMN.
If the target NG-RAN node receives a HANDOVER REQUEST message containing a Serving PLMN IE and Serving NID IE in the Mobility Restriction List IE which does not allow access to the cell indicated in the Target Cell ID IE, the target NG-RAN node shall reject the procedure using the HANDOVER FAILURE message with an appropriate cause value.
If the target NG-RAN node receives a HANDOVER REQUEST message containing a Time Based Handover Information IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE but the UE does not appear in the target cell before the handover time window duration indicated, the target NG-RAN node shall consider the procedure as failed.
Editor’s Note: This abnormal condition should be further checked.
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This IE is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. For inter-system handovers to 5G, the IE is transmitted from the external handover source to the target NG-RAN node.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC HandoverPreparationInformation message as defined in TS 38.331 [18] if the target is a gNB.
Includes the RRC HandoverPreparationInformation message as defined in TS 36.331 [21] if the target is an ng-eNB.
	-
	

	PDU Session Resource Information List
	
	0..1
	
	For intra-system handovers in NG-RAN.
	-
	

	>PDU Session Resource Information Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>QoS Flow Information List
	
	1
	
	
	-
	

	>>>QoS Flow Information Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	>>>>UL Forwarding
	O
	
	9.3.1.118
	
	YES
	ignore

	>>>>Source Transport Layer Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the sending node for direct data forwarding
towards the target NG-RAN node
	YES
	ignore

	>>>>Source Node Transport Layer Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the source SN node for direct data forwarding
towards the target NG-RAN node
	YES
	ignore

	>>DRBs to QoS Flows Mapping List
	O
	
	9.3.1.34
	
	-
	

	E-RAB Information List
	
	0..1
	
	For inter-system handovers to 5G.
	-
	

	>E-RAB Information Item
	
	1..<maxnoofE-RABs>
	
	
	-
	

	>>E-RAB ID
	M
	
	9.3.2.3
	
	-
	

	>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	>>Source Transport Layer Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the sending node for direct data forwarding
towards the target NG-RAN node
	YES
	ignore

	>>Source Node Transport Layer Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the source SN node for direct data forwarding
towards the target NG-RAN node
	YES
	ignore

	Target Cell ID
	M
	
	NG-RAN CGI
9.3.1.73
	
	-
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	-
	

	UE History Information
	M
	
	9.3.1.95
	
	-
	

	SgNB UE X2AP ID
	O
	
	9.3.1.127
	Allocated at the Source en-gNB
	-
	

	UE History Information from UE
	O
	
	9.3.1.166
	
	YES
	ignore

	Source Node ID
	O
	
	9.3.1.195
	Source SN ID
	YES
	ignore

	UE Context Reference at Source
	O
	
	RAN UE NGAP ID 
9.3.3.2
	
	YES
	ignore

	MBS Active Session Information Source to Target List
	
	0..1
	
	
	YES
	ignore

	>MBS Active Session Information Source to Target Item
	
	1..<maxnoofMBSSessionsofUE>
	
	
	-
	

	>>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>>MBS Area Session ID
	O
	
	9.3.1.207
	If included, this IE indicates the MBS Area Session ID of the UE at the NG-RAN node from which the UE context is transferred
	-
	

	>>MBS Service Area
	O
	
	9.3.1.208
	Included if available in source NG-RAN node.
	-
	

	>>MBS QoS Flows To Be Setup List
	M
	
	9.3.1.236
	
	-
	

	>>MBS Mapping and Data Forwarding Request List
	
	0..1
	
	
	-
	

	>>>MBS Mapping and Data Forwarding Request Item
	
	1..<maxnoofMRBs>
	
	
	-
	

	>>>>MRB ID
	M
	
	9.3.1.218
	Contains the MRB ID value allocated at the source NG-RAN node.
	-
	

	>>>>MBS QoS Flow List
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>>>MRB Progress Information
	O
	
	9.3.1.219
	The SN information of the last packet which has already been delivered for the MRB. 
	-
	

	QMC Configuration Information
	O
	
	9.3.1.223
	Used for passing the QoE measurement information from the source NG-RAN node to the target NG-RAN node.
	YES
	ignore

	NGAP IE Support Information Request List
	
	0..1
	
	
	YES
	ignore

	>NGAP IE Support Information Request Item
	
	1..<maxnoofIESupportInfo>
	
	
	-
	

	>>NGAP Protocol IE-Id
	M
	
	9.3.1.239
	
	-
	

	Time Based Handover Information
	
	0..1
	
	This IE only applies to NTN.
	YES
	ignore

	>Handover Window Start
	M
	
	INTEGER (0..549755813887)
	Corresponds to t1-Threshold defined in TS 38.331 [10]
	-
	

	>Handover Window Duration
	M
	
	INTEGER (1..6000)
	Corresponds to duration defined in TS 38.331 [10]
	-
	



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofE-RABs
	Maximum no. of E-RABs allowed towards one UE. Value is 256.

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSSessionsofUE
	Maximum no. of MBS sessions allowed towards one UE. Value is 256.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.

	maxnoofMRBs
	Maximum no. of MRBs. Value is 32.

	maxnoofIESupportInfo
	Maximum no. of IE Support Information. Value is 32.
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9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-TimeBasedHandoverInformation,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,

UNCHANGED PART OMITTED

SourceNGRANNode-ToTargetNGRANNode-TransparentContainer ::= SEQUENCE {
	rRCContainer							RRCContainer,
	pDUSessionResourceInformationList		PDUSessionResourceInformationList													OPTIONAL,
	e-RABInformationList					E-RABInformationList																OPTIONAL,
	targetCell-ID							NGRAN-CGI,
	indexToRFSP								IndexToRFSP																			OPTIONAL,
	uEHistoryInformation					UEHistoryInformation,
	iE-Extensions		ProtocolExtensionContainer { {SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs} }	OPTIONAL,
	...
}

SourceNGRANNode-ToTargetNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SgNB-UE-X2AP-ID								CRITICALITY ignore	EXTENSION SgNB-UE-X2AP-ID 							PRESENCE optional		}|
	{ ID id-UEHistoryInformationFromTheUE				CRITICALITY ignore	EXTENSION UEHistoryInformationFromTheUE			PRESENCE optional		}|
	{ ID id-SourceNodeID								CRITICALITY ignore	EXTENSION SourceNodeID								PRESENCE optional		}|
	{ ID id-UEContextReferenceAtSource 					CRITICALITY ignore	EXTENSION RAN-UE-NGAP-ID								PRESENCE optional		}|
	{ ID id-MBS-ActiveSessionInformation-SourcetoTargetList	CRITICALITY ignore	EXTENSION MBS-ActiveSessionInformation-SourcetoTargetList		PRESENCE optional		}|
	{ ID id-QMCConfigInfo								CRITICALITY ignore	EXTENSION QMCConfigInfo								PRESENCE optional		}|
	{ ID id-NGAPIESupportInformationRequestList			CRITICALITY ignore	EXTENSION NGAPIESupportInformationRequestList	PRESENCE optional		}|
	{ ID id-TimeBasedHandoverInformation				CRITICALITY ignore	EXTENSION TimeBasedHandoverInformation			PRESENCE optional		},
	...
}

SourceNodeID ::= CHOICE {
	sourceengNB-ID			GlobalGNB-ID,
	choice-Extensions		ProtocolIE-SingleContainer { { SourceNodeID-ExtIEs} }
}

SourceNodeID-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UNCHANGED PART OMITTED

TimerApproachForGUAMIRemoval ::= ENUMERATED { 
	apply-timer,
	...
}

TimeBasedHandoverInformation ::= SEQUENCE {
	hOWindowStart			HandoverWindowStart,
	hOWindowDuration		HandoverWindowDuration,
	iE-Extensions			ProtocolExtensionContainer { {TimeBasedHandoverInformation-ExtIEs} }	OPTIONAL,
	...
}

TimeBasedHandoverInformation-ExtIEs	NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HandoverWindowStart ::= INTEGER (0..549755813887)

HandoverWindowDuration ::= INTEGER (1..6000)

TimeStamp ::= OCTET STRING (SIZE(4))

TimeSyncAssistanceInfo ::= SEQUENCE {
	timeDistributionIndication		ENUMERATED {enabled, disabled, ...},
	uUTimeSyncErrorBudget			INTEGER (1..1000000, ...)							OPTIONAL,
	-- The above IE shall be present if the Time Distribution Indication IE is set to the value “enabled”
	iE-Extensions		ProtocolExtensionContainer { {TimeSyncAssistanceInfo-ExtIEs} }	OPTIONAL,
	...
}

TimeSyncAssistanceInfo-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UNCHANGED PART OMITTED
NEXT CHANGE
9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED PART OMITTED

	id-MBS-SessionTNLInfo5GC								ProtocolIE-ID ::= 352
	id-TAINSAGSupportList									ProtocolIE-ID ::= 353
	id-SourceNodeTNLAddrInfo									ProtocolIE-ID ::= 354
	id-NGAPIESupportInformationRequestList					ProtocolIE-ID ::= 355
	id-NGAPIESupportInformationResponseList					ProtocolIE-ID ::= 356
	id-MBS-SessionFSAIDList									ProtocolIE-ID ::= 357
	id-MBSSessionReleaseResponseTransfer						ProtocolIE-ID ::= 358
	id-ManagementBasedMDTPLMNModificationList				ProtocolIE-ID ::= 359
	id-EarlyMeasurement										ProtocolIE-ID ::= 360
	id-BeamMeasurementsReportConfiguration					ProtocolIE-ID ::= 361
	id-TimeBasedHandoverInformation							ProtocolIE-ID ::= a

END
-- ASN1STOP

END OF CHANGES
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