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1	Introduction
This paper discusses the text proposals to TS38.420 for the following proposals in [1]:
-	The MN indicates the requested SRB type (e.g. MN terminated split SRB4 or SRB3 or SRB3-like) for a QoE measurement reporting in Xn-AP S-Node Addition Request message or XnAP S-Node Modification Request message.
-	The SN responds the admitted split SRB4 or SRB3 to the MN in Xn-AP S-Node Addition Acknowledge or S-Node Modification Request Acknowledge message.
-	…
2	Text Proposal to TS38.420
--------------------------------------------------------------1st Change ------------------------------------------------------------------
[bookmark: _Toc98403892][bookmark: _Toc105600574][bookmark: _Toc29391686][bookmark: _Toc29391626][bookmark: _Toc51762809][bookmark: _Toc534727694][bookmark: _Toc36552256][bookmark: _Toc45882484][bookmark: _Toc29391566]5.2.12	QMC support function
The QMC function provides means to support the mobility of QMC sessions and QMC operation in Dual Connectivity over the Xn interface.

--------------------------------------------------------------Next Change ------------------------------------------------------------------
[bookmark: _Toc98403913][bookmark: _Toc105600596][bookmark: _Toc45882511][bookmark: _Toc534727715][bookmark: _Toc36552278][bookmark: _Toc29391588][bookmark: _Toc51762836][bookmark: _Toc29391648][bookmark: _Toc29391708]6.2.13	QMC support procedures
The following procedures are used to transfer QMC configuration and session information to the target NG-RAN node during a UE’s intra-system intra-RAT mobility and to support QMC operation in Dual Connectivity:
-	Handover Preparation
-	Retrieve UE Context
-	S-NG-RAN-node Addition Preparation
-	M-NG-RAN-node initiated S-NG-RAN-node Modification Preparation
-	RRC Transfer
-	[TBD]
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