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The purpose of the Multicast Context Setup procedure is to establish an MBS Session context in the gNB-DU for a multicast session. 
The procedure uses MBS-associated signalling.
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Figure 8.14.6.2-1: Multicast Context Setup procedure: Successful Operation
The gNB-CU initiates the procedure by sending MULTICAST CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the multicast MBS Session context, it replies to the gNB-CU with MULTICAST CONTEXT SETUP RESPONSE.
If the MBS Session Status IE in the MULTICAST CONTEXT SETUP REQUEST message is set to "activated" and the gNB-DU is able to activate respective MBS Session Resources, it shall respond with the MULTICAST CONTEXT SESSION RESPONSE message. 
If the MBS Service Area IE is included in the MULTICAST CONTEXT SETUP REQUEST message, the gNB-DU shall take this information into account for shared F1-U tunnel assignment.
The gNB-DU shall report to the gNB-CU, in the MULTICAST CONTEXT SETUP RSPONSE message, the result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Multicast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Multicast MRB Failed To Be Setup List IE;
If the Multicast MRB Failed To Setup List IE is contained in the MULTICAST CONTEXT SETUP RESPONSE message, the gNB-CU shall regard the Multicast MRB(s) failed to be setup with an appropriate cause value for each Multicast MRB failed to setup.
Interaction with the Multicast Distribution Context Setup procedure: 
Upon reception of the MULTICAST CONTEXT SETUP REQUEST procedure, the gNB-DU shall trigger either per cell or per MBS Area Session ID or for the whole gNB-DU the Multicast Distribution Context Setup procedure to establish per cell or per MBS Area Session ID or the the whole gNB DU per accepted MRB a shared F1-U tunnel.
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Figure 8.14.6.3-1: Multicast Context Setup procedure: unsuccessful Operation
If the gNB-DU is not able to establish the MBS session context as requested it shall consider the procedure as failed and reply with the MULTICAST CONTEXT SETUP FAILURE message. 
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Not applicable.
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
8.14.9.1	General
The purpose of the Multicast Context Modification procedure is to modify an established MBS session context in the gNB-DU for a multicast session.
The procedure uses MBS-associated signalling.
[bookmark: _Toc99038498][bookmark: _Toc99730761][bookmark: _Toc105510880][bookmark: _Toc105927412][bookmark: _Toc106109952][bookmark: _Toc113835389]8.14.9.2	Successful Operation


Figure 8.14.9.2-1: Multicast Context Modification procedure. Successful operation
The MULTICAST CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.
Upon reception of the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall perform the modifications, and, if successful, report the update in the MULTICAST CONTEXT MODIFICATION RESPONSE message.
If the MBS Session Status IE set to "activated" is included in the MULTICAST CONTEXT MODIFICATION REQUEST message and if the gNB-DU is able to activate respective MBS Session Resources, it shall respond with the MULTICAST CONTEXT MODIFICATION RESPONSE message. If the MBS Session Status IE set to "deactivated" is included in the MULTICAST CONTEXT MODIFICATION REQUEST message and the respective MBS Session Resources are activated the gNB-DU shall deactivate respective MBS Session Resources.
If the Multicast MRB To Be Setup List IE is contained in the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall setup the corresponding resources for the requested MRB(s), and report to the gNB-CU, in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully established shall be included in the Multicast MRB Setup List IE;
-	A list of MRBs which failed to be established shall be included in the Multicast MRB Failed To Be Setup List IE;
If the Multicast MRB Failed To Be Setup List IE is contained in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the setup of the indicated MRB(s) as failed and indicated the resource for the failure with an appropriate cause value for each MRB failed to be setup.
If the Multicast MRB To Be Modified List IE is contained in the MULTICAST CONTEXT MODIFICATION REQUEST message, the gNB-DU shall update the corresponding context and resources for the requested MRB(s), and report to the gNB-CU, in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the modification result of all the requested Multicast MRBs in the following way:
-	A list of MRBs which have been successfully modified shall be included in the Multicast MRB Modified List IE;
-	A list of MRBs which failed to be modified shall be included in the Multicast MRB Failed To Be Modified List IE;
If the Multicast MRB Failed To Be Modified List IE is contained in the MULTICAST CONTEXT MODIFICATION RESPONSE message, the gNB-CU shall regard the Multicast MRB(s) failed to be modified with an appropriate cause value for each Multicast MRB failed to modify.
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Figure 8.14.9.3-1: Multicast Context Modification procedure. Unsuccessful operation
In case none of the requested modifications of the multicast context can be successfully performed, the gNB-DU shall respond with the MULTICAST CONTEXT MODIFICATION FAILURE message with an appropriate cause value. 
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Not applicable.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.14.2	MULTICAST CONTEXT SETUP REQUEST
This message is sent by the gNB-CU to request the setup of an MBS session context for a multicast session, and establish an MBS-associated logical F1-connection.
Direction: gNB-CU  gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.218
	
	YES
	reject

	MBS Session Status
	M
	
	9.3.1.x
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.38
	
	YES
	reject

	Multicast MRBs To Be Setup List
	
	1
	
	
	YES
	reject

	>Multicast MRBs to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	MRB ID
9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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9.2.14.7	MULTICAST CONTEXT MODIFICATION REQUEST
This message is sent by the gNB-CU to request the gNB-DU to modify multicast context information.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU MBS F1AP ID
	M
	
	9.3.1.219
	
	YES
	reject

	gNB-DU MBS F1AP ID
	M
	
	9.3.1.220
	
	YES
	reject

	MBS Service Area
	O
	
	9.3.1.222
	
	YES
	reject

	MBS Session Status
	O
	
	9.3.1.x
	
	YES
	reject

	Multicast MRB To Be Setup List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Setup Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	M
	
	9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	1 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	M
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Modified Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	EACH
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	

	>>MRB QoS Information
	O
	
	DRB QoS
9.3.1.45
	
	-
	

	>>MBS QoS Flows Mapped to MRB Item
	
	0 .. <maxnoofMBSQoSFlows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	9.3.1.63
	
	-
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	9.3.1.45
	
	-
	

	>>DL PDCP SN Length
	O
	
	ENUMERATED (12bits, 18bits, ...)
	
	-
	

	Multicast MRB To Be Released List
	
	0..1
	
	
	YES
	reject

	>Multicast MRB to Be Released Item IEs
	
	1 .. <maxnoofMRBs>
	
	
	YES
	reject

	>>MRB ID
	M
	
	9.3.1.224
	
	-
	



	Range bound
	Explanation

	maxnoofMRBs
	Maximum no. of MRB allowed to be setup for one MBS Session, the maximum value is 32.

	maxnoofMBSQoSFlows

	Maximum no. of flows allowed to be mapped to one MRB, the maximum value is 64.
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9.3.1.x	MBS Session Status
This IE indicates whether the MBS session is activated or deactivated.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session Status
	M
	
	ENUMERATED (activated, deactivated, …)
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	BroadcastMRBs-FailedToBeModified-Item,
	BroadcastMRBs-FailedToBeSetup-Item,
	BroadcastMRBs-FailedToBeSetupMod-Item,
	BroadcastMRBs-Modified-Item,
	BroadcastMRBs-Setup-Item,
	BroadcastMRBs-SetupMod-Item,
	BroadcastMRBs-ToBeModified-Item,
	BroadcastMRBs-ToBeReleased-Item,
	BroadcastMRBs-ToBeSetup-Item,
	BroadcastMRBs-ToBeSetupMod-Item,
	Candidate-SpCell-Item,
	Cause,
	Cells-Failed-to-be-Activated-List-Item,
	Cells-Status-Item,
	Cells-to-be-Activated-List-Item,
	Cells-to-be-Deactivated-List-Item, 
	CellULConfigured,
	CriticalityDiagnostics, 
	C-RNTI,
	CUtoDURRCInformation, 
	DRB-Activity-Item,
	DRBID,
	DRBs-FailedToBeModified-Item,
	DRBs-FailedToBeSetup-Item,
	DRBs-FailedToBeSetupMod-Item,
	DRB-Notify-Item,
	DRBs-ModifiedConf-Item,
	DRBs-Modified-Item,
	DRBs-Required-ToBeModified-Item,
	DRBs-Required-ToBeReleased-Item,
	DRBs-Setup-Item,
	DRBs-SetupMod-Item,
	DRBs-ToBeModified-Item,
	DRBs-ToBeReleased-Item,
	DRBs-ToBeSetup-Item,
	DRBs-ToBeSetupMod-Item,
	DRXCycle,
	DRXConfigurationIndicator,
	DUtoCURRCInformation,
	EUTRANQoS,
	ExecuteDuplication,
	FullConfiguration,
	GNB-CU-MBS-F1AP-ID,
	GNB-CU-UE-F1AP-ID,
	GNB-DU-MBS-F1AP-ID,
	GNB-DU-UE-F1AP-ID,
	GNB-DU-ID,
	GNB-DU-Served-Cells-Item,
	GNB-DU-System-Information, 
	GNB-CU-Name,
	GNB-DU-Name,
	InactivityMonitoringRequest,
	InactivityMonitoringResponse,
	LowerLayerPresenceStatusChange,
	MBS-Area-Session-ID,
	MBS-CUtoDURRCInformation,
	MBSMulticastF1UContextDescriptor,
	MBS-Session-ID,	
	MBS-ServiceArea,
	MBS-SessionStatus,
	MulticastF1UContext-ToBeSetup-Item,
	MulticastF1UContext-Setup-Item,
	MulticastF1UContext-FailedToBeSetup-Item,
	MulticastMBSSessionList,
	MulticastMRBs-ToBeSetup-Item,
	MulticastMRBs-Setup-Item,
	MulticastMRBs-FailedToBeSetup-Item,
	MulticastMRBs-ToBeSetupMod-Item,
	MulticastMRBs-ToBeModified-Item,
	MulticastMRBs-ToBeReleased-Item,
	MulticastMRBs-SetupMod-Item,
	MulticastMRBs-FailedToBeSetupMod-Item,
	MulticastMRBs-Modified-Item,
	MulticastMRBs-FailedToBeModified-Item,
[bookmark: OLE_LINK85][bookmark: OLE_LINK86]	BroadcastAreaScope,
	NotificationControl,
	NRCGI,
	NRPCI,
	UEContextNotRetrievable,
	Potential-SpCell-Item,
	RAT-FrequencyPriorityInformation,
	RequestedSRSTransmissionCharacteristics,
	ResourceCoordinationTransferContainer,
	RRCContainer,
	RRCContainer-RRCSetupComplete,
	RRCReconfigurationCompleteIndicator,
	SCellIndex,
	SCell-ToBeRemoved-Item,
	SCell-ToBeSetup-Item,
	SCell-ToBeSetupMod-Item,
	SCell-FailedtoSetup-Item,
	SCell-FailedtoSetupMod-Item, 
	ServCellIndex,
	Served-Cell-Information,
	Served-Cells-To-Add-Item,
	Served-Cells-To-Delete-Item,
	Served-Cells-To-Modify-Item,
	ServingCellMO,
	SNSSAI,
	SRBID,
	SRBs-FailedToBeSetup-Item,
	SRBs-FailedToBeSetupMod-Item,
	SRBs-Required-ToBeReleased-Item,
	SRBs-ToBeReleased-Item,
	SRBs-ToBeSetup-Item,
	SRBs-ToBeSetupMod-Item,
	SRBs-Modified-Item,
	SRBs-Setup-Item,
	SRBs-SetupMod-Item,
	TimeToWait,
	TransactionID,
	TransmissionActionIndicator,
	UE-associatedLogicalF1-ConnectionItem,
	UEIdentity-List-For-Paging-Item,
	DUtoCURRCContainer,
	PagingCell-Item, 
	SItype-List,
	UEIdentityIndexValue,
	GNB-CU-TNL-Association-Setup-Item,
	GNB-CU-TNL-Association-Failed-To-Setup-Item,
	GNB-CU-TNL-Association-To-Add-Item,
	GNB-CU-TNL-Association-To-Remove-Item,
	GNB-CU-TNL-Association-To-Update-Item,
	MaskedIMEISV,
	PagingDRX,
	PagingPriority,
	PagingIdentity,
	Cells-to-be-Barred-Item,
	PWSSystemInformation,
	Broadcast-To-Be-Cancelled-Item,
	Cells-Broadcast-Cancelled-Item,
	NR-CGI-List-For-Restart-Item,
	PWS-Failed-NR-CGI-Item,
	RepetitionPeriod,
	NumberofBroadcastRequest,
	Cells-To-Be-Broadcast-Item,
	Cells-Broadcast-Completed-Item,
	Cancel-all-Warning-Messages-Indicator,
	EUTRA-NR-CellResourceCoordinationReq-Container,
	EUTRA-NR-CellResourceCoordinationReqAck-Container,
	RequestType,
	PLMN-Identity,
	RLCFailureIndication, 
	UplinkTxDirectCurrentListInformation,
	SULAccessIndication,
	Protected-EUTRA-Resources-Item,
	GNB-DUConfigurationQuery,
	BitRate,
	RRC-Version,
	GNBDUOverloadInformation,
	RRCDeliveryStatusRequest,
	NeedforGap,
	RRCDeliveryStatus,
	ResourceCoordinationTransferInformation,
	Dedicated-SIDelivery-NeededUE-Item,
	Associated-SCell-Item,
	IgnoreResourceCoordinationContainer,
	PagingOrigin,
	UAC-Assistance-Info,
	RANUEID,
	GNB-DU-TNL-Association-To-Remove-Item,
	NotificationInformation,
	TraceActivation,
	TraceID,
	Neighbour-Cell-Information-Item,
	SymbolAllocInSlot,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Address-Info,
	BHChannels-ToBeSetup-Item,
	BHChannels-Setup-Item,
	BHChannels-FailedToBeSetup-Item,
	BHChannels-ToBeModified-Item,
	BHChannels-ToBeReleased-Item,
	BHChannels-ToBeSetupMod-Item,
	BHChannels-FailedToBeModified-Item,
	BHChannels-FailedToBeSetupMod-Item,
	BHChannels-Modified-Item,
	BHChannels-SetupMod-Item,
	BHChannels-Required-ToBeReleased-Item,
	BAPAddress,
	BAPPathID,
	BAPRoutingID,
	BH-Routing-Information-Added-List-Item,
	BH-Routing-Information-Removed-List-Item,
	Child-Nodes-List,
	Child-Nodes-List-Item,
	Child-Node-Cells-List,
	Child-Node-Cells-List-Item,
	Activated-Cells-to-be-Updated-List,
	Activated-Cells-to-be-Updated-List-Item,
	UL-BH-Non-UP-Traffic-Mapping,
	IABTNLAddressesRequested,
	IABIPv6RequestType,
	IAB-TNL-Addresses-To-Remove-Item,
	IABTNLAddress,
	IAB-Allocated-TNL-Address-Item,
	IABv4AddressesRequested,
	TrafficMappingInfo,
	UL-UP-TNL-Information-to-Update-List-Item,
	UL-UP-TNL-Address-to-Update-List-Item,
	DL-UP-TNL-Address-to-Update-List-Item,
	NRV2XServicesAuthorized,
	LTEV2XServicesAuthorized,
	NRUESidelinkAggregateMaximumBitrate,
	LTEUESidelinkAggregateMaximumBitrate,
	SLDRBs-SetupMod-Item,
	SLDRBs-ModifiedConf-Item,
	SLDRBID,
	SLDRBs-FailedToBeModified-Item,
	SLDRBs-FailedToBeSetup-Item,
	SLDRBs-FailedToBeSetupMod-Item,
	SLDRBs-Modified-Item,
	SLDRBs-Required-ToBeModified-Item,
	SLDRBs-Required-ToBeReleased-Item,
	SLDRBs-Setup-Item,
	SLDRBs-ToBeModified-Item,
	SLDRBs-ToBeReleased-Item,
	SLDRBs-ToBeSetup-Item,
	SLDRBs-ToBeSetupMod-Item,
	GNBCUMeasurementID,
	GNBDUMeasurementID,
	RegistrationRequest,
	ReportCharacteristics,
	CellToReportList,
	HardwareLoadIndicator,
	CellMeasurementResultList,
	ReportingPeriodicity,
	TNLCapacityIndicator,
	RACHReportInformationList,
	RLFReportInformationList,
	ReportingRequestType,
	TimeReferenceInformation,
	ConditionalInterDUMobilityInformation,
	ConditionalIntraDUMobilityInformation,
	TargetCellList,
	MDTPLMNList,
	PrivacyIndicator,
	TransportLayerAddress,
	URI-address,
	NID,
	PosAssistance-Information,
	PosBroadcast,
	PositioningBroadcastCells,
	RoutingID,
	PosAssistanceInformationFailureList,
	PosMeasurementQuantities,
	PosMeasurementResultList,
	PosReportCharacteristics,
	TRPInformationTypeItem,
	TRPInformationItem,
	LMF-MeasurementID,
	RAN-MeasurementID,
	SDT-Termination-Request,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	SRSConfiguration,
	TRPList,
	E-CID-MeasurementQuantities,
	MeasurementPeriodicity,
	E-CID-MeasurementResult,
	Cell-Portion-ID,
	LMF-UE-MeasurementID,
	RAN-UE-MeasurementID,
	RelativeTime1900,
	SystemFrameNumber,
	SlotNumber,
	AbortTransmission,
	TRP-MeasurementRequestList,
	MeasurementBeamInfoRequest,
	E-CID-ReportCharacteristics,
	Extended-GNB-CU-Name,
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-- **************************************************************
--
-- MULTICAST CONTEXT SETUP REQUEST
--
-- **************************************************************

MulticastContextSetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextSetupRequestIEs}},
	...
}

MulticastContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID				CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory  }|
	{ ID id-MBS-Session-ID					CRITICALITY reject 	TYPE	MBS-Session-ID						PRESENCE mandatory  }|
	{ ID id-MBS-SessionStatus				CRITICALITY reject 	TYPE	MBS-SessionStatus					PRESENCE mandatory  }|
	{ ID id-MBS-ServiceArea					CRITICALITY reject 	TYPE	MBS-ServiceArea							PRESENCE optional   }|
	{ ID id-SNSSAI							CRITICALITY reject	TYPE	SNSSAI								PRESENCE mandatory  }|
	{ ID id-MulticastMRBs-ToBeSetup-List	CRITICALITY reject	TYPE	MulticastMRBs-ToBeSetup-List		PRESENCE mandatory  },
	...
} 

MulticastMRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetup-ItemIEs} }


MulticastMRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetup-Item	CRITICALITY reject	TYPE 	MulticastMRBs-ToBeSetup-Item	PRESENCE mandatory	},
	...
}

<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- MULTICAST CONTEXT MODIFICATION REQUEST
--
-- **************************************************************

MulticastContextModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ MulticastContextModificationRequestIEs}},
	...
}

MulticastContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-CU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-gNB-DU-MBS-F1AP-ID					CRITICALITY reject	TYPE GNB-DU-MBS-F1AP-ID						PRESENCE mandatory }|
	{ ID id-MBS-SessionStatus					CRITICALITY reject 	TYPE MBS-SessionStatus						PRESENCE optional  }|
	{ ID id-MBS-ServiceArea						CRITICALITY reject	TYPE MBS-ServiceArea						PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeSetupMod-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeModified-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-List	PRESENCE optional  }|
	{ ID id-MulticastMRBs-ToBeReleased-List		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-List	PRESENCE optional  },
	...
} 

MulticastMRBs-ToBeSetupMod-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeSetupMod-ItemIEs} }
MulticastMRBs-ToBeSetupMod-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeSetupMod-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeSetupMod-Item		PRESENCE mandatory},
	...
}

MulticastMRBs-ToBeModified-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeModified-ItemIEs} }
MulticastMRBs-ToBeModified-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeModified-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeModified-Item		PRESENCE mandatory},
	...
}


MulticastMRBs-ToBeReleased-List ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF ProtocolIE-SingleContainer { { MulticastMRBs-ToBeReleased-ItemIEs} }
MulticastMRBs-ToBeReleased-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-MulticastMRBs-ToBeReleased-Item		CRITICALITY reject	TYPE MulticastMRBs-ToBeReleased-Item		PRESENCE mandatory},
	...
}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230][bookmark: _Toc97911142][bookmark: _Toc99038966][bookmark: _Toc99731229][bookmark: _Toc105511364][bookmark: _Toc105927896][bookmark: _Toc106110436][bookmark: _Toc113835878]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
MBS-SessionStatus ::= ENUMERATED {
	activated,
	deactivated,
	...
}
<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232][bookmark: _Toc97911144][bookmark: _Toc99038968][bookmark: _Toc99731231][bookmark: _Toc105511366][bookmark: _Toc105927898][bookmark: _Toc106110438][bookmark: _Toc113835880]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
id-Source-MRB-ID									ProtocolIE-ID ::= 671
id-PosMeasurementPeriodicityNR-AoA					ProtocolIE-ID ::= 672
id-RedCapIndication									ProtocolIE-ID ::= 673
id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-MBS-SessionStatus									ProtocolIE-ID ::= 900 -- to be assigned

END
-- ASN1STOP 
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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