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	Use one of the following categories:
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	Reason for change:
	As shown in ASN.1 part, the Successful HO Report Container IE is set to Mandatory while the the IE in corresponding tabular part is set to Optional.

SuccessfulHOReportInformation	::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportList-Item
SuccessfulHOReportList-Item	::= SEQUENCE {
	successfulHOReport					SuccessfulHOReportContainer,
	iE-Extensions						ProtocolExtensionContainer { { SuccessfulHOReportList-Item-ExtIEs} }	OPTIONAL,
	...
}

In order to in line with ASN.1, the Presence of the Successful HO Report Container IE ( in the Successful HO Report List Item of the Successful HO Report List) shall be set to Mandatory.

	
	

	Summary of change:
	Correct the Successful HO Report Container IE ( in the Successful HO Report List Item of the Successful HO Report List) in ACCESS AND MOBILITY INDICATION from Optional to Mandatory.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).

	
	

	Consequences if not approved:
	Misalignment of ASN1 and tabular part for the Successful HO Report Container IE ( in the Successful HO Report List Item of the Successful HO Report List) in ACCESS AND MOBILITY INDICATION.
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<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk44419493][bookmark: _Toc64447182][bookmark: _Toc97904199][bookmark: _Toc66286676][bookmark: _Toc105174557][bookmark: _Toc74151371][bookmark: _Toc56693639][bookmark: _Toc98868272][bookmark: _Toc51850636][bookmark: _Toc44497549][bookmark: _Toc106109394][bookmark: _Toc45107937][bookmark: _Toc88653843][bookmark: _Toc45901557]9.1.3.25	ACCESS AND MOBILITY INDICATION
This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.
Direction: NG-RAN node 1  NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	[bookmark: _Hlk39132149]>>RACH Report Container
	O
	
	OCTET STRING
	RA-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	>>UE Assistant Identifier
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	–
	

	>>Successful HO Report Container
	MO
	
	OCTET STRING
	SuccessHO-Report-r17 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	–
	



	Range bound
	Explanation

	[bookmark: OLE_LINK118]maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.
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