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In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	BAP MAPPING CONFIGURATION FAILURE

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	GNB-DU RESOURCE CONFIGURATION FAILURE

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	IAB TNL ADDRESS FAILURE

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	[bookmark: _Hlk32139762]Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	Broadcast Context Setup
	BROADCAST CONTEXT SETUP REQUEST
	BROADCAST CONTEXT SETUP RESPONSE
	BROADCAST CONTEXT SETUP FAILURE

	Broadcast Context Release
	BROADCAST CONTEXT RELEASE COMMAND
	BROADCAST CONTEXT RELEASE COMPLETE
	

	Broadcast Context Modification
	BROADCAST CONTEXT MODIFICATION REQUEST
	BROADCAST CONTEXT MODIFICATION RESPONSE
	BROADCAST CONTEXT MODIFICATION FAILURE

	Multicast Context Setup
	MULTICAST CONTEXT SETUP REQUEST
	MULTICAST CONTEXT SETUP RESPONSE
	MULTICAST CONTEXT SETUP FAILURE

	Multicast Context Release
	MULTICAST CONTEXT RELEASE COMMAND
	MULTICAST CONTEXT RELEASE COMPLETE
	

	Multicast Context Modification
	MULTICAST CONTEXT MODIFICATION REQUEST
	MULTICAST CONTEXT MODIFICATION RESPONSE
	MULTICAST CONTEXT MODIFICATION FAILURE

	Multicast Distribution Setup
	MULTICAST DISTRIBUTION SETUP REQUEST
	MULTICAST DISTRIBUTION SETUP RESPONSE
	MULTICAST DISTRIBUTION SETUP FAILURE

	Multicast Distribution Release
	MULTICAST DISTRIBUTION RELEASE COMMAND
	MULTICAST DISTRIBUTION RELEASE COMPLETE
	

	PDC Measurement Initiation
	PDC MEASUREMENT INITIATION REQUEST
	PDC MEASUREMENT INITIATION RESPONSE
	PDC MEASUREMENT INITIATION FAILURE

	[bookmark: OLE_LINK72][bookmark: OLE_LINK73]PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration
	MEASUREMENT PRECONFIGURATION REQUIRED 
	MEASUREMENT PRECONFIGURATION CONFIRM 
	MEASUREMENT PRECONFIGURATION REFUSE



Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Multicast Group Paging
	MULTICAST GROUP PAGING

	Broadcast Context Release Request
	BROADCAST CONTEXT RELEASE REQUEST

	Multicast Context Release Request
	MULTICAST CONTEXT RELEASE REQUEST

	PDC Measurement Report
	PDC MEASUREMENT REPORT

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	PDC Measurement Failure Indication
	PDC MEASUREMENT FAILURE INDICATION

	PDC Measurement Termination
	PDC MEASUREMENT TERMINATION COMMAND

	Measurement Activation 
	MEASUREMENT ACTIVATION 

	QoE Information Transfer
	QOE INFORMATION TRANSFER

	RACH Indication
	RACH INDICATION
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8.2.x		RACH Indication 
8.2.x.1		General
This procedure is initiated by the gNB-DU to inform of the event of random access to the gNB-CU for an active UE.
(FFS) The procedure uses UE-associated signalling.
8.2.x.2		Successful Operation


Figure 8.2.x.2-1: RACH Indication procedure.
The gNB-DU initiates the procedure by sending the RACH INDICATION message to the gNB-CU. Upon reception of the RACH INDICATION message, the gNB-CU may trigger retrieval of RACH Reports from the UE.
Editor’s note: The procedure text can be updated further based on the agreements.
8.2.x.3 	Abnormal Conditions
Not applicable.
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9.2.1.x	RACH INDICATION
This message is sent by the gNB-DU to inform the gNB-CU about the occurrence of random access events for the specific UE.
Direction: gNB-DU  gNB-CU.
	IE/Group Na
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	[bookmark: OLE_LINK35]9.3.1.5
	
	YES
	reject

	Random access Indication
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore



Editor´s note: It is FFS whether the procedure is UE associated or non-UE associated

[bookmark: _Toc113835873]9.4	Message and Information Element Abstract Syntax (with ASN.1)
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-- ASN1START 
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

[snip]

	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	QoEInformationTransfer,
	RachIndication



FROM F1AP-PDU-Contents
	id-Reset,
	id-F1Setup,

[snip]

	id-measurementPreconfiguration,
	id-measurementActivation,
	id-QoEInformationTransfer,
	id-RachIndication


FROM F1AP-Constants

[snip]

F1AP-ELEMENTARY-PROCEDURES-CLASS-2 F1AP-ELEMENTARY-PROCEDURE ::= {	
	errorIndication							|
	uEContextReleaseRequest					|
	dLRRCMessageTransfer					|
	uLRRCMessageTransfer					|
	uEInactivityNotification				|
	privateMessage							|
	initialULRRCMessageTransfer				|
	systemInformationDelivery				|
	paging									|
	notify									|
	pWSRestartIndication					|
	pWSFailureIndication					|
	gNBDUStatusIndication					|
	rRCDeliveryReport						|
	networkAccessRateReduction				|
	traceStart								|
	deactivateTrace							|
	dUCURadioInformationTransfer			|
	cUDURadioInformationTransfer			|
	resourceStatusReporting					|
	accessAndMobilityIndication				|
	referenceTimeInformationReportingControl|
	referenceTimeInformationReport			|
	accessSuccess							|
	cellTrafficTrace						|
	positioningAssistanceInformationControl		|
	positioningAssistanceInformationFeedback	|
	positioningMeasurementReport				|
	positioningMeasurementAbort					|
	positioningMeasurementFailureIndication		|
	positioningMeasurementUpdate				|
	positioningDeactivation						|
	e-CIDMeasurementFailureIndication			|
	e-CIDMeasurementReport						|
	e-CIDMeasurementTermination					|
	positioningInformationUpdate				|
	multicastGroupPaging						|
	broadcastContextReleaseRequest				|
	multicastContextReleaseRequest				|
	pDCMeasurementReport						|
	pDCMeasurementTerminationCommand			|
	pDCMeasurementFailureIndication				|
	measurementActivation						|
	qoEInformationTransfer						|
	rachIndication								,
	...
}

[snip]
qoEInformationTransfer F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		QoEInformationTransfer
	PROCEDURE CODE			id-QoEInformationTransfer 
	CRITICALITY				ignore
}


rachIndication F1AP-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		RachIndication
	PROCEDURE CODE			id-RachIndication 
	CRITICALITY				ignore
}

END

[snip]
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

[snip]
	SRSPosRRCInactiveConfig,
	SDTBearerConfigurationQueryIndication,
	SDTBearerConfigurationInfo,
	RandomAccessIndication



FROM F1AP-IEs


[snip]
	id-SRSPosRRCInactiveConfig,
	id-SDTBearerConfigurationQueryIndication,
	id-SDTBearerConfigurationInfo,
	id-RandomAccessIndication,
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,

[snip]
QoEInformationTransfer-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-QoEInformation				CRITICALITY ignore	TYPE QoEInformation						PRESENCE optional	},
	...
}


-- **************************************************************
--
-- RACH Indication ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- RACH Indication
--
-- **************************************************************


RachIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{ RachIndication-IEs}},
	...
}


RachIndication-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-RandomAccessIndication		CRITICALITY ignore	TYPE RandomAccessIndication						PRESENCE optional	},
	...
}


END

[snip]
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

 [snip]

MIMOPRBusageInformation ::= SEQUENCE {
	dl-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	ul-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	dl-non-GBR-PRB-usage-for-MIMO	INTEGER (0..100),
	ul-non-GBR-PRB-usage-for-MIMO 	INTEGER (0..100),
	dl-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	ul-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	iE-Extensions					ProtocolExtensionContainer { { MIMOPRBusageInformation-ExtIEs} }	OPTIONAL,
	...
}

MIMOPRBusageInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RandomAccessIndication ::= ENUMERATED { true, ...}

RANAC ::= INTEGER (0..255) 

RAN-MeasurementID ::= INTEGER (1.. 65536, ...)
 
[snip]
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


[snip]

id-measurementPreconfiguration				ProcedureCode ::= 76
id-measurementActivation					ProcedureCode ::= 77
id-QoEInformationTransfer					ProcedureCode ::= 78
id-PDCMeasurementTerminationCommand			ProcedureCode ::= 79
id-PDCMeasurementFailureIndication 			ProcedureCode ::= 80
id-RachIndication							ProcedureCode ::= 99 -- assigned by MCC


[snip]

id-SRSPosRRCInactiveConfig							ProtocolIE-ID ::= 674
id-SDTBearerConfigurationQueryIndication			ProtocolIE-ID ::= 675
id-SDTBearerConfigurationInfo						ProtocolIE-ID ::= 676
id-UL-GapFR2-Config									ProtocolIE-ID ::= 677
id-RandomAccessIndication							ProtocolIE-ID ::= 900 -- assigned by MCC

END
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