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This message is sent by the NG-RAN node to transfer the initial layer 3 message to the AMF over the NG interface.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	reject

	RRC Establishment Cause
	M
	
	9.3.1.111
	
	YES
	ignore

	5G-S-TMSI
	O
	
	9.3.3.20
	
	YES
	reject

	AMF Set ID
	O
	
	9.3.3.12
	
	YES
	ignore

	UE Context Request
	O
	
	ENUMERATED (requested, ...)
	
	YES
	ignore

	Allowed NSSAI
	O
	
	9.3.1.31
	
	YES
	reject

	Source to Target AMF Information Reroute
	O
	
	9.3.3.27
	
	YES
	ignore

	Selected PLMN Identity
	O
	
	PLMN Identity
9.3.3.5
	Indicates the selected PLMN id for the non-3GPP access.
	YES
	ignore

	IAB Node Indication
	O
	
	ENUMERATED (true, ...)
	Indication of an IAB node
	YES
	reject

	CE-mode-B Support Indicator
	O
	
	9.3.1.156
	
	YES
	reject

	LTE-M Indication
	O
	
	9.3.1.157
	
	YES
	ignore

	EDT Session
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Authenticated Indication
	O
	
	ENUMERATED (true, …)
	Indicates the FN-RG has been authenticated by the access network.
	YES
	ignore

	NPN Access Information
	O
	
	[bookmark: _Hlk44344637]9.3.3.46
	
	YES
	reject

	RedCap Indication
	O
	
	9.3.1.228
	
	YES
	ignore

	Selected NID
	O
	
	NID
9.3.3.42
	Indicates the selected SNPN Identity together with the Selected PLMN Identity IE for the non-3GPP access.
	YES
	ignore



<Unchanged Text Omitted>
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This IE identifies the target for the handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Target ID
	M
	
	
	
	-
	

	>NG-RAN
	
	
	
	
	
	

	>>Global RAN Node ID
	M
	
	9.3.1.5
	
	-
	

	>>Selected TAI
	M
	
	TAI
9.3.3.11
	
	-
	

	>>Selected NID
	
	
	NID
9.3.3.42
	Indicates the selected SNPN Identity together with the PLMN Identity IE included in the Selected TAI IE.
	
	

	>E-UTRAN
	
	
	
	
	
	

	>>Global eNB ID
	M
	
	Global ng-eNB ID
9.3.1.8
	
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI
9.3.3.17
	
	-
	

	>Target RNC-ID
	
	
	
	
	YES
	reject

	>>LAI
	M
	
	9.3.3.30
	
	-
	

	>>RNC-ID
	M
	
	9.3.1.123
	This IE is ignored if the Extended RNC-ID IE is included in the Target ID IE.
	-
	

	>>Extended RNC-ID
	O
	
	9.3.1.124
	The Extended RNC-ID IE is used if the RNC identity has a value larger than 4095.
	-
	

	>Target Home eNB ID
	
	
	
	
	YES
	reject

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Home eNB ID
	M
	
	BIT STRING (SIZE(28))
	Equal to the E-UTRA Cell Identity IE contained in the E-UTRA CGI IE of the cell served by the eNB.
	-
	

	>>Selected EPS TAI
	M
	
	EPS TAI
9.3.3.17
	
	-
	



<Unchanged Text Omitted>
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This IE indicates the access restrictions related to an NPN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE NPN Mobility Information
	M
	
	
	
	-
	

	>SNPN Mobility Information
	
	
	
	
	-
	

	>>Serving NID
	M
	
	NID
9.3.3.42
	
	-
	

	>>Equivalent SNPNs
	
	0..<maxnoofESNPNs>
	
	Allowed SNPNs in addition to Serving SNPN.
This list corresponds to the list of "equivalent SNPNs" as defined in TS 24.501 [26].
This list is part of the roaming restriction information. Roaming restrictions apply to SNPNs other than the Serving SNPN and Equivalent SNPNs.
	YES
	ignore

	>>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>>NID
	M
	
	9.3.3.42
	Indicates the SNPN Identity together with the PLMN Identity IE.
	-
	

	>PNI-NPN Mobility Information
	
	
	
	
	-
	

	>>Allowed PNI-NPN List
	M
	
	9.3.3.45
	
	-
	



	Range bound
	Explanation

	maxnoofESNPNs
	Maximum no. of equivalent SNPNs. Value 15.
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************
<Unchanged Text Omitted>
-- **************************************************************
--
-- INITIAL UE MESSAGE
--
-- **************************************************************

InitialUEMessage ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {InitialUEMessage-IEs} },
	...
}

InitialUEMessage-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-RAN-UE-NGAP-ID							CRITICALITY reject	TYPE RAN-UE-NGAP-ID									PRESENCE mandatory	}|
	{ ID id-NAS-PDU									CRITICALITY reject	TYPE NAS-PDU										PRESENCE mandatory	}|
	{ ID id-UserLocationInformation					CRITICALITY reject	TYPE UserLocationInformation						PRESENCE mandatory	}|
	{ ID id-RRCEstablishmentCause					CRITICALITY ignore	TYPE RRCEstablishmentCause						PRESENCE mandatory	}|
	{ ID id-FiveG-S-TMSI							CRITICALITY reject	TYPE FiveG-S-TMSI									PRESENCE optional		}|
	{ ID id-AMFSetID								CRITICALITY ignore	TYPE AMFSetID										PRESENCE optional		}|
	{ ID id-UEContextRequest						CRITICALITY ignore	TYPE UEContextRequest								PRESENCE optional		}|
	{ ID id-AllowedNSSAI							CRITICALITY reject	TYPE AllowedNSSAI									PRESENCE optional		}|
	{ ID id-SourceToTarget-AMFInformationReroute	CRITICALITY ignore	TYPE SourceToTarget-AMFInformationReroute	PRESENCE optional		}|
	{ ID id-SelectedPLMNIdentity					CRITICALITY ignore	TYPE PLMNIdentity									PRESENCE optional		}|
	{ ID id-IABNodeIndication						CRITICALITY reject	TYPE IABNodeIndication								PRESENCE optional		}|
	{ ID id-CEmodeBSupport-Indicator				CRITICALITY reject	TYPE CEmodeBSupport-Indicator					PRESENCE optional		}|
	{ ID id-LTEM-Indication							CRITICALITY ignore	TYPE LTEM-Indication								PRESENCE optional		}|
	{ ID id-EDT-Session								CRITICALITY ignore	TYPE EDT-Session									PRESENCE optional		}|
	{ ID id-AuthenticatedIndication					CRITICALITY ignore	TYPE AuthenticatedIndication						PRESENCE optional		}|
	{ ID id-NPN-AccessInformation					CRITICALITY reject	TYPE NPN-AccessInformation						PRESENCE optional		}|
	{ ID id-RedCapIndication						CRITICALITY ignore	TYPE RedCapIndication								PRESENCE optional		}|,
	{ ID id-SelectedNID				CRITICALITY ignore	TYPE NID								         PRESENCE optional		},
	...
}

<Unchanged Text Omitted>

9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
<Unchanged Text Omitted>
TargetRANNodeID ::= SEQUENCE {
	globalRANNodeID		GlobalRANNodeID,
	selectedTAI			TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,
	...
}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-SelectedNID	CRITICALITY ignore	EXTENSION NID	PRESENCE optional},
	...
}

<Unchanged Text Omitted>

SNPN-MobilityInformation ::= SEQUENCE {
	serving-NID			NID,
	iE-Extensions		ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }	OPTIONAL,
	...
}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-EquivalentSNPNs	CRITICALITY ignore	EXTENSION EquivalentSNPNs		PRESENCE optional},
	...
}

[bookmark: _Hlk131518903]EquivalentSNPNs ::= SEQUENCE (SIZE(0.. maxnoofESNPNs)) OF EquivalentSNPNs-Item

EquivalentSNPNs-Item ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	nID	           NID,
	iE-Extensions		ProtocolExtensionContainer { { EquivalentSNPNs-Item-ExtIEs} }	OPTIONAL,
	...
}

EquivalentSNPNs-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


<Unchanged Text Omitted>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************
<Unchanged Text Omitted>
	maxnoofCellIDforQMC							INTEGER ::= 32
	maxnoofPLMNforQMC							INTEGER ::= 16
	maxnoofUEAppLayerMeas						INTEGER ::= 16
	maxnoofSNSSAIforQMC							INTEGER ::= 16
	maxnoofTAforQMC								INTEGER ::= 8
	  maxnoofThresholdsForExcessPacketDelay		       INTEGER ::= 255
maxnoofESNPNs								 			INTEGER ::= 15

<Unchanged Text Omitted>
	id-HFCNode-ID-new										ProtocolIE-ID ::= 362
	id-GlobalCable-ID-new									ProtocolIE-ID ::= 363
	id-TargetHomeENB-ID										ProtocolIE-ID ::= 364
	id-SelectedNID										ProtocolIE-ID ::= XXX
	id-EquivalentSNPNs                                      ProtocolIE-ID ::= YYY


<Unchanged Text Omitted>
	Change Ends




