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1. Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: _Hlk109983984]Follow the discussion of CB: # MBS2_RRCInactive, this paper provides the TP to 38.423, on MBS Assistance Information IE, while leaving the semantic description open for now.
2. TP to TS 38.423 BL CR
-----------------Start of the Changes-------------------
[bookmark: _Toc98868320][bookmark: _Toc105174606][bookmark: _Toc106109443][bookmark: _Toc113825264][bookmark: _Toc120033420]9.2.1.36	MBS Session Information List
This IE contains NG-RAN MBS session resource context related information used at UE context transfer between NG-RAN nodes.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MBS Session Information Item
	
	1..<maxnoofMBSSessions>
	
	
	– 
	

	>MBS Session ID
	M
	
	9.2.3.146
	
	– 
	

	>MBS Area Session ID
	O
	
	9.2.3.148
	MBS Area Session ID of the UE at the NG-RAN node from which the UE context is transferred
	– 
	

	>Active MBS Session Information
	O
	
	
	
	– 
	

	>>MBS QoS Flows to Add List
	
	1..<maxnoofMBSQoSFlows>
	
	
	– 
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.2.3.10
	
	– 
	

	>>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	– 
	

	>>MBS Service Area
	O
	
	9.2.3.150
	
	– 
	

	>>MBS Mapping and Data Forwarding Request Info from source NG-RAN node
	O
	
	9.2.1.39

	
	– 
	

	>MBS Assistance Information
	O
	
	9.2.3.xxx
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMBSSessions
	Maximum no. of MBS Sessions. Value is 256.

	maxnoofMBSQoSFlows
	Maximum no. of QoS flows allowed within one MBS session. Value is 64.



-----------------Next  of the Change-------------------
9.2.3.xxx	MBS Assistance Information
This IE provides the MBS Assistance Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Assistance Information
	M
	
	FFS
	



Editor’s Note:	the details of the MBS Assistance Information IE are FFS.

[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc120033702]-----------------Next  of the Change-------------------







9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
// skip unchanged part
	id-CoverageModificationCause,
	id-UERLFReportContainerLTEExtension,
	id-ExcessPacketDelayThresholdConfiguration,
	id-MBS-AssistanceInfo,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
// skip unchanged part

MBS-FrequencySelectionArea-Identity ::= OCTET STRING (SIZE(3))

MBS-Area-Session-ID  ::= INTEGER (0..65535, ...) 

MBS-AssistanceInfo ::= FFS

MBS-MappingandDataForwardingRequestInfofromSource ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-MappingandDataForwardingRequestInfofromSource-Item

// skip unchanged part

MBS-SessionInformation-List ::= SEQUENCE (SIZE(1..maxnoofMBSSessions)) OF MBS-SessionInformation-Item

MBS-SessionInformation-Item ::= SEQUENCE {
	mBS-Session-ID			MBS-Session-ID,
	mBS-Area-Session-ID		MBS-Area-Session-ID														OPTIONAL,
	active-MBS-SessioInformation			Active-MBS-SessionInformation							OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-SessionInformation-Item-ExtIEs} }	OPTIONAL,
	...
}

MBS-SessionInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-MBS-AssistanceInfo			CRITICALITY ignore			EXTENSION MBS-AssistanceInfo		PRESENCE	optional	},
	...
}

-----------------Next  of the Change------------------
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc88654108][bookmark: _Toc97904464][bookmark: _Toc98868602][bookmark: _Toc105174888][bookmark: _Toc106109725][bookmark: _Toc113825547][bookmark: _Toc120033704]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

// skip unchanged part
id-BeamMeasurementsReportConfiguration																ProtocolIE-ID ::= 367
id-CoverageModificationCause																			ProtocolIE-ID ::= 368
id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated									ProtocolIE-ID ::= 369
id-UERLFReportContainerLTEExtension																ProtocolIE-ID ::= 370
id-ExcessPacketDelayThresholdConfiguration															ProtocolIE-ID ::= 371
id-MBS-AssistanceInfo																				ProtocolIE-ID ::= xxx


END
-- ASN1STOP

-----------------End of the Changes-------------------
