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Introduction

This contribution provides a TP for SON BLCR for TS38.423 based on the following agreements at RAN3#119bis meeting.

Issue 3: RACH INDICATION message

Proposal 2: Only gNB-CU UE F1AP ID is included in the RACH INDICATION message.

Proposal 3: The Random Access Indication IE in the RACH INDICATION message is not needed.

Proposal 4: The criticality of the RACH indication list IE in the RACH INDICATION message is “reject”.

Issue 4: Name of RA report

Proposal 5: To align the naming of RA report with RAN2 spec in TS 38.300, TS 38.401, TS 38.423 and TS 38.473.

Proposal 6: To use “RA report” in TS 38.300, TS 38.401, TS 38.423 and TS 38.473. 
TP to TS 38.423 on RACH INDICATION message (R3-232020, ZTE)

 TP to TS38.423
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
8.3.x
RACH Indication
8.3.x.1

General

This message is sent by the S-NG-RAN node to the M-NG-RAN node to inform of one or more performed random access procedures at the S-NG-RAN, due to which one or more RA reports are available at the UE.

8.3.x.2

Successful Operation
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Figure 8.2.x.2-1: RACH Indication procedure.

The S-NG-RAN node initiates the procedure by sending the RACH INDICATION message to M-NG-RAN node.

The RACH INDICATION message contains information concerning one or more performed random access procedures and existence of one or more RA report at the UE.

Upon reception of the RACH INDICATION message the M-NG-RAN node may fetch the RA report from the UE.

Editor’s note: The procedure text can be updated further based on the agreements.

8.3.x.3 
Abnormal Conditions

Not applicable.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.1.2.x
RACH INDICATION

This message is sent by the S-NG-RAN node to inform the M-NG-RAN node that one or more RA reports are available at the UE.

Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	RA Report List
	
	1
	
	
	YES
	reject

	>RA Report List Item
	
	1 .. <maxnoofRAReports>
	
	
	EACH
	ignore

	
	
	
	
	
	
	

	>>M-NG-RAN UE Assistant Identifier
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	
	
	
	
	
	
	


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.4
PDU Definitions

(unchanged part skipped)


UESliceMaximumBitRateList,


PagingCause,

MDTPLMNModificationList,


F1-terminatingIAB-donorIndicator,


SRB-ID,


AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,
RaReportList

-----------------------------------------------  Next ASN.1 Change -------------------------------------------------------

(unchanged part skipped)


id-UESliceMaximumBitRateList,


id-S-NG-RANnodeUE-Slice-MBR,

id-ManagementBasedMDTPLMNModificationList,


id-F1-terminatingIAB-donorIndicator,


id-AdditionalListofPDUSessionResourceChangeConfirmInfo-SNterminated,

id-RaReportList,
-- **************************************************************

--

-- RACH INDICATION
--

-- **************************************************************

RachIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ RachIndication-IEs}},


...

}

RachIndication-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-RaReportList





CRITICALITY reject

TYPE RaReportList




PRESENCE mandatory },


...

}

END
-- ASN1STOP

-----------------------------------------------  Next ASN.1 Change -------------------------------------------------------

(unchanged part skipped)

RRCResumeCause ::= ENUMERATED {


rna-Update,

...

}

RaReportList ::= SEQUENCE (SIZE(1..maxnoofRaReports)) OF RaReport-Item

RaReport-Item ::= SEQUENCE {



m-NG-RANAssistantIdentifier


NG-RANnodeUEXnAPID

PRESENCE mandatory },




iE-Extensions





ProtocolExtensionContainer { { RaReport-Item-ExtIEs} }
OPTIONAL,


...

}

RaReport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

-----------------------------------------------  Next ASN.1 Change -------------------------------------------------------

<<<<<<<<<<<<<<<<<<<< End of Change >>>>>>>>>>>>>>>>>>>>
We only agree the change for F1 message “Proposal 2: Only gNB-CU UE F1AP ID is included in the RACH INDICATION message.”


Even in the SoD, we did not discuss whether S-NG-RAN UE Assistant Identifier is not needed in the Xn message. 


So, this part should not be removed at this meeting.






_1234567890.unknown

