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1	Introduction
[bookmark: _Hlk48630882]This TP follows discussions in CB: # MBS2_RRCInactive  during RAN3#119bis-e
2	Text Proposal 
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc98351702][bookmark: _Toc98748000][bookmark: _Toc105704386][bookmark: _Toc106108504][bookmark: _Toc107829476][bookmark: _Toc112703235][bookmark: _Toc120012733]7.7	Support for NR MBS
The Support of NR MBS in non-split gNB case is specified in TS 38.300 [2].
[bookmark: _Toc98351703][bookmark: _Toc98748001][bookmark: _Toc105704387][bookmark: _Toc106108505][bookmark: _Toc107829477][bookmark: _Toc112703236][bookmark: _Toc120012734]7.7.1	Support of dynamic PTP and PTM switching
For UEs in RRC_CONNECTED, NG-RAN supports dynamic switch between PTP and PTM for MBS as specified in TS 38.300 [2].
In case of split gNB architecture, for a MRB with common PDCP involving both PTP (RLC leg) and PTM (RLC leg), upon receiving the MBS data from the gNB-CU via a shared F1-U tunnel, the gNB-DU makes decision of using PTP (RLC leg) or PTM (RLC leg) or both.
For UEs in RRC_INACTIVE only PTM is supported as specified in TS 38.300 [2].
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

