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8.3.11
Measurement Initiation

[Editor's note: According to TSGR#5 (99)564, the following measurements shall also be considered:
* Time of Arrival
* Frequency Offset
* Round Trip Time
* RX Timing Deviation

Whether these measurements shall be dedicated or common measurements have so far not been considered by TSG RAN WG3 and are thus not incorporated.]

8.3.11.1
General

This procedure is used by an SRNS to request the initiation of measurements in a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

8.3.11.2
Successful Operation


[image: image1.wmf]S

RNC

DRNC

DEDICATED MEASUREMENT INITIATION

REQUEST

DEDICATED MEASUREMENT INITIATION

RESPONSE


Figure 1: Measurement Initiation procedure, Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the SRNC to the DRNC.

Upon reception, the DRNC shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

If no RL Information is provided in the Dedicated Measurement Object IE, the measurement reports shall give the aggregated result for all radio links within the requested UE Context. If RL Information is provided in the request, the measurement request shall apply for the requested radio links individually.

The Report Characteristics IE indicates how the reporting of the measurement shall be performed.

If the Report Characteristics IE indicates 'On-Demand', the DRNS shall report the measurement result immediately.

If the Report Characteristics IE indicates 'Periodic', the DRNS shall periodically initiate a Measurement Report procedure for this measurement, with the requested report frequency.

If the Report Characteristics IE indicates 'Event A', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE indicates 'Event B', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE indicates 'Event C', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE indicates 'Event D', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE indicates 'Event E', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Frequency IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE indicates 'Event F', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Frequency IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the DRNS shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as in normal operation. 

The Measurement Filter Coefficient IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting.

The averaging shall  be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = 1/2(k/2), where k is the parameter received in the Measurement Filter Coefficient IE. If the Measurement Filter Coefficient IE is not present, a shall be set to 1 (no filtering) 

In order to initialize the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.  

If the DRNS was able to initiate the measurement requested by the SRNS it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message using the connection-oriented service of the signalling bearer. The message shall include the same Measurement Id that was used in the measurement request.

Only in the case the Report Characteristics IE indicated "On-Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. In this case also the Dedicated Measurement Object IE shall be included if it was included in the request message.

NEXT SECTION WITH CHANGES

9.2.1.28 Measurement Filter Coefficient

The Measurement Filter Coefficient determines the amount of filtering to be applied for measurements.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Measurement Filter Coefficient
M


ENUMERATED(0, 1, 2, 3, 4, 5, 6, 7, 8, 9, 11, 13, 15, 17, 19)
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