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Previously the concept Radio Link Set has been introduced in NBAP and RNSAP. However, since this is a concept existing in several specifications (R3 and R1) it is proposed to remove it from NBAP and RNSAP and instead move it to the TS 25.401.
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3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Elementary Procedure: The NBAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between the CRNC and the Node B.

An EP consists of an initiating message and possibly a response message. 

Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success or failure).

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e. absence of expected response). Whether or not any Class 1 procedure will have a timer on NBAP is FFS. To be sorted out when discussing the details of the error cases.

Class 2 EPs are considered always successful.


Prepared Reconfiguration: A Prepared Reconfiguration exists when the Synchronised Radio Link Reconfiguration Preparation procedure has been completed successfully. The Prepared Reconfiguration does not exist any more after either of the procedures Synchronised Radio Link Reconfiguration Commit or Synchronised Radio Link Reconfiguration Cancellation has been completed.




